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1
Discussion
In subclause XX.1.4 (Mobility) of the running Stage 2 CR for LWA and LWI [1], it has been captured that 
“All APs belonging to a mobility set share a common WT as termination point for Xw-C and Xw-U. The WLAN identifiers belonging to a mobility set may be a subset of all WLAN identifiers associated to the WT.

Editor's note
The above paragraph shall be moved to RAN3-controlled section.

Editor's note
It is FFS how the WLAN identifiers are provided to the UEs.”

The intent of this text is that there is a single WT where both Xw-C and Xw-U terminate. Consequently, e.g., the IP addresses for the termination points of Xw-C and Xw-U could be different, just like with Dual Connectivity. However, the text highlighted in yellow could be misinterpreted and lead to the assumption that within a WT the Xw-C termination point and the Xw-U termination point are the same. 

In this contribution, we provide a rewording of the above-mentioned sentence to resolve this potential misinterpretation.

2
Text Proposal
BEGINNING OF TEXT PROPOSAL
XX.1.4
Mobility

A WLAN mobility set is a set of one or more WLAN APs identified by one or more BSSID/HESSID/SSIDs, within which WLAN mobility mechanisms apply while the UE is configured with bearers using WLAN for LWA, i.e., the UE may perform mobility between WLAN APs belonging to the mobility set without informing the eNB.
The eNB provides the UE a WLAN mobility set. UE mobility to WLAN APs not belonging to the UE mobility set is controlled by the eNB e.g. based on measurement reports provided by the UE. A UE is connected to at most one mobility set at a time.

All APs belonging to a mobility set share a common WT which terminates the tunnel endpoints for Xw-C and Xw-U. The WLAN identifiers belonging to a mobility set may be a subset of all WLAN identifiers associated to the WT.
END OF TEXT PROPOSAL
3
Proposal
Proposal 1: Agree the text proposal in section 2 and capture it in the Stage 2 running CR.
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