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	Other comments:
	


9.2.78
ProSe Authorized

This IE provides information on the authorization status of the UE for ProSe service(s).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	ProSe Direct Discovery
	O
	
	ENUMERATED (authorized, not authorized, ...)
	Indicates whether the UE is authorized for ProSe Direct Discovery
	-
	

	ProSe Direct Communication
	O
	
	ENUMERATED (authorized, not authorized, ...)
	Indicates whether the UE is authorized for ProSe Direct Communication
	-
	

	ProSe Discovery PLMN List
	
	0..<maxnoofDiscoveryPLMNs>
	
	Indicates that the UE is authorized for ProSe Direct Discovery in each listed PLMN
	YES
	ignore

	>PLMN Identity
	M
	
	9.2.3.8
	
	
	


	Range bound
	Explanation

	maxnoofDiscoveryPLMNs
	Maximum no. of PLMNs in the ProSe Discovery PLMN list. Value is 16.


>>>>>>>>>>>>>>>>>    NEXT CHANGE   <<<<<<<<<<<<<<<<<<<<
9.3.5
Information Element definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

X2AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

id-E-RAB-Item,


id-Number-of-Antennaports,

id-MBSFN-Subframe-Info,

id-PRACH-Configuration,


id-CSG-Id,


id-MDTConfiguration,

id-SignallingBasedMDTPLMNList,


id-MultibandInfoList,


id-NeighbourTAC,


id-Time-UE-StayedInCell-EnhancedGranularity,


id-MBMS-Service-Area-List,


id-HO-cause,


id-eARFCNExtension,


id-DL-EARFCNExtension,


id-UL-EARFCNExtension,


id-M3Configuration,


id-M4Configuration,


id-M5Configuration,


id-MDT-Location-Info,


id-AdditionalSpecialSubframe-Info,


id-UEID,


id-enhancedRNTP,

id- ProseDiscoveryPLMNList,

maxnoofBearers,

maxCellineNB,


maxEARFCN,


maxEARFCNPlusOne,


newmaxEARFCN,


maxInterfaces,


maxnoofBands,


maxnoofBPLMNs,


maxnoofCells,


maxnoofEPLMNs,


maxnoofEPLMNsPlusOne,


maxnoofForbLACs,


maxnoofForbTACs,


maxnoofNeighbours,

maxnoofPRBs,


maxNrOfErrors,

maxPools,


maxnoofMBSFN,


maxnoofTAforMDT,


maxnoofCellIDforMDT,


maxnoofMBMSServiceAreaIdentities,


maxnoofMDTPLMNs,


maxnoofCoMPHypothesisSet,


maxnoofCoMPCells,


maxUEReport,


maxCellReport,


maxnoofPA,


maxCSIProcess,


maxCSIReport,


maxSubband,


maxnoofDiscoveryPLMNs
>>>>>>>>>>>>>>>>>    SKIP UNCHANGED TEXT    <<<<<<<<<<<<<<<<<<<<
ProSeAuthorized ::= SEQUENCE {


proSeDirectDiscovery

ProSeDirectDiscovery


OPTIONAL,


proSeDirectCommunication
ProSeDirectCommunication

OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {ProSeAuthorized-ExtIEs} }
OPTIONAL,


...

}

ProSeAuthorized-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {

ID id-ProseDiscoveryPLMNList

CRITICALITY ignore
TYPE ProseDiscoveryPLMNList

PRESENCE optional,

...

}

ProSeDirectDiscovery ::= ENUMERATED { 


authorized,


not-authorized,


...

}

ProSeDirectCommunication ::= ENUMERATED { 


authorized,


not-authorized,


...

}
ProseDiscoveryPLMNList ::= SEQUENCE (SIZE(1.. maxnoofDiscoveryPLMNs)) OF PLMNidentity

>>>>>>>>>>>>>>>>>    NEXT CHANGE   <<<<<<<<<<<<<<<<<<<<
9.3.7
Constant definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

>>>>>>>>>>>>>>>>>    SKIP UNCHANGED TEXT    <<<<<<<<<<<<<<<<<<<<
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxEARFCN








INTEGER ::= 65535
maxEARFCNPlusOne






INTEGER ::= 65536

newmaxEARFCN







INTEGER ::= 262143

maxInterfaces







INTEGER ::= 16

maxCellineNB







INTEGER ::= 256

maxnoofBands







INTEGER ::= 16

maxnoofBearers







INTEGER ::= 256

maxNrOfErrors







INTEGER ::= 256

maxnoofPDCP-SN







INTEGER ::= 16
maxnoofEPLMNs







INTEGER ::= 15

maxnoofEPLMNsPlusOne





INTEGER ::= 16

maxnoofForbLACs







INTEGER ::= 4096

maxnoofForbTACs







INTEGER ::= 4096

maxnoofBPLMNs







INTEGER ::= 6

maxnoofNeighbours






INTEGER ::= 512

maxnoofPRBs








INTEGER ::= 110

maxPools








INTEGER ::= 16
maxnoofCells







INTEGER ::= 16
maxnoofMBSFN







INTEGER ::= 8
maxFailedMeasObjects





INTEGER ::= 32

maxnoofCellIDforMDT






INTEGER ::= 32

maxnoofTAforMDT







INTEGER ::= 8

maxnoofMBMSServiceAreaIdentities


INTEGER ::= 256

maxnoofMDTPLMNs







INTEGER ::= 16

maxnoofCoMPHypothesisSet




INTEGER ::= 256

maxnoofCoMPCells






INTEGER ::= 32

maxUEReport








INTEGER ::= 128

maxCellReport







INTEGER ::= 9

maxnoofPA








INTEGER ::= 3

maxCSIProcess







INTEGER ::= 4

maxCSIReport







INTEGER ::= 2

maxSubband








INTEGER ::= 14
maxnoofDiscoveryPLMNs





INTEGER ::= 16
-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-E-RABs-Admitted-Item













ProtocolIE-ID ::= 0
>>>>>>>>>>>>>>>>>    SKIP UNCHANGED TEXT    <<<<<<<<<<<<<<<<<<<<
id-CoverageModificationList












ProtocolIE-ID ::= 143

id-ReportingPeriodicityCSIR












ProtocolIE-ID ::= 145

id-CSIReportList














ProtocolIE-ID ::= 146

id-UEID

















ProtocolIE-ID ::= 147

id-enhancedRNTP















ProtocolIE-ID ::= 148
id-ProseDiscoveryPLMNList












ProtocolIE-ID ::= xxx
END
