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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

A-GPS
Assisted GPS

AICH
Acquisition Indicator Channel

ALCAP
Access Link Control Application Part
ASN.1
Abstract Syntax Notation One

BCCH
Broadcast Control Channel

BDS
BeiDou Navigation Satellite System

CCPCH
Common Control Physical Channel

CFN
Connection Frame Number

CLTD
Closed Loop Transmit Diversity

CM
Compressed Mode

CPICH
Common Pilot Channel

CRNC
Controlling Radio Network Controller

DBDS
Differential BDS

DCH
Dedicated Channel

DGANSS
Differential GANSS

DGPS
Differential GPS

DL
Downlink

DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel

DPDCH
Dedicated Physical Data Channel

DSCH
Downlink Shared Channel

E-AGCH
E-DCH Absolute Grant Channel

E-DCH
Enhanced UL DCH

EGNOS
European Geostationary Navigation Overlay Service

E-HICH
E-DCH HARQ Acknowledgement Indicator Channel

E-PUCH
Enhanced Uplink Physical Channel (TDD only)

E-RNTI
E-DCH RNTI

E-RUCCH
E-DCH Random Access Uplink Control Channel (TDD only)

E-TFCI
E-DCH Transport Format Combination Indicator

E-UCCH
E-DCH Uplink Control Channel (TDD only)
FACH 
Forward Access Channel

FDD
Frequency Division Duplex

F-DPCH
Fractional DPCH

FP
Frame Protocol

FPACH
Fast Physical Access Channel (TDD only)

F-TPICH
Fractional Transmitted Precoding Indicator Channel

GAGAN
GPS Aided Geo Augmented Navigation

GANSS
Galileo and Additional Navigation Satellite Systems

GLONASS
GLObal'naya NAvigatsionnaya Sputnikovaya Sistema (Engl.: Global Navigation Satellite System)

GNSS
Global Navigation Satellite System

GPS
Global Positioning System

HSDPA
High Speed Downlink Packet Access

HS-DSCH
High Speed Downlink Shared Channel

HS-PDSCH
High Speed Physical Downlink Shared Channel

HS-SCCH
High Speed Shared Control Channel

HS-SICH
High Speed Shared Information Channel

ICD
Interface Control Document

IMB
Integrated Mobile Broadcast

IP
Internet Protocol

IPDL
Idle Periods in the DownLink

ISCP
Interference Signal Code Power

L1
Layer 1

L2
Layer 2

MBMS
Multimedia Broadcast Multicast Service

MBSFN
MBMS over a Single Frequency Network

MFN
Multicast Frame Number

MIB
Master Information Block

MICH
MBMS Notification Indicator Channel

MIMO
Multiple Input Multiple Output

MSAS
Multi-functional Satellite Augmentation System
NAICS
Network Assisted Interference Cancellation and Suppression
NBAP
Node B Application Part

NI
MBMS Notification Indicator

O&M
Operation and Maintenance
PCCPCH
Primary Common Control Physical Channel
PCH
Paging Channel

PDSCH
Physical Downlink Shared Channel

PICH
Paging Indication Channel

PLCCH
Physical Layer Common Control Channel

PUSCH
Physical Uplink Shared Channel

QZSS
Quasi-Zenith Satellite System

RACH
Random Access Channel

RL
Radio Link

RLS
Radio Link Set

RNC
Radio Network Controller

RRC
Radio Resource Control

SB
Scheduling Block

SBAS
Satellite Based Augmentation System

SCCPCH
Secondary Common Control Physical Channel
SCH
Synchronisation Channel

SCTD
Space Code Transmit Diversity

S-DPCCH
Secondary Dedicated Physical Control Channel

SIB
System Information Block

SRNC
Serving Radio Network Controller

STTD
Space Time Transmit Diversity

TDD
Time Division Duplex

TFC
Transport Format Combination

TFCI
Transport Format Combination Indicator

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TPC
Transmit Power Control

TSTD
Time Switched Transmit Diversity

UARFCN
UTRA Absolute Radio Frequency Channel Number

UDP
User Datagram Protocol

UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunications System

USCH
Uplink Shared Channel

UTC
Universal Coordinated Time

UTRA
Universal Terrestrial Radio Access

UTRAN
Universal Terrestrial Radio Access Network

WAAS
Wide Area Augmentation System

/*partially omitted */
8.3.8.4
Abnormal Conditions

The allowed combinations of the Dedicated Measurement Type and Report Characteristics Type are shown in the table below marked with "X". For not allowed combinations, the Node B shall regard the Dedicated Measurement Initiation procedure as failed.

Table 4: Allowed Dedicated Measurement Type and Report Characteristics Type combinations

	Dedicated Measurement Type
	Report Characteristics Type

	
	On Demand
	Periodic
	Event A
	Event B
	Event C
	Event D
	Event E
	Event F
	On Modification

	SIR
	X
	X
	X
	X
	X
	X
	X
	X
	

	SIR Error
	X
	X
	X
	X
	X
	X
	X
	X
	

	Transmitted Code Power
	X
	X
	X
	X
	X
	X
	X
	X
	

	RSCP
	X
	X
	X
	X
	X
	X
	X
	X
	

	Rx Timing Deviation
	X
	X
	X
	X
	
	
	X
	X
	

	Round Trip Time
	X
	X
	X
	X
	X
	X
	X
	X
	

	Rx Timing Deviation LCR
	X
	X
	X
	X
	
	
	X
	X
	

	HS-SICH reception quality
	X
	X
	X
	X
	
	
	X
	X
	

	Best Cell Portions
	X
	X
	
	
	
	
	
	
	

	Angle Of Arrival LCR
	X
	X
	
	
	
	
	
	
	

	Rx Timing Deviation 7.68Mcps
	X
	X
	X
	X
	
	
	X
	X
	

	Rx Timing Deviation 3.84Mcps Extended
	X
	X
	X
	X
	
	
	X
	X
	

	Best Cell Portions LCR
	X
	X
	
	
	
	
	
	
	X

	AOA per Cell Portion LCR
	X
	X
	
	
	
	
	
	
	

	UE transmission power headroom
	X
	X
	
	X
	
	
	
	X
	

	DL transport block size
	X
	X
	
	
	
	
	
	
	


If the Dedicated Measurement Type received in the Dedicated Measurement Type IE is not defined in ref. TS 25.215 [4] or TS 25.225 [5] to be measured on the Dedicated Measurement Object Type received in the DEDICATED MEASUREMENT INITIATION REQUEST message, the Node B shall regard the Dedicated Measurement Initiation procedure as failed. 

If the CFN IE is included in the DEDICATED MEASUREMENT INITIATION REQUEST message and the Report Characteristics IE is other than "Periodic" or "On Demand", the Node B shall regard the Dedicated Measurement Initiation procedure as failed.

/*partially omitted */
9.2.1.23
Dedicated Measurement Type

The Dedicated Measurement Type identifies the type of measurement that shall be performed.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Dedicated Measurement Type
	
	
	ENUMERATED (

SIR,

SIR Error,

Transmitted Code Power,

RSCP,

Rx Timing Deviation,

Round Trip Time,

…,

Rx Timing Deviation LCR, 

Angle Of Arrival LCR,

HS-SICH reception quality, 

Best Cell Portions, Rx Timing Deviation 7.68Mcps,

Rx Timing Deviation 3.84 Mcps Extended, Best Cell Portions LCR,

AOA per Cell Portion LCR, UE transmission power headroom, DL transport block size)
	"RSCP" and "HS-SICH reception quality" are used by TDD only.

"Rx Timing Deviation" and "Rx Timing Deviation 3.84 Mcps Extended" are used by 3.84Mcps TDD only.

"Rx Timing Deviation LCR", "Angle Of Arrival LCR" are used by 1.28Mcps TDD only.

"Round Trip Time", "SIR Error" are used by FDD only.

“Best Cell Portions” is used by FDD only. 

“Best Cell Portions LCR” is used by 1.28Mcps TDD only.

"Rx Timing Deviation 7.68Mcps" is used by 7.68Mcps TDD only.

"UE transmission power headroom" is used by FDD, 1.28Mcps TDD, 3.84Mcps TDD and 7.68Mcps TDD.
“DL transport block size” is used by FDD only.

	Note:
For definitions of the measurement types refer to TS 25.215 [4] and TS 25.225 [5].


9.2.1.24
Dedicated Measurement Value

The Dedicated Measurement Value shall be the most recent value for this measurement, for which the reporting criteria were met.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	CHOICE Dedicated Measurement Value
	M
	
	
	
	–
	

	>SIR Value
	
	
	
	
	
	

	>>SIR Value
	M
	
	INTEGER (0..63)
	According to mapping in TS 25.133 [22] and TS 25.123 [23]
	–
	

	>SIR Error Value
	
	
	
	FDD only
	
	

	>>SIR Error Value
	M
	
	INTEGER (0..125)
	According to mapping in TS 25.133 [22]
	–
	

	>Transmitted Code Power Value
	
	
	
	
	
	

	>>Transmitted Code Power Value
	M
	
	INTEGER (0..127)
	According to mapping in TS 25.133 [22] and TS 25.123 [23].

Values 0 to 9 and 123 to 127 shall not be used.
	–
	

	>RSCP
	
	
	
	TDD only
	
	

	>>RSCP
	M
	
	INTEGER (0..127)
	According to mapping in TS 25.123 [23]
	–
	

	>Rx Timing Deviation Value
	
	
	
	Applicable to 3.84Mcps TDD only
	
	

	>>Rx Timing Deviation
	M
	
	INTEGER (0..8191)
	According to mapping in TS 25.123 [23]
	–
	

	>Round Trip Time
	
	
	
	FDD only
	
	

	>>Round Trip Time
	M
	
	INTEGER (0..32767)
	According to mapping in TS 25.133 [22]
	–
	

	>Additional Dedicated Measurement Values
	
	
	
	See  Note 1.
	
	

	>>Rx Timing Deviation Value LCR
	
	
	
	Applicable to 1.28Mcps TDD only
	
	

	>>>Rx Timing Deviation LCR
	M
	
	INTEGER (0..511)
	According to mapping in TS 25.123 [23]
	YES
	reject

	>>Angle Of Arrival Value LCR
	
	
	
	Applicable to 1.28Mcps TDD only
	
	

	>>>AOA Value LCR
	
	1
	
	
	YES
	reject

	>>>>AOA LCR
	M
	
	INTEGER (0..719)
	According to mapping in TS 25.123 [23]
	–
	

	>>>>AOA LCR Accuracy Class
	M
	
	ENUMERATED (

A, B, C, D, E, F, G, H,...)
	According to mapping in TS 25.123 [23]
	–
	

	>>HS-SICH Reception Quality
	
	
	
	Applicable to TDD only
	
	

	>>>HS-SICH Reception Quality Value 
	
	1
	
	
	YES
	reject

	>>>>Failed HS-SICH
	M
	
	INTEGER (0..20)
	According to mapping in TS 25.123 [23]
	–
	

	>>>>Missed HS-SICH 
	M
	
	INTEGER (0..20)
	According to mapping in TS 25.123 [23]
	–
	

	>>>>Total HS-SICH
	M
	
	INTEGER (0..20)
	According to mapping in TS 25.123 [23]
	–
	

	>>>>Failed HS-SICH LCR extension
	O
	
	INTEGER (0..20)
	According to mapping in TS 25.123 [23]
Mandatory for LCR TDD when there are more than 20 failed HS-SICH 
	YES
	reject

	>>>>Missed HS-SICH LCR extension
	O
	
	INTEGER (0..20)
	According to mapping in TS 25.123 [23]
Mandatory for LCR TDD when there are more than 20 missed HS-SICH
	YES
	reject

	>>>>Total HS-SICH LCR extension
	O
	
	INTEGER (0..20)
	According to mapping in TS 25.123 [23]
Mandatory for LCR TDD when there are more than 20 total HS-SICH
	YES
	reject

	>>Best Cell Portions
	
	
	
	FDD only
	
	

	>>>Best Cell Portions
	M
	
	9.2.2.1Ba
	
	YES
	reject

	>>Rx Timing Deviation Value 7.68Mcps
	
	
	
	Applicable to 7.68Mcps TDD only
	
	

	>>>Rx Timing Deviation 7.68Mcps 
	M
	
	INTEGER (0..65535)
	According to mapping in TS 25.123 [23]
	YES
	reject

	>>Rx Timing Deviation Value 3.84Mcps Extended
	
	
	
	Applicable to 3.84Mcps TDD only
	
	

	>>>Rx Timing Deviation 3.84Mcps Extended
	M
	
	INTEGER (0..32767)
	According to mapping in TS 25.123 [23]
	YES
	reject

	>>Extended Round Trip Time
	
	
	
	FDD only
	
	

	>>>Extended Round Trip Time Value
	M
	
	INTEGER (32767..103041)
	Continuation of intervals with step size as defined in TS 25.133 [22].
	YES
	reject

	>>Best Cell Portions LCR
	
	
	
	1.28Mcps TDD only
	
	

	>>>Best Cell Portions LCR
	M
	
	9.2.3.105
	
	YES
	reject

	>>AOA per Cell Portion LCR
	
	
	
	1.28Mcps TDD only
	
	

	>>>AOA per Cell Portion LCR
	M
	
	9.2.3.124
	
	YES
	reject

	>>UE transmission power headroom
	
	
	
	
	
	

	>>>UE transmission power headroom
	M
	
	INTEGER (0..31)
	According to mapping in TS 25.133 [22] and TS 25.123 [23].
	YES
	reject

	>> DL transport block size
	
	
	
	FDD only
	
	

	>>>HS-DSCH Cell List
	M
	1..<maxNrOfHSDSCH-1>
	
	
	EACH
	reject

	>>>>HS-DSCH Cell TBS
	M
	
	INTEGER (0.. 160000)
	According to mapping of CQI in TS 25.214 [10].
See Note 2.
	–
	–

	Note 1:
This information element is a simplified representation of the ASN.1. The choice is performed through the use of a ProtocolIE-Single-Container and a ProtocolExtensionContainer within the ASN.1.
Note 2: 
In case of Dual Stream MIMO, this information element is the sum of the transport block size values from both streams of the cell.


	Range Bound
	Explanation

	maxNrOfHSDSCH-1
	Maximum number of HS-DSCH cells for one UE


/*partially omitted */
9.2.2.129
Cell Capability Container

The Cell Capability Container IE indicates the cell capability by setting the corresponding bit in the BIT String.

The cell capability of multi-cell related functions may depend on that the cell is multi-cell capable (adjacent carrier and/or non-adjacent carrier) and/or Dual Band capable. Such capability indicators in this Cell Capability Container IE shall be ignored by the CRNC if the local cell does not have the required cell capability: "Multi Cell Capable" as indicated with Multi Cell Capability Info IE and/or "Dual Band Capable" as indicated with Dual Band Capability Info IE. Capability indicators that depend on multi-cell (adjacent carrier) capability are indicated in the table below with /Adjacent-carrier/. Capability indicators that depend on multi-cell (non-adjacent carrier ) capability are indicated in the table below with /Adjacent-carrier/ if the capability bit “Non-contiguous HSDPA operation Capability” is set. Capability indicators that depend on Dual Band capability are indicated in the table below with /Dual-band/. Capability indicators that depend on that the local cell has one or both of the capabilities multi-cell (adjacent carrier) and Dual Band are indicated in the table below with /Multi-cell/. Capability indicators that depend on that the local cell has one or both of the capabilities multi-cell (non-adjacent carrier) and Dual Band are indicated in the table below with /Multi-cell/ if the capability bit “Non-contiguous HSDPA operation Capability” is set. Cell Capability for the marked capabilities indicate capability regardless of the supported multi-cell type in a multicell configuration for the local cell: supported multi-cell type is - both serving HS-DSCH and secondary serving HS-DSCH, - secondary serving HS-DSCH or - serving HS-DSCH.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Cell Capability Container
	
	
	BIT STRING (SIZE(128))
	Each bit indicates whether a cell supports a particular functionality or not. The value 1 of a bit indicates that the corresponding functionality is supported in a cell and value 0 indicates that the corresponding functionality is not supported in a cell. Each bit is defined as follows.

The first bit: Cell Specific Tx Diversity Handling For Multi Cell Operation Capability /Multi-cell/.

The second bit: Multi Cell and MIMO Capability/Adjacent-carrier/.
The third bit: Multi Cell and Single Stream MIMO Capability/Adjacent-carrier/.

The fourth bit: Multi Cell E-DCH Capability/Adjacent-carrier/.
This bit shall be ignored by the CRNC if the fifth bit: Separate Iub Transport Bearer Capability = "0" and the sixth bit: E-DCH UL Flow Multiplexing  Capability = "0"
The fifth bit: Separate Iub Transport Bearer Capability/Adjacent-carrier/.  
This bit shall be ignored by the CRNC if the fourth bit: Multi Cell E-DCH Capability = "0"
The sixth bit: E-DCH UL Flow Multiplexing  Capability/Adjacent-carrier/.  
This bit shall be ignored by the CRNC if the fourth bit: Multi Cell E-DCH Capability = "0"

The seventh to eleventh bit Maximum No of HSDPA Frequencies capability/Multi-cell/.

This capability is coded as the binary representation of the maximum number of HSDPA frequencies, with the seventh bit as the MSB and the eleventh bit as the LSB. Hexadecimal digit 0 means no support for 3 or more HSDPA.

Hexadecimal digits 1 and 2 are reserved.

The twelfth bit: Dual Band and MIMO Capability/Dual Band/.

The thirteenth bit: HSDPA 3 or more Carrier and MIMO Single Band Capability/Adjacent-carrier/

The fourteenth bit: HSDPA 3 or more Carrier and MIMO Dual Band Capability/Dual Band/.

The fifteenth bit: Dual band and Single Stream MIMO Capability/Dual Band/.

The sixteenth bit: HSDPA 3 or more Carrier and Single Stream MIMO Single Band Capability/Adjacent-Carrier/.

The seventeenth bit: HSDPA 3 or more Carrier and Single Stream MIMO Dual Band Capability/Dual Band/.

The eighteenth bit: Frequency Specific Compressed Mode Capability/Multi-Cell/.

The nineteenth bit: UL CLTD capability.

The twentieth bit: Non-contiguous HSDPA operation Capability.

The twenty-first bit to twenty-third bit: Supported MIMO transmit antennas (N). This capability is coded as the representation of the supported MIMO transmit antennas with the twenty-first bit as the MSB and the twenty-third bit as the LSB. Hexadecimal digit 0 means no support for more than 2 MIMO transmit antennas. Hexadecimal digit 2 means MIMO with four transmit antennas support.

Hexadecimal digit 1 is reserved. Undefined values are considered as spare.

The twenty-fourth bit: MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-fifth bit: MIMO with N transmit antennas Capability Dual Band/Dual Band.

The twenty-sixth bit: Multi Cell and MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-seventh bit: Multi Cell and MIMO with N transmit antennas Capability Dual Band/Dual Band.

The twenty-eighth bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Adjacent-carrier.

The twenty-ninth bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Dual Band/Dual Band.

This 3GPP release supports MIMO with four transmit antennas for up to 4 carriers.

The thirtieth bit:

Intra-Node B Multiflow.

The thirty-first bit:

Inter-Node B Multiflow.

The thirty-second to thirty fourth bits: Supported Multiflow configuration, where value 0 indicates support for one frequency two cells, value 1 indicates support for two frequencies three cells, value 2 indicates support for two frequencies four cells. Value 3 indicates support for three frequencies four cells. Values 4-7 are reserved for future use, 

The thirty-fifth bit: Multiflow and MIMO.

The thirty-sixth bit: Cell Specific Tx Diversity Handling For Multiflow Cell Operation

The thirty-seventh bit: Multiflow and single stream MIMO.

The thirty eighth bit: UL SixtyfourQAM capability.

The thirty ninth bit: UL MIMO capability.

The fortieth bit: UL MIMO and UL SixteenQAM capability.

The forty-first bit: UL MIMO and UL SixtyfourQAM capability.

The forty-second bit: NodeB Triggered HS-DPCCH Transmission Capability.

The forty-third bit: 2ms  and 10ms TTI Concurrent Deployment Capability.

The forty-fourth bit: Further Enhanced UE DRX Capability.

The forty-fifth bit: Per HARQ Activation and Deactivation Capability.

The forty-sixth bit: TTI alignment Capability.

The forty-seventh bit: Common E-RGCH Capability.

The forty-eighth bit: Fallback to R99 PRACH Capability.

The forty-ninth bit: E-DCH decoupling operation Capability.

The fiftieth bit: Basic DCH Enhancements Capability [52].

The fifty-first bit: Full DCH Enhancements Capability [52].

The fifty-second bit: BCH mapped on SCCPCH Capability.

The fifty-third bit: Radio Links without DPCH/F-DPCH operation Capability.

The fifty-fourth bit: UL DPCCH2 operation Capability.

The fifty-fifth bit: feEUL TTI switching Node B Autonomous Capability.

The fifty-sixth bit: feEUL TTI switching RNC notify Capability.
The xxth bit: NAICS offloading Capability.
Note that undefined bits are considered as a spare bit and spare bits shall be set to 0 by the transmitter and shall be ignored by the receiver. Note that Reserved bits are not considered as a spare bit. They shall however be set to 0 by the transmitter and shall be ignored by the receiver.


/*partially omitted */
9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
/*partially omitted */

id-Assisting-RepetitionFactors,


id-Gainfactors-10ms-mode,


id-UPH-Filtering-Measurement-Forwarding-Request,


id-TTI-Update-Indicator,


id-CQI-Feedback-Cycle2,


id-CQI-Cycle-Switch-Timer,


id-UE-DRX-Cycle2,


id-Inactivity-Threshold-for-UE-DRX-Cycle2,


id-DTX-Information2,


id-ImplicitGrantHandling,


id-MinimumTEBSthreshold,


id-Fast-TTI-switching-Mode-synchronized,


id-Fast-TTI-switching-Mode-unsynchronized,


id-Fast-TTI-switching-Mode-Supported,

id-DL-TBS
FROM NBAP-Constants

/*partially omitted */
Cell-Capability-Container ::= BIT STRING (SIZE (128))
-- First bit: Cell Specific Tx Diversity Handling For Multi Cell Operation Capability
-- Second bit: Multi Cell and MIMO Capability
-- Third bit: Multi Cell and Single Stream MIMO Capability
-- Fourth bit: Multi Cell E-DCH Capability
-- Fifth bit: Separate Iub Transport Bearer Capability
-- Sixth bit: E-DCH UL Flow Multiplexing Capability

-- Seventh to eleventh bit: Maximum No of HSDPA Frequencies capability

-- Twelfth bit: Dual Band and MIMO Capability

-- Thirteenth bit: 3 or more carrier HSDPA and MIMO Single Band Capability

-- Fourteenth bit: 3 or more carrier HSDPA and MIMO Dual Band Capability

-- Fifteenth bit : Dual Band and Single Stream MIMO Capability

-- Sixteenth bit : 3 or more carrier HSDPA and Single Stream MIMO Single Band Capability

-- Seventeenth bit : 3 or more carrier HSDPA and Single Stream MIMO Dual Band Capability

-- Eighteenth bit: Frequency Specific Compressed Mode Capability

-- Nineteenth bit: UL CLTD Capability
-- Twentieth bit: Non-contiguous HSDPA operation Capability

-- Twenty-first to twentythird bit: Supported MIMO transmit antennas (N).

-- Twenty-fourth bit: MIMO with N transmit antennas Capability Adjacent-carrier.

-- Twenty-fifth bit: MIMO with N transmit antennas Capability Dual Band/Dual Band.

-- Twenty-sixth bit: Multi Cell and MIMO with N transmit antennas Capability Adjacent-carrier.

-- Twenty-seventh bit: Multi Cell and MIMO with N transmit antennas Capability Dual Band/Dual Band.

-- Twenty-eighth bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Adjacent-carrier.

-- Twenty-ninth bit: HSPA 3 or more Carrier and MIMO with N transmit antennas Capability Dual Band/Dual Band.

-- Thirtieth bit: Intra-Node B Multiflow.

-- Thirty-first bit: Inter-Node B Multiflow.

-- Thirty-second to thirty-fourth bits: Supported Multiflow configuration, where:

--   value 0 indicates support for one frequency two cells.

--   value 1 indicates support for two frequencies three cells.

--   value 2 indicates support for two frequencies four cells.

--   value 3 indicates support for three frequencies four cells.

--   values 4-7 are reserved for future use.

-- Thirty-fifth bit: Multiflow and MIMO.

-- Thirty-sixth bit: Cell Specific Tx Diversity Handling For Multiflow Cell Operation.

-- Thirty-seventh bit: Multiflow and single stream MIMO.

-- Thirty-eighth bit: UL 64QAM Capability.

-- Thirty-ninth bit: UL MIMO Capability.

-- Fortieth bit: UL MIMO and UL 16QAM Capability.

-- Forty-first bit: UL MIMO and UL 64QAM Capability.

-- Forty-second bit: NodeB Triggered HS-DPCCH Transmission Capability

-- Forty-third bit: 2ms and 10ms TTI Concurrent Deployment Capability

-- Forty-fourth bit: Further Enhanced UE DRX Capability

-- Forty-fifth bit: Per HARQ Activation and Deactivation Capability

-- Forty-sixth bit: TTI alignment Capability

-- Forty-seventh bit: Common E-RGCH Capability

-- Forty-eighth bit: Fallback to R99 PRACH Capability

-- Forty-ninth bit: E-DCH decoupling operation Capability

-- Fiftieth bit: Basic DCH Enhancements Capability

-- Fifty-first bit: Full DCH Enhancements Capability

-- Fifty-second bit: BCH mapped on SCCPCH Capability

-- Fifty-third bit: Radio Links without DPCH/F-DPCH operation Capability

-- Fifty-fourth bit: UL DPCCH2 operation Capability

-- Fifty-fifth bit: feEUL TTI switching Node B Autonomous Capability.

-- Fifty-sixth bit: feEUL TTI switching RNC notify Capability.
-- xxth bit: NAICS offloading Capability.
/*partially omitted */
DedicatedMeasurementType ::= ENUMERATED {


sir,


sir-error,


transmitted-code-power,


rscp,


rx-timing-deviation,

round-trip-time,


...,


rx-timing-deviation-LCR,

angle-Of-Arrival-LCR,


hs-sich-quality,


best-Cell-Portions,


rx-timing-deviation-768,

rx-timing-deviation-384-extended,


best-Cell-PortionsLCR,


aOA-per-CELL-Portion-LCR,


uE-transmission-power-headroom,

dl-TBS
}

DedicatedMeasurementValue ::= CHOICE {


sIR-Value





SIR-Value,


sIR-ErrorValue




SIR-Error-Value,


transmittedCodePowerValue


Transmitted-Code-Power-Value,


rSCP







RSCP-Value,


rxTimingDeviationValue



Rx-Timing-Deviation-Value,

roundTripTime





Round-Trip-Time-Value,


...,


extension-DedicatedMeasurementValue

Extension-DedicatedMeasurementValue
}

Extension-DedicatedMeasurementValue
::= ProtocolIE-Single-Container {{ Extension-DedicatedMeasurementValueIE }}
Extension-DedicatedMeasurementValueIE NBAP-PROTOCOL-IES ::= {


{ ID id-Rx-Timing-Deviation-Value-LCR

CRITICALITY reject
TYPE Rx-Timing-Deviation-Value-LCR



PRESENCE mandatory }|

{ ID id-Angle-Of-Arrival-Value-LCR


CRITICALITY reject
TYPE Angle-Of-Arrival-Value-LCR




PRESENCE mandatory }|


{ ID id-HS-SICH-Reception-Quality


CRITICALITY reject
TYPE HS-SICH-Reception-Quality-Value


PRESENCE mandatory }|

{ ID id-Best-Cell-Portions-Value


CRITICALITY reject
TYPE Best-Cell-Portions-Value





PRESENCE mandatory }|


{ ID id-Rx-Timing-Deviation-Value-768

CRITICALITY reject
TYPE Rx-Timing-Deviation-Value-768



PRESENCE mandatory }|

{ ID id-Rx-Timing-Deviation-Value-384-ext
CRITICALITY reject
TYPE Rx-Timing-Deviation-Value-384-ext


PRESENCE mandatory }|

{ ID id-Extended-Round-Trip-Time-Value

CRITICALITY reject
TYPE Extended-Round-Trip-Time-Value



PRESENCE mandatory }|

{ ID id-Best-Cell-Portions-ValueLCR


CRITICALITY reject
TYPE Best-Cell-Portions-ValueLCR




PRESENCE mandatory }|


{ ID id-AOA-per-CELL-Portion-LCR


CRITICALITY reject
TYPE AOA-per-CELL-Portion-LCR





PRESENCE mandatory }|


{ ID id-UE-transmission-power-headroom

CRITICALITY reject
TYPE UE-transmission-power-headroom-Value

PRESENCE mandatory }|


{ ID id-DL-TBS







CRITICALITY reject 
TYPE DL-TBS





PRESENCE mandatory },

...
}

/*partially omitted */
DiversityMode ::= ENUMERATED {


none, 


sTTD,


closed-loop-mode1,


not-used-closed-loop-mode2,


...

}

DL-TBS ::= SEQUENCE {


hs-DSCH-Cell-List



HS-DSCH-Cell-List,

iE-Extensions




ProtocolExtensionContainer { { DL-TBS-ExtIEs} }

OPTIONAL,


...
}

DL-TBS-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
HS-DSCH-Cell-List
::= SEQUENCE (SIZE (1..maxNrOfHSDSCH-1)) OF HS-DSCH-Cell
HS-DSCH-Cell
::=SEQUENCE{


hs-DSCH-Cell-TBS



DL-TBS-Value,

iE-Extensions




ProtocolExtensionContainer { { HS-DSCH-Cell-ExtIEs} } OPTIONAL,


...

}
HS-DSCH-Cell-ExtIEs
NBAP-PROTOCOL-EXTENSION ::= {


...

}

DL-TBS-Value ::= INTEGER (0..160000)
DL-DPCH-SlotFormat ::= INTEGER (0..16,...)

/*partially omitted */
9.3.6
Constant Definitions

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}

/*partially omitted */
id-ActivationDelay












ProtocolIE-ID ::= 1301

id-Fast-TTI-switching-Mode-synchronized







ProtocolIE-ID ::= 1302

id-Fast-TTI-switching-Mode-unsynchronized






ProtocolIE-ID ::= 1303

id-Fast-TTI-switching-Mode-Supported







ProtocolIE-ID ::= 1304
id-DL-TBS














ProtocolIE-ID ::= 1311
END

