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1. Overall Description:

RAN1 has made the following agreement for the Rel-14 WI on Multi-Carrier enhancements for UMTS:
Agreement on HS-SCCH orders for TTI switching
Table 14B.3A: Orders for switching the E-DCH TTI for single cell E-DCH

	Extended
Order Type
	Order Type
	Order Mapping
	Interpretation

	xeodt,1, xeodt,2
	xodt,1, xodt,2, xodt,3
	xord,1
	xord,2
	xord,3
	

	11
	011
	0
	0
	0
	TTI switch order from 2ms to 10ms

	
	
	0
	0
	1
	TTI switch order from 10ms to 2ms

	
	
	0
	1
	0
	Unused (Reserved single cell E-DCH)

	
	
	0
	1
	1
	Unused (Reserved single cell E-DCH)

	
	
	1
	0
	0
	Unused (Reserved single cell E-DCH)

	
	
	1
	0
	1
	Unused (Reserved single cell E-DCH)

	
	
	1
	1
	0
	Unused (Reserved single cell E-DCH)

	
	
	1
	1
	1
	Unused (Reserved single cell E-DCH)


 
 Table 14B.3B: Orders for switching the E-DCH TTI for dual cell E-DCH

	Extended
Order Type
	Order Type
	Order Mapping
	Interpretation

	xeodt,1, xeodt,2
	xodt,1, xodt,2, xodt,3
	xord,1
	xord,2
	xord,3
	

	11
	011
	0
	0
	0
	Unused (Reserved dual cell E-DCH)

	
	
	0
	0
	1
	Unused (Reserved dual cell E-DCH)

	
	
	0
	1
	0
	TTI switch order to 2ms+2ms

	
	
	0
	1
	1
	  TTI switch order to 2ms+10ms

	
	
	1
	0
	0
	  TTI switch order to 10ms+2ms

	
	
	1
	0
	1
	    TTI switch order to 10ms+10ms

	
	
	1
	1
	0
	Unused (Reserved dual cell E-DCH)

	
	
	1
	1
	1
	Unused (Reserved dual cell E-DCH)


 
Note 1 (Table 14B.3B): For the TTI switch orders the TTI length displayed on the left hand side applies to the primary uplink frequency, while the TTI length displayed on the right hand side applies to the secondary uplink frequency.
 
Note 2 (Table 14B.3B): The TTI switch orders also apply if the secondary uplink frequency is deactivated, but it becomes effective on the secondary uplink frequency upon its re-activation.
 
2. Actions:

To RAN2/RAN3 group:
ACTION: 
RAN1 respectfully asks RAN2/RAN3 to take into account the agreement listed above.
3. Date of Next TSG-RAN1 Meetings:

TSG-RAN1 Meeting #87

14th – 18th Dec 2016

Reno, USA
TSG-RAN1 Meeting #88

13th – 17th Feb 2017

Athens, Greece

