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1. Overall Description
During the study item phase, RAN2 discussed codec adaptation solutions which are captured in [1]. In RAN#73, the WID in [2] has been approved, and RAN2 is working on the details of RAN-assisted codec adaptation solution during an ongoing voice/video call.  In [1], RAN-assisted codec adaptation solution is summarized as follows:
In case an eNB determines to recommend a UE in connected-mode to modify the bit rate due to e.g. poor radio condition or network congestion detected in uplink or downlink transmission direction, it can signal the UE with the recommended bit rate. The UE may then use this recommended bit rate as an input to initiate an end-to-end rate adaptation, e.g. by sending an application layer message (e.g. RTCP or RTP CMR) to the peer UE or the concerning media GW. Accordingly, the peer UE may further retrieves a recommended bit rate from its serving eNB to ensure an end-to-end codec adaptation. 
The details are captured in 5.3.2 of [1].
In RAN2#95bis meeting, it is agreed that:
· The recommendation from the eNB should be given by recommended DL and UL bit rates for downlink and uplink respectively; 
· The recommended bit rate is the admissible maximum bit rate at the time when the decision is made.
Further discussion of the RAN-assisted codec adaptation solution will continue and RAN2 will keep SA4 informed about the work progress.
Currently, as defined in TS26.114, measured or signalled changes in the transport channel characteristics will trigger UE to perform the codec adaptation. 
RAN2 would like to make sure that RAN-assisted codec adaptation solution can co-exist with the rate-adaptation mechanisms specified in TS26.114. Since TS26.114 is under SA4 responsibility, RAN2 respectfully asks SA4 to consider how UE uses RAN-assisted codec adaptation solution as one input on codec adaptation, and take it into account in their further work.



2. Actions:
ToSA4:
ACTION:  RAN2 respectfully asks SA4 to take the RAN2 agreements from this meeting into consideration in their future work, and update their specifications where necessary to capture how UE uses RAN-assisted based codec adaptation solution as one input on codec adaptation.


3. Date of Next RAN2 Meetings:
TSG-RAN WG2 Meeting #96		14 – 18 November 2016		Reno, Nevada, USA
TSG-RAN WG2 Meeting #97		13 – 17 February 2017		Athens, Greece
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