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1   Introduction
This contribution listed the discussion and agreements for the work item of Flexible eNB ID and Cell ID in EUTRAN.
2   RAN3#94

It was agreed to put the note in the MCC minute instead of current draft stage 2 TS 36.300 CR in R3-162713:
· the eNB may differentiate the length of macro eNB ID by configuration.
The BL CRs for TS36.300, TS36.413,TS 36.423, TS 25.413, TS 36.463 and TS 36.443 were endorsed with some editorial updates.
3   RAN3#93bis
This was the first meeting for the work item. There were 10 contributions submitted in the meeting. The discussions include following aspects
There were three discussion paper R3-162228,R3-162321 and R3-162430 treated, which review the outcome and study item, and following agreements reached during the online and offline discussion:


- one long and one short extended eNB ID will be introduced


- short Macro eNB ID: 18bits


- long Macro eNB ID: 21 bits 

It was also a consensus that to extend the eNB-ID to 22 bits is more future prove. However the WID rapporteur indicated that they only see the need for 21 bits eNB-ID. Further extension, if needed, can be solved by solution not impacting standard, e.g. multiple PLMN ID.

The BL CRs for TS36.300, TS36.413,TS 36.423, TS 25.413, TS 36.463 and TS 36.443 were endorsed as the baseline, which reflecting the agreements above.
An LS was agreed to inform CT1, CT4, SA5 and RAN6 about the agreements.
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