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Foreword

This Technical Specification has been produced by the 3rd Generation Partnership Project (3GPP).

The contents of the present document are subject to continuing work within the TSG and may change following formal TSG approval. Should the TSG modify the contents of the present document, it will be re-released by the TSG with an identifying change of release date and an increase in version number as follows:

Version x.y.z

where:

x
the first digit:

1
presented to TSG for information;

2
presented to TSG for approval;

3
or greater indicates TSG approved document under change control.

y
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

z
the third digit is incremented when editorial only changes have been incorporated in the document.

1
Scope

The present document specifies the 5G radio network layer signalling protocol for the F1 interface. The F1 Application Protocol (F1AP) supports the functions of F1 interface by signalling procedures defined in this document. F1AP is developed in accordance to the general principles stated in TS 38.470 [2].
Editor’s note: The definition of scope is FFS.
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]

3GPP TS 38.470: “NG-RAN; F1 general aspects and principles". 

[3]
3GPP TS 38.300: "NG-RAN; Overall description; Stage 2".

3
Definitions and abbreviations
3.1
Definitions

Elementary Procedure: F1AP consists of Elementary Procedures (EPs). An Elementary Procedure is a unit of interaction between gNB-CU and gNB-DU. These Elementary Procedures are defined separately and are intended to be used to build up complete sequences in a flexible manner. If the independence between some EPs is restricted, it is described under the relevant EP description. Unless otherwise stated by the restrictions, the EPs may be invoked independently of each other as standalone procedures, which can be active in parallel. The usage of several F1AP EPs together or together with EPs from other interfaces is specified in stage 2 specifications (e.g., TS 38.300 [3]).
An EP consists of an initiating message and possibly a response message. Two kinds of EPs are used:

-
Class 1: Elementary Procedures with response (success and/or failure).

-
Class 2: Elementary Procedures without response.

For Class 1 EPs, the types of responses can be as follows:

Successful:

-
A signalling message explicitly indicates that the elementary procedure successfully completed with the receipt of the response.

Unsuccessful:

-
A signalling message explicitly indicates that the EP failed.

-
On time supervision expiry (i.e., absence of expected response).

Successful and Unsuccessful:

-
One signalling message reports both successful and unsuccessful outcome for the different included requests. The response message used is the one defined for successful outcome.

Class 2 EPs are considered always successful.

gNB-CU UE F1AP ID: A gNB-CU UE F1AP ID shall be allocated so as to uniquely identify the UE over the F1 interface within a gNB-CU and an associated gNB-DU. When a gNB-DU receives a gNB-CU UE F1AP ID it shall store it for the duration of the UE-associated logical F1-connection for this UE. The gNB-CU UE F1AP ID shall be unique within the gNB-CU logical node and the associated gNB-DU logical node. 
Editor’s note: The definition of the AP ID is pending the decision on whether the DU can be connected to multiple CU

UE-associated signalling: When F1AP messages associated to one UE uses the UE-associated logical F1-connection for association of the message to the UE in gNB-DU and gNB-CU.

UE-associated logical F1-connection: The UE-associated logical F1-connection uses the identities GNB-CU UE F1AP ID. For a received UE associated F1AP message the gNB-CU and gNB-DU identify the associated UE based on the GNB-CU UE F1AP ID IE. The UE-associated logical F1-connection may exist before the F1 UE context is setup in gNB-DU.
Editor’s note. The definition of the AP ID is pending the decision on whether the DU can be connected to multiple CU
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].

CN
Core Network

gNB-CU
gNB Central Unit

gNB-DU
gNB Distributed Unit
GTP
GPRS Tunnelling Protocol

IE
Information Element

RRC
Radio Resource Control

SCTP
Stream Control Transmission Protocol

TEID
Tunnel Endpoint Identifier

UE
User Equipment

UL
Uplink
Editor’s note: the naming of the nodes gNB-CU and gNB-DU are currently used throughout this document but are FFS 
4
General

4.1
Procedure specification principles
The principle for specifying the procedure logic is to specify the functional behaviour of the terminating node exactly and completely. Any rule that specifies the behaviour of the originating node shall be possible to be verified with information that is visible within the system.

The following specification principles have been applied for the procedure text in clause 8:

-
The procedure text discriminates between:

1)
Functionality which “shall” be executed


The procedure text indicates that the receiving node “shall” perform a certain function Y under a certain condition. If the receiving node supports procedure X but cannot perform functionality Y requested in the REQUEST message of a Class 1 EP, the receiving node shall respond with the message used to report unsuccessful outcome for this procedure, containing an appropriate cause value.

2)
Functionality which “shall, if supported” be executed


The procedure text indicates that the receiving node “shall, if supported,” perform a certain function Y under a certain condition. If the receiving node supports procedure X, but does not support functionality Y, the receiving node shall proceed with the execution of the EP, possibly informing the requesting node about the not supported functionality.

-
Any required inclusion of an optional IE in a response message is explicitly indicated in the procedure text. If the procedure text does not explicitly indicate that an optional IE shall be included in a response message, the optional IE shall not be included. For requirements on including Criticality Diagnostics IE, see clause 10.
4.2
Forwards and backwards compatibility
The forwards and backwards compatibility of the protocol is assured by mechanism where all current and future messages, and IEs or groups of related IEs, include ID and criticality fields that are coded in a standard format that will not be changed in the future. These parts can always be decoded regardless of the standard version.
4.3
Specification notations

For the purposes of the present document, the following notations apply:

Procedure
When referring to an elementary procedure in the specification the Procedure Name is written with the first letters in each word in upper case characters followed by the word "procedure", e.g. Handover Preparation procedure.

Message
When referring to a message in the specification the MESSAGE NAME is written with all letters in upper case characters followed by the word "message", e.g. HANDOVER REQUEST message.

IE
When referring to an information element (IE) in the specification the Information Element Name is written with the first letters in each word in upper case characters and all letters in Italic font followed by the abbreviation "IE", e.g. E-RAB ID IE.

Value of an IE
When referring to the value of an information element (IE) in the specification the "Value" is written as it is specified in the specification enclosed by quotation marks, e.g. "Value".

5
F1AP services

F1AP provides the signalling service between gNB-DU and the gNB-CU that is required to fulfil the F1AP functions described in clause 7. F1AP services are divided into two groups:

Non UE-associated services:
They are related to the whole F1 interface instance between the gNB-DU and gNB-CU utilising a non UE-associated signalling connection.

UE-associated services:


They are related to one UE. F1AP functions that provide these services are associated with a UE-associated signalling connection that is maintained for the UE in question.
6
Services expected from signalling transport

The signalling connection shall provide in sequence delivery of F1AP messages. F1AP shall be notified if the signalling connection breaks.

7
Functions of F1AP
Editor’s note: The text highlighted below is FFS. 

The F1AP protocol has the following functions:

-
F1 interface management functions comprise the:

-
Reset function to initialize the peer entity after node setup and after a failure event occurred.

-
Error indication function to indicate to the gNB-CU that a logical error has occurred.

-
F1 setup function to exchange (respectively update) application level data needed for the gNB-DU and gNB-CU.
8
F1AP procedures
8.1
List of F1AP Elementary procedures

Editor’s note: The naming of the procedures and messages below is FFS.

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	
	


8.2
Interface Management procedures

Editor’s note: The text and figures highlighted below are FFS.

8.2.1
Reset

8.2.1.1
General

The purpose of the Reset procedure is to initialise or re-initialise the F1AP UE-related contexts, in the event of a failure in the gNB-CU or gNB-DU. This procedure does not affect the application level configuration data exchanged during, e.g., the F1 Setup procedure.

The procedure uses non-UE associated signalling.
8.2.1.2
Successful Operation

8.2.1.2.1
Reset Procedure Initiated from the gNB-CU
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Figure 8.2.1.2.1-1: Reset procedure initiated from the gNB-CU. Successful operation.

In the event of a failure at the gNB-CU, which has resulted in the loss of some or all transaction reference information, a RESET message shall be sent to the gNB-DU.

At reception of the RESET message the gNB-DU shall release all allocated resources on F1 and radio resources related to the UE association(s) indicated explicitly or implicitly in the RESET message and remove the indicated UE contexts including F1AP ID.

After the gNB-DU has released all assigned F1 resources and the UE F1AP IDs for all indicated UE associations which can be used for new UE-associated logical F1-connections over the F1 interface, the gNB-DU shall respond with the RESET ACKNOWLEDGE message. The gNB-DU does not need to wait for the release of radio resources to be completed before returning the RESET ACKNOWLEDGE message.
8.2.1.2.2
Reset Procedure Initiated from the gNB-DU
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Figure 8.2.1.2.2-1: Reset procedure initiated from the gNB-DU. Successful operation.

In the event of a failure at the gNB-DU, which has resulted in the loss of some or all transaction reference information, a RESET message shall be sent to the gNB-CU.

At reception of the RESET message the gNB-CU shall release all allocated resources on F1 related to the UE association(s) indicated explicitly or implicitly in the RESET message and remove the F1AP ID for the indicated UE associations.
After the gNB-CU has released all assigned F1 resources and the UE F1AP IDs for all indicated UE associations which can be used for new UE-associated logical F1-connections over the F1 interface, the gNB-CU shall respond with the RESET ACKNOWLEDGE message.
8.2.1.3
Abnormal Conditions

8.2.2
Error Indication

8.2.2.1
General

The Error Indication procedure is initiated by a node in order to report detected errors in one incoming message, provided they cannot be reported by an appropriate failure message.

If the error situation arises due to reception of a message utilising UE associated signalling, then the Error Indication procedure uses UE associated signalling. Otherwise the procedure uses non-UE associated signalling.
8.2.2.2
Successful Operation
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Figure 8.2.2.2-1: Error Indication procedure, gNB-CU originated. Successful operation.
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Figure 8.2.2.2-2: Error Indication procedure, gNB-DU originated. Successful operation.

When the conditions defined in clause 10 are fulfilled, the Error Indication procedure is initiated by an ERROR INDICATION message sent from the receiving node.

The ERROR INDICATION message shall contain at least either the Cause IE or the Criticality Diagnostics IE. In case the Error Indication procedure is triggered by utilising UE associated signalling the GNB-CU UE F1AP ID IE shall be included in the ERROR INDICATION message. If the GNB-CU UE F1AP ID IE are not correct, the cause shall be set to appropriate value, e.g., “Unknown or already allocated gNB-CU UE F1AP ID” or “Unknown or inconsistent pair of UE F1AP ID”.
8.2.2.3
Abnormal Conditions 

8.2.3
F1 Setup 

8.2.3.1
General

The purpose of the F1 Setup procedure is to exchange application level data needed for the gNB-DU and the gNB-CU to correctly interoperate on the F1 interface. This procedure shall be the first F1AP procedure triggered after the TNL association has become operational. The procedure uses non-UE associated signalling.

This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received and clears gNB-CU overload state information at the gNB-DU. If the gNB-DU and gNB-CU do not agree on retaining the UE Contexts this procedure also re-initialises the F1AP UE-related contexts (if any) and erases all related signalling connections in the two nodes like a Reset procedure would do. 

8.2.3.2
Successful Operation
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Figure 8.2.3.2-1: F1 Setup procedure: Successful Operation.

The gNB-DU initiates the procedure by sending a F1 SETUP REQUEST message including the appropriate data to the gNB-CU. The gNB-CU responds with a F1 SETUP RESPONSE message including the appropriate data.

The exchanged data shall be stored in respective node and used for the duration of the TNL association. When this procedure is finished, the F1 interface is operational and other F1 messages can be exchanged.
8.2.3.3
Unsuccessful Operation
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Figure 8.2.3.3-1: F1 Setup procedure: Unsuccessful Operation.

If the gNB-CU cannot accept the setup, it should respond with a F1 SETUP FAILURE and appropriate cause value.
8.2.3.4
Abnormal Conditions
9
Elements for F1AP Communication

Editor’s Note: Clauses 9 describe the structure of the messages and information elements required for the F1AP protocol in tabular format. 

10
Handling of unknown, unforeseen and erroneous protocol data

Editor’s Note: The content is FFS but this section may e.g. refer to NGAP in a similar way as for X2AP. 
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