3GPP TSG-RAN WG3 #95bis






R3-171355
Spokane, Washington, USA, 3rd – 7th April 2017
Agenda Item:
19
Source: 
Session Chairman

Title: 
Agenda

Document for:
Approval
CB: # D2D2_scenarios

Capture TP from 0970

Remove sentence on down-prioritization

“moves together” -> clarify w.r.t. mobility 
-  R3-171356
(Huawei)

CB: # D2D3_Solutions_TP

Capture TP from 0972

Mention authorization for relay from EPC

Concept of “relationship” to MME is FFS

Group HO: details FFS

Clarify RAN3 impact of sol 3-1

Sol 3-1: what if remote UE is out of coverage?

Note that solution addresses PC5 only

Merge analysis from 1218 and solution from 1056

-  R3-171357
(Huawei)

Service continuity: to be continued…
	19. Further Enhancements to LTE Device to Device, UE to Network Relays for IoT and Wearables (RAN2-led) SI

SID [FS_feD2D_IoT_relay_wearable]: RP-161839 (target: RAN#77) [TU: 1 (1)]

	R3-170969
	Scenarios for FeD2D wearable path changes (Huawei)
	discussion

Sc 1: eRemote UE moves between Cellular and Relay link _ Intra eNB

Sc 2: eRemote UE moves between Cellular and Relay link _ Inter eNB

Sc 3: eRemote UE moves together with eRelay UE with eNB change
noted

	R3-170970
	TP for FeD2D Scenarios (Huawei)
	pCRr, TS 36.746 v0.4.0, Rel-14, Cat. 

Capture TP

Remove sentence on down-prioritization
“moves together” -> clarify w.r.t. mobility 

CB: # D2D2_scenarios

-  R3-171356
(Huawei)



	R3-170971
	Solutions for FeD2D wearable path changes (Huawei)
	Discussion
Sol 1-1: relationship of eRemote UE and eRelay UE towards MME
UEs are RRC connected before procedure starts…

Sol 3-1: Separate Handover of eRemote UE and eRelay UE 

Sol 3-2: Group Handover of eRemote UE and eRelay UE
Response in R3-171263 (Ericsson)
Security context for the remote UE?

E/// solution has a significant impact on EPC

UE Ctxt Mod Ind used for CSG update in DC – impact on existing functionality
UE Ctxt Mod Req cannot be used

RAN2 agreed that relay UE relays RRC connection requests

noted

	R3-170972
	TP for FeD2D Solutions (Huawei)
	pCRr, TS 36.746 v0.4.0, Rel-14, Cat. 

Wait for RAN2 to clarify relationship to MME?
Impact of Bluetooth?
CB: # D2D3_Solutions_TP

Mention authorization for relay from EPC

Concept of “relationship” to MME is FFS

Group HO: details FFS

Clarify RAN3 impact of sol 3-1

Sol 3-1: what if remote UE is out of coverage?

Note that solution addresses PC5 only

Merge analysis from 1218 and solution from 1056
-  R3-171357
(Huawei)



	R3-171056
	Service continuity for feD2D (ZTE Corporation)
	discussion

1 evolved Remote UE path switch between cellular link and relay link; 

2 evolved Remote UE path switch from relay link to another relay link;

3 evolved Remote UE moves together with evolved relay UE.
consider how to support service continuity when UE performs inter eNB path switch

noted

Service continuity: to be continued…

	R3-171218
	Path Switch analysis for FeD2D (Nokia, Alcatel-Lucent Shanghai Bell)
	discussion

intra-eNB only affects S1AP interface if serving eNB need to inform CN whether UE is using direct or indirect 3GPP communication
charging is out of RAN3 scope

inter-eNB analysis

only covers PC5

merge analysis in TP
noted

	CB: # 1_Report_ Wearable
-  

(Gino)
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