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1. Overall Description:

RAN3 thanks SA2 for their LS on Applying Extended NAS timers based on UE's operation in CE Mode B. 

With regards to the question to RAN3 on “It is SA2 understanding that CE levels are provided in the S1-AP Initial UE message and not at each S1-AP UL NAS Transport message. Does RAN3 see any issue with providing CE level with each S1-AP UL NAS Transport message?” 
RAN3 has included a Coverage Level IE in the INITIAL UE MESSAGE at RAN3#95 to address a use case of positioning for CP CioT feature. This IE provides a binary value whether UE is operating in enhanced coverage or not. 
RAN3 see no technical issue in providing CE information in the UL NAS transport message. However RAN3 would like to point that UE CE mode is likely to change more frequently than occasions to send NAS UL messages and therefore even with this enhancement MME is likely to not have up to date information on the current UE CE levels.
RAN3 respectfully asks SA2 to take the above information into account.
2. Actions:

To SA2:
ACTION: 
RAN3 respectfully asks SA2 to take the above information into account.
3. Date of Next TSG-RAN WG3 Meetings:

TSG-RAN WG3 Meeting #96 
15th – 19th May 2017
Hagzhou, P.R.China.

TSG-RAN WG3 Ad-Hoc Meeting
27th – 29th June 2017
Qingdao, P.R.China.

