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ZTE has volunteered to take over the Rapporteurship for TS 38.414 NG Data Transport; hence we provide the draft skeleton TS as below, with 36.414 as references.
////////////////////////////////////////////////////////////////////    Start of Skeleton TS     //////////////////////////////////////////////////////////////////
1
Scope

The present document specifies the standards for user data transport protocols and related signalling protocols to establish user plane transport bearers over the NG interface.

2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]
xxxx

…

[x]
<doctype> <#>[ ([up to and including]{yyyy[-mm]|V<a[.b[.c]]>}[onwards])]: "<Title>".

It is preferred that the reference to 21.905 be the first in the list.

3
Definitions, symbols and abbreviations

Delete from the above heading those words which are not applicable.

Clause numbering depends on applicability and should be renumbered accordingly.

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.

3.2
Symbols

For the purposes of the present document, the following symbols apply:

Symbol format (EW)

<symbol>
<Explanation>

3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

Abbreviation format (EW)

<ACRONYM>
<Explanation>

4
Data Link Layer
Any data link protocol that fulfils the requirements toward the upper layer may be used.
5
NG Interface user plane protocol

5.1
General
Editor’s note: Describe the transport protocol stacks over NG. NG-U protocol stack is also applicable for E-UTRA when connecting to 5G-CN.
5.2
GTP-U

Editor’s note: GTP-U is a baseline for NG-U, however, later some enhancements or introduction of a new alternative protocol is still possible if justified.
5.3
UDP/IP

Editor’s note: UDP/IP is a baseline for NG-U, however, later some enhancements or introduction of a new alternative protocol is still possible if justified..
5.4 Others
Editor’s note: Other aspects, e.g.,diffserv code point marking.
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