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1
Introduction

This paper provides a TP for stage 3 along discussions on R3-171149.
2
Text Proposal for TS 38.423
<<<<<<<<<<<<<<<<<<<< Begin Text Proposal  >>>>>>>>>>>>>>>>>>>>
X
XnAP procedures

X.1
Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs.

Table 8.1-1: Class 1 Elementary Procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	
	
	
	

	Retrieve UE Context
	RETRIEVE UE CONTEXT REQUEST
	RETRIEVE UE CONTEXT RESPONSE
	RETRIEVE UE CONTEXT FAILURE

	
	
	
	


Table 8.1-2: Class 2 Elementary Procedures

	Elementary Procedure
	Initiating Message

	
	

	RAN Paging
	RAN PAGING

	Data Forwarding Address Indication
	DATA FORWARDING ADDRESS INDICATION

	
	


<<<<<<<<<<<<<<<<<<<< Next Text Proposal  >>>>>>>>>>>>>>>>>>>>
X.Y1.Z1
Retrieve UE Context

X.Y1.Z1.1
General

The purpose of the Retrieve UE Context procedure is to retrieve the UE context from the gNB where the UE has been sent to RRC_INACTIVE (old gNB) and transfer it to the gNB where the UE RRC Connection has been requested to be established from RRC_INACTIVE (new gNB).

The procedure uses UE-associated signalling.

Editor’s Note:
Details are FFS.

X.Y1.Z1.2
Successful Operation
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Figure X.Y1.Z1.2-1: Retrieve UE Context, successful operation

The new gNB initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old gNB. 

Editor’s Note:
Details are FFS.

X.Y1.Z1.3
Unsuccessful Operation
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Figure X.Y1.Z1.3-1: Retrieve UE Context, unsuccessful operation

Editor’s Note:
Details are FFS.

X.Y1.Z1.4
Abnormal Conditions

Editor’s Note:
Details are FFS.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

X.Y2
RAN Paging
X.Y2.1
General
The purpose of the RAN Paging procedure is to enable the gNB1 to request paging of a UE in gNB2.

The procedure uses non UE-associated signalling.

Editor’s Note:
Details are FFS.

X.Y2.2
Successful operation
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Figure X.Y2.2-1: RAN Paging: successful operation

The RAN Paging procedure is triggered by gNB1 by sending the PAGING message to gNB2.

Editor’s Note:
Details are FFS.

X.Y2.3
Unsuccessful Operation

Editor’s Note:
Details are FFS.

X.Y2.4
Abnormal Condition

Editor’s Note:
Details are FFS.

<<<<<<<<<<<<<<<<<<<< Next Text Proposal  >>>>>>>>>>>>>>>>>>>>
X.Y3.Z3
Data Forwarding Address Indication
X.Y3.Z3.1
General

For the retrieval of a UE context, the Data Forwarding Address Indication procedure is used to provide forwarding addresses from the new gNB to the old gNB for all PDU Session Resources successfully established at the new gNB.
The procedure uses UE-associated signalling.

Editor’s Note:
Details are FFS.

X.Y3.Z3.2
Successful Operation
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Figure X.Y3.Z3.2-1: Data Forwarding Address Indication, successful operation
The Data Forwarding Address Indication procedure is initiated by the new gNB. Sending the DATA FORWARDING ADDRESS INDICATION message, the new gNB informs the old gNB of successfully established PDU Session Resource contexts to which DL user data pending at the old gNB can be forwarded. 

Upon reception of the DATA FORWARDING ADDRESS INDICATION message, the old gNB should forward pending DL user data to the indicated TNL addresses.

Editor’s Note:
Details are FFS.

X.Y3.Z3.3
Unsuccessful Operation

Editor’s Note:
Details are FFS.

X.Y3.Z3.4
Abnormal Conditions

Editor’s Note:
Details are FFS.

<<<<<<<<<<<<<<<<<<<< End of Text Proposal  >>>>>>>>>>>>>>>>>>>>
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