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8.x
Paging

8.x.1
General

The purpose of the Paging procedure is to enable the AMF to page a UE in the specific gNB.
8.x.2
Successful Operation
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Figure 8.x.2-1: Paging procedure
The AMF initiates the paging procedure by sending the PAGING message to the gNB.

At the reception of the PAGING message, the gNB shall perform paging of the UE in cells which belong to tracking areas as indicated in the List of TAIs IE.

The Paging DRX IE may be included in the PAGING message, and if present the gNB shall use it according to TS 38.304 [xx].

For each cell that belongs to any of the TAs indicated in the List of TAIs IE, the gNB shall generate one page on the radio interface.

The Paging Priority IE may be included in the PAGING message, and if present the gNB may use it according to TS 23.501 [9].

If the UE Radio Capability for Paging IE is included in the PAGING message, the eNB may use it to apply specific paging schemes.

If the Assistance Data for Recommended Cells IE is included in the Assistance Data for Paging IE it may be used, together with the Paging Attempt Information IE if also present according to TS 38.300 [8].

If the Next Paging Area Scope IE is included in the Paging Attempt Information IE it may be  used for paging the UE according to TS 38.300 [8].
Editor’s Note: It is FFS whether same “Assistance Data for Paging” mechanism would be defined for NG-RAN.
8.x.3
Unsuccessful Operation
Not applicable.

8.x.4
Abnormal Conditions

Not applicable.

---------------------------Start of next change ---------------------------------
9.2.y
PAGING

This message is sent by the AMF and is used to page a UE in one or several tracking areas.
Direction: AMF ( gNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<ref>
	
	YES
	ignore

	UE Identity Index value
	M
	
	<ref>
	
	YES
	ignore

	UE Paging Identity
	M
	
	<ref>
	
	YES
	ignore

	Paging DRX
	O
	
	<ref>
	
	YES
	ignore

	List of TAIs
	
	1
	
	
	YES
	ignore

	>TAI List Item
	
	1 .. <maxnoofTAIs>
	
	
	EACH
	ignore

	>>TAI
	M
	
	<ref>
	
	-
	

	Paging Priority
	O
	
	<ref>
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	<ref>
	
	YES
	ignore

	[FFS] Assistance Data for Paging
	O
	
	<ref>
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofTAIs
	Maximum no. of TAIs. Value is FFS.
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