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1 Introduction
This paper provides stage 3 (38.473) text proposal for bearer setup procedure over F1.
2 Text proposal
-------------------------------------------------------------Change start---------------------------------------------------------
8.2.x
Bearer Setup

8.2.x.1
General

The purpose of the Bearer Setup procedure is to assign resources on Uu and F1 for one or several bearers and to setup corresponding Data Radio Bearers for a given UE. The procedure uses UE-associated signaling.

8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: E-RAB Setup procedure. Successful operation.

The gNB-CU initiates the procedure by sending a BEARER SETUP REQUEST message to the gNB-DU. 
Editor’s Note:
Further details are FFS.
8.2.1.3
Unsuccessful Operation

FFS
8.2.1.4
Abnormal Conditions
FFS
-------------------------------------------------------------Next start---------------------------------------------------------
x.x.x.1
BEARER SETUP REQUEST

This message is sent by the CU and is used to request the DU to assign resources on Uu and F1 for one or several DRBs.

Direction: CU ( DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	CU UE F1AP ID
	M
	
	<reference>
	
	YES
	reject

	DU UE F1AP ID
	M
	
	<reference>
	
	YES
	reject

	PDU Session to be Setup List
	
	1
	
	
	YES
	reject

	>PDU Session To Be Setup Item IEs
	
	1 ..  <maxnoof PDUSessions>
	
	
	EACH
	reject

	>>DRB to be setup Item IEs
	
	1 ..  <maxnoof DRBss>
	
	
	
	

	>>>DRB ID
	M
	
	<reference>
	
	-
	

	>>>Transport Layer Address 
	M
	
	<reference>
	
	-
	

	>>>GTP-TEID
	M
	
	<reference>
	To deliver UL PDUs.
	-
	

	RRC Container 
	O
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