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1 Introduction
This is a text proposal for TS 38.413(Stage 3) on define the status of notification control information
2 Discussion
5.7.2.4
Notification control

In addition, a GBR QoS Flow may be associated with the parameter:

-
Notification control.

The Notification control indicates whether notifications are requested from the RAN when the GFBR can no longer (or again) be fulfilled for a QoS Flow during the lifetime of the QoS Flow. If, for a given GBR QoS Flow, notification control is enabled and the NG-RAN determines that the GFBR cannot be fulfilled, RAN shall send a notification towards SMF. The RAN shall keep the QoS Flow, and should try to fulfil the GFBR. Upon receiving a notification from the RAN that the GFBR cannot be fulfilled, the 5GC may initiate N2 signalling to modify or remove the QoS Flow. When applicable, NG-RAN sends a new notification, informing SMF that the GFBR can be fulfilled again. After a configured time, the NG-RAN may send a subsequent notification that the GFBR cannot be fulfilled.

According the above sentence marked as yellow background, the RAN will send the Notification control to indicate it is fulfilled again. So the notification control information should include two statuses (e.g. not fulfilled and fulfilled)
Proposal 1:  Define the status of notification control information (e.g. not fulfilled and fulfilled) 
3 Conclusion

Based on the discussions in this paper, we propose the following observations and proposals:

Proposal 1:  Define the status of notification control information (e.g. not fulfilled and fulfilled) 

Based on the above discussion, the corresponding text proposal is provided for 38.413 NG 
4 References
[1] TS23.501-150, “System Architecture for the 5G System”.
5 TP for stage3 TS 38.413
/////////////////////////////////////////////////////// Start of change /////////////////////////////////////////////////////////////////////////////
9.3.1.18
PDU Session Resource Notify Transfer

Editor’s Note: 
Further details FFS.

This IE is sent transparently by the AMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE PDU Session Resource Notify Transfer
	M
	
	
	
	YES
	reject

	>PDU Session Modify Notify
	
	
	
	
	-
	

	>>QoS Flows Not Fulfilled Notify List
	
	0..1
	
	
	-
	

	>>>QoS Flows Not Fulfilled Notify Item IEs
	
	1..<maxnoofQoSFlows>
	
	
	-
	

	>>>>QoS Flow Indicator
	M
	
	<ref>
	
	EACH
	reject

	>>>>Fulfilled Status
	M
	
	ENUMERATED(Fulfilled, Not Fulfilled,...)
	
	
	

	>>>>Assistance Information [FFS]
	O
	
	<ref>
	
	-
	

	>>QoS Flows Release Notify List [FFS]
	O
	
	QoS Flow List

<ref>
	
	YES
	ignore

	>PDU Session Resource Release Notify
	
	
	
	
	-
	

	>>Cause [FFS]
	M
	
	9.3.1.2
	
	-
	

	>PDU Session Resource Not Fulfilled Notify
	
	
	
	
	-
	

	>>Cause [FFS]
	M
	
	9.3.1.2
	
	-
	


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is FFS.


/////////////////////////////////////////////////////// End of change /////////////////////////////////////////////////////////////////////////////
















