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1   Introduction
Currently the SI include eNB connecting to EPC case and ng-eNB connecting to 5GC case, in the first case the eNB may need to support plenty of legacy LTE features, and the latter case there is also a list of featured to be supported.
In case the eNB consists of an eNB-CU and eNB-DUs, it is also needed to consider if and how to support the features.
2   Discussion
In [1], there was a list of examples of features supported by the E-UTRA connected EPC:
· Mobility to/from UTRAN/ GERAN/CDMA (CSFB/SRVVC/Handover, etc);

· MBMS, to provide multimedia broadcast and multicast services;

· Positioning, to enable the calculation of the UE’s position;

· MDT/SON  for network optimization;

· MTC, to enable M2M services;

· LTE DC to enable aggregation between RAN nodes;

· D2D, to enable device to device communication;

· NB-IOT, to enable the narrowband evolution of LTE for IOT;
· eDRX, to enable furtehr power saving by longer DRX periods compared with DRX;

· ACB/EAB/SSAC and ACDC to support ACB for different cases;

· V2X, introduced for vehicle-to-everything.

· Relay;

· CSG;

· PWS;

· CIoT optimization (a.k.a. CP solution, UP solution)
This list is not a full list of LTE features, but we can use it as a start point to discuss. From our view, many of these features requires V1 interface change, herein it is needed to make decision first on which features to be supported in case the (ng-)eNB consists of an (ng-)eNB-CU and (ng-)eNB-DUs, before go to the detailed discussion of how to support the features.
Proposal: discuss which features to be supported in case the (ng-)eNB consists of an (ng-)eNB-CU and (ng-)eNB-DUs.
3   Conclusion
In this contribution, we consider of the support of LTE features in case the (ng-)eNB consists of an (ng-)eNB-CU and (ng-)eNB-DUs. As many features requires V1 interface change, it is proposed to:

Proposal: discuss which features to be supported in case the (ng-)eNB consists of an (ng-)eNB-CU and (ng-)eNB-DUs.
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