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1. Overall Description:

RAN3 discussed the scenarios including idle mode mobility from 2/3G, and idle mode mobility from RAN areas where the RAN did not provide “UE Radio Capability for Paging” to MME, get the following agreements:

· For idle mode mobility from 2/3G and inter-MME idle mode mobility from RAN areas where the RAN did not provide “UE Radio Capability for Paging” to MME, RAN3 agreed that in case the S1 PAGING includes neither the “UE Radio Capability for Paging” nor the “Assistance Data for Paging”, the eNB will page the UE in both PDCCH and MPDCCH. The corresponding agreed CRs for Rel-14 and Rel-13 are attached.

· For intra-MME idle mode mobility from RAN areas where the RAN did not provide “UE Radio Capability for Paging” to MME, RAN3 agreed that this scenario can be avoided by having homogeneous support in a pool area, hence there is no specification update needed.

2. Actions:

To SA WG2, RAN WG2.

ACTION: 
RAN3 kindly asks SA2 and RAN2 to take above into account, provide feedback if needed.
3. Date of Next TSG-RAN WG3 Meetings:

3GPPRAN3#AH-1801
22 Jan – 26 Jan 2018
Sophia Antipolis

3GPPRAN3#99
26 Feb – 02 Mar 2018
Athens, Greece

3GPPRAN3#99bis
16 Apr – 20 Apr 2018
China
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