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1 Introduction

In [1], we address FFSs of mobility procedure, and the following proposals are given:

Proposal 1: the UE Context Setup Request message can include the Target Cell ID, and the UE Context Setup Response message can include MobilityControlInfo by renaming it as DU Resource Configuration.

Proposal 2: the UE Mobility Command message can include a report indication to indicate that the information of the unsuccessfully transmitted PDCP PDUs should be reported in the UE Mobility Command ACK message. 

Proposal 3: if the report indication is present, the UE Mobility Command ACK message can include the information of the unsuccessfully transmitted PDCP PDUs. 
Proposal 4: the target gNB-DU can indicate the gNB-CU that UE has successfully attached. After that, the downlink user data can be sent to the target gNB-DU.
Proposal 5: the signaling flow of intra-gNB-DU inter-cell mobility can be captured.
To reflect them, the stage 2 TP for TS38.470 are provided below.  

 2 Text Proposal for TS38.470 

---------------------------- Start of TP ---------------------------
1.1.1 6.1.2
Context Management procedures

The F1 Context management procedures are listed below:

-
UE Context setup procedure

-
UE Context Release Request (gNB-DU initiated) procedure
-
UE Context Release (gNB-CU initiated) procedure
-
UE Context Modification (gNB-CU initiated) procedure
-
UE Context Modification Required (gNB-DU initiated) procedure
-
UE Mobility Command procedure
-    UE Success Access Indication procedure
Editor’s Note: the naming of each procedure is FFS

---------------------------- End of TP ---------------------------
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