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1
Introduction

This document follows discussions from R3-174720 and proposes text for 38.401.
It clarified that the AMF UE NGAP ID has to be unique per AMF set to allow graceful removal of AMFs or removal of supported GUAMIs.
2
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

6.2.1
Principle of handling Application Protocol Identities

An Application Protocol Identity (AP ID) is allocated when a new UE-associated logical connection is created in either an gNB or an AMF. An AP ID shall uniquely identify a logical connection associated to a UE over the NG interface or Xn interface within a node (gNB or AMF). Upon receipt of a message that has a new AP ID from the sending node, the receiving node shall store the AP ID of the sending node for the duration of the logical connection. The receiving node shall assign the AP ID to be used to identify the logical connection associated to the UE and include it as well as the previously received new AP ID from the sending node, in the first returned message to the sending node. In all subsequent messages to and from sending node, both AP IDs of sending node and receiving node shall be included. 

The definitions of AP IDs as used on NG interface or Xn interface or F1 interface are shown below:

gNB UE NGAP ID:

An gNB UE NGAP ID shall be allocated so as to uniquely identify the UE over the NG interface within an gNB. When an AMF receives an gNB UE NGAP ID it shall store it for the duration of the UE-associated logical NG-connection for this UE. Once known to an AMF this is included in all UE associated NG-AP signalling. 
The gNB UE NGAP ID shall be unique within the gNB logical node.
AMF UE NGAP ID:

An AMF UE NGAP ID shall be allocated so as to uniquely identify the UE over the NG interface within the AMF. When an gNB receives AMF UE NGAP ID it shall store it for the duration of the UE-associated logical NG-connection for this UE. Once known to an gNB this ID is included in all UE associated NG-AP signalling. 
The AMF UE NGAP ID shall be unique within the AMF set.
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
