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1. Introduction
This TP reflects agreements taken at RAN3-98 and it is based on R3-174777
2
TP to TS38.473
This is the First Change
8.4
RRC Message Transfer procedures

The purpose of the RRC message transfer procedure is to transfer RRC message over F1.  
8.4.1 
Initial UL RRC Message Transfer

8.4.1.1
General

The purpose of the Initial UL RRC Message Transfer procedure is to transfer the initial RRC message to the gNB-CU.

8.4.1.2
Successful operation
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Figure 8.4.1.2-1: Initial UL RRC Message Transfer procedure.
If the CellGroupConfig IE is not included in the INITIAL UL RRC MESSAGE TRANSFER the gNB-CU shall reject the UE under the assumption that the gNB-DU is not able to serve such UE. If the gNB-DU is able to serve the UE, the gNB-DU shall include the CellGroupConfig IE.
8.4.1.3
Abnormal Conditions

Not applicable.

And now a Second Change
9.2.3 
RRC Message Transfer messages
9.2.3.1
INITIAL UL RRC MESSAGE TRANSFER
This message is sent by the gNB-DU to transfer the initial layer 3 message to the gNB-CU over the F1 interface.

Direction: gNB-DU (gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	PCI (FFS)
	M
	
	FFS
	Physical Cell Identifier of the serving cell
	FFS -
	FFS

	C-RNTI
	M
	
	FFS
	C-RNTI allocated at the gNB-DU
	YES
	reject

	RRC-Container
	M
	
	9.3.1.6
	
	
	

	CellGroupConfig
	O
	
	OCTET STRING 
	CellGroupConfig IE as defined in subclause 6.3.2 in TS 38.331. Required at least to carry SRB1 configuration
	YES
	reject


Editor’s note: PCI is FFS and to be confirmed. It is assumed it is needed for RRC connection reestablishment procedure. That is, when UE sends RRC connection reestablishment request, gNB-CU needs to fetch UE context based on PCI and C-RNTI. The IE definition of C-RNTI and PCI are FFS pending agreements in other groups. 
Also, a Third Change
9.4.4
PDU Definitions
-- **************************************************************

--

-- PDU definitions for F1AP.

--

-- **************************************************************

F1AP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Cause,

CriticalityDiagnostics,


GNB-CU-F1AP-ID,

GNB-DU-F1AP-ID,

TimeToWait,


UE-associatedLogicalF1-ConnectionItem,


RRCContainer,

SRBID,

CellGroupConfig
FROM F1AP-IEs

PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-ContainerPairList{},


ProtocolIE-SingleContainer{},


F1AP-PRIVATE-IES,


F1AP-PROTOCOL-EXTENSION,


F1AP-PROTOCOL-IES,


F1AP-PROTOCOL-IES-PAIR

FROM F1AP-Containers


id-Cause,


id-CriticalityDiagnostics,


id-gNB-CU-F1AP-ID, 

id-gNB-DU-F1AP-ID,

id-ResetType,


id-TimeToWait,


id-UE-associatedLogicalF1-ConnectionItem,


id-UE-associatedLogicalF1-ConnectionListResAck,

id-RRCContainer,

id-SRBID,

id-CellGroupConfig,

maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset

FROM F1AP-Constants;

[Skipped unchanged text]
-- **************************************************************

--

-- Initial UL RRC Message Transfer ELEMENTARY PROCEDURE

--

-- **************************************************************

-- **************************************************************

--

-- Initial UL RRC Message Transfer
--

-- **************************************************************

InitialULRRCMessageTransfer ::= SEQUENCE {


protocolIEs


ProtocolIE-Container       {{ InitialULRRCMessageTransferIEs}},


...

}

InitialULRRCMessageTransferIEs F1AP-PROTOCOL-IES ::= {

{ ID id-gNB-CU-F1AP-ID



CRITICALITY reject
TYPE GNB-CU-F1AP-ID






PRESENCE mandatory}|


{ ID id-RRCContainer



CRITICALITY reject
TYPE RRCContainer






PRESENCE mandatory}|


{ ID id-CellGroupConfig



CRITICALITY reject
TYPE CellGroupConfig



PRESENCE mandatory},


...

}
[skipped unchanged text]
9.4.5
Information Element Definitions
-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

F1AP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


maxnoofErrors,


maxnoofIndividualF1ConnectionsToReset

FROM F1AP-Constants


Criticality,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM F1AP-CommonDataTypes


ProtocolExtensionContainer{},


F1AP-PROTOCOL-EXTENSION,


ProtocolIE-SingleContainer{},


F1AP-PROTOCOL-IES

FROM F1AP-Containers;

-- A
[skipped unchanges text]
-- G

GNB-CU-F1AP-ID

::= INTEGER (0..4294967295)
GNB-DU-F1AP-ID

::= INTEGER (0..4294967295)
GNB-DU-ID


::= INTEGER (0..4294967295)
-- range of gNB-DU-ID is FFS

GTP-TEID



::= OCTET STRING (SIZE (4))
GTPTunnelEndpoint ::= SEQUENCE {


transportLayerAddress



TransportLayerAddress,


uL-GTP-TEID






GTP-TEID,


iE-Extensions





ProtocolExtensionContainer { { GTPTunnelEndpoint-ExtIEs} }
OPTIONAL,

...

}

GTPTunnelEndpoint-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {


...

}

CellGroupConfig ::= OCTET STRING
[skipped unchanges text]
9.4.7
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

F1AP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM F1AP-CommonDataTypes;

-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-Reset








ProcedureCode ::= 0

id-F1Setup








ProcedureCode ::= 1

id-ErrorIndication






ProcedureCode ::= 2
id-GNBDUConfigurationUpdate




ProcedureCode ::= 3
id-GNBCUConfigurationUpdate




ProcedureCode ::= 4
id-UEContextSetup






ProcedureCode ::= 5
id-UEContextRelease






ProcedureCode ::= 6
id-UEContextModification





ProcedureCode ::= 7
id-UEContextModificationRequired



ProcedureCode ::= 8
id-UEMobilityCommand






ProcedureCode ::= 9
id-UEContextReleaseRequest




ProcedureCode ::= 10

id-InitialULRRCMessageTransfer



ProcedureCode ::= 11
id-DLRRCMessageTransfer





ProcedureCode ::= 12
id-ULRRCMessageTransfer





ProcedureCode ::= 13
id-SystemInformationDelivery




ProcedureCode ::= 14
id-Paging








ProcedureCode ::= 15
-- **************************************************************

--

-- Extension constants

--

-- **************************************************************

maxPrivateIEs






INTEGER ::= 65535

maxProtocolExtensions




INTEGER ::= 65535

maxProtocolIEs






INTEGER ::= 65535

-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxnoofErrors






INTEGER ::= 256

maxnoofIndividualF1ConnectionsToReset
INTEGER ::= 256

-- **************************************************************

--

-- IEs

--

-- **************************************************************

id-Cause










ProtocolIE-ID ::= 0

id-CriticalityDiagnostics






ProtocolIE-ID ::= 1
id-gNB-DU-F1AP-ID








ProtocolIE-ID ::= 2
id-gNB-CU-F1AP-ID








ProtocolIE-ID ::= 3
id-ResetType










ProtocolIE-ID ::= 4
id-TimeToWait









ProtocolIE-ID ::= 5
id-UE-associatedLogicalF1-ConnectionItem 


ProtocolIE-ID ::= 6
id-UE-associatedLogicalF1-ConnectionListResAck

ProtocolIE-ID ::= 7

id-RRCContainer









ProtocolIE-ID ::= 8
id-SRBID











ProtocolIE-ID ::= 9

id-CellGroupConfig








ProtocolIE-ID ::= yy
END
