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1. Introduction
This contribution provides text proposal for TS 36.423 based on discussion in RAN3#98 meeting:

CB: # 27_FolderName

-  Keep proposals 1b and 2

- Introduce new figure

- Avoid “/” notation

- Remove text for functionalities not supported (e.g. LIPA, SIPTO etc.) -> new paragraph is needed
- merge from 4669 (if agreeable)

(NEC)

Rev in R3-174910
“other” to 36.300 R3-174911 
2. Text Proposal for TS 36.423
…………………..first change……………………………
8.2.2

SN Status Transfer

8.2.2.1
General

The purpose of the SN Status Transfer procedure is to transfer the uplink PDCP SN and HFN receiver status and the downlink PDCP SN and HFN transmitter status either, from the source to the target eNB during an X2 handover, between the eNBs involved in dual connectivity and/or LWA, or between eNB and en-gNB involved in EN-DC, for each respective E-RAB for which PDCP SN and HFN status preservation applies.

If the SN Status Transfer procedure is applied in the course of dual connectivity or EN-DC, or LWA, in the subsequent specification text

-
the behaviour of the E-UTRAN node from which the E-RAB context is transferred, i.e., the eNB/en-gNB involved in dual connectivity, LWA, or EN-DC from which data forwarding, is specified by the behaviour of the "source eNB",

-
the behaviour of the E-UTRAN node to which the E-RAB context is transferred, i.e., the eNB/en-gNB involved in dual connectivity, LWA, or EN-DC to which data is forwarded, is specified by the behaviour of the "target eNB".

The procedure uses UE-associated signalling.

8.2.2.2
Successful Operation
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Figure 8.2.2.2-1: SN Status Transfer, successful operation

The source eNB initiates the procedure by stop assigning PDCP SNs to downlink SDUs and stop delivering UL SDUs towards the EPC and sending the SN STATUS TRANSFER message to the target eNB at the time point when it considers the transmitter/receiver status to be frozen. The target eNB using Full Configuration for this handover as per TS 36.300 [15] shall ignore the information received in this message.

The E-RABs Subject To Status Transfer List IE included in the SN STATUS TRANSFER message contains the E-RAB ID(s) corresponding to the E-RAB(s) for which PDCP SN and HFN status preservation shall be applied.

If the source eNB includes in the SN STATUS TRANSFER message, the information on the missing and received uplink SDUs in the Receive Status Of UL PDCP SDUs IE or Receive Status Of UL PDCP SDUs Extended IE or Receive Status Of UL PDCP SDUs for PDCP SN Length 18 IE for each E-RAB for which the source eNB has accepted the request from the target eNB for uplink forwarding, then the target eNB may use it in a Status Report message sent to the UE over the radio.
For each E-RAB for which the DL COUNT Value IE is received in the SN STATUS TRANSFER message, the target eNB shall use it to mark with the value contained in the PDCP-SN IE of this IE the first downlink packet for which there is no PDCP SN yet assigned. If the DL COUNT Value Extended IE or DL COUNT Value for PDCP SN Length 18 IE is included in the E-RABs Subject To Status Transfer Item IE, the target eNB shall, if supported, use the value contained in the PDCP-SN Extended IE of the DL COUNT Value Extended IE or PDCP-SN Length 18 IE of the DL COUNT Value for PDCP SN Length 18 IE instead of the value contained in the PDCP-SN IE of the DL COUNT Value IE.

For each E-RAB for which the UL COUNT Value IE is received in the SN STATUS TRANSFER message, the target eNB shall not deliver any uplink packet which has a PDCP SN lower than the value contained in the PDCP-SN IE of this IE. If the UL COUNT Value Extended IE or UL COUNT Value for PDCP SN Length 18 IE is included in the E-RABs Subject To Status Transfer Item IE, the target eNB shall, if supported, use the value contained in the PDCP-SN Extended IE of the UL COUNT Value Extended IE or PDCP-SN Length 18 IE of the UL COUNT Value for PDCP SN Length 18 IE instead of the value contained in the PDCP-SN IE of the UL COUNT Value IE.
EN-DC

If the SgNB sends the message to the MeNB, then the SgNB UE X2AP ID IE shall be included in the SN STATUS TRANSFER message, while the Old eNB UE X2AP ID IE is ignored. The SgNB UE X2AP ID IE is used as the old UE ID.
If the MeNB sends the message to the SgNB, then the SgNB UE X2AP ID IE shall be included in the SN STATUS TRANSFER message, while the New eNB UE X2AP ID IE is ignored. The SgNB UE X2AP ID IE is used as the new UE ID.
8.2.2.3
Abnormal Conditions

If the target eNB receives this message for a UE for which no prepared handover exists at the target eNB, the target eNB shall ignore the message.

8.2.3
UE Context Release

8.2.3.1
General

For handover, the UE Context Release procedure is initiated by the target eNB to indicate to the source eNB that radio and control plane resources for the associated UE context are allowed to be released.

For dual connectivity, UE Context Release procedure is initiated by the MeNB to finally release the UE context at the SeNB. For dual connectivity specific mobility scenarios specified in TS 36.300 [15] only resources related to the UE-associated signalling connection between the MeNB and the SeNB are released.
For EN-DC, the UE Context Release procedure is initiated by the MeNB to finally release the UE context at the SgNB. For EN-DC specific mobility scenarios specified in TS 37.340 [yy] where SCG radio resources in the SgNB are kept, only resources related to the UE-associated signalling connection between the MeNB and the SgNB are released.

The procedure uses UE-associated signalling.

8.2.3.2
Successful Operation
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Figure 8.2.3.2-1: UE Context Release, successful operation for handover
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Figure 8.2.3.2-2: UE Context Release, successful operation for dual connectivity
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Figure 8.2.3.2-3: UE Context Release, successful operation for EN-DC

Handover

The UE Context Release procedure is initiated by the target eNB. By sending the UE CONTEXT RELEASE message the target eNB informs the source eNB of Handover success and triggers the release of resources. 
Upon reception of the UE CONTEXT RELEASE message, the source eNB may release radio and control plane related resources associated to the UE context. For E-RABs for which data forwarding has been performed, the source eNB should continue forwarding of U-plane data as long as packets are received at the source eNB from the EPC or the source eNB buffer has not been emptied (an implementation dependent mechanism decides that data forwarding can be stopped). When the eNB supporting L-GW function for SIPTO@LN operation releases radio and control plane related resources associated to the UE context, it shall also request using intra-node signalling the collocated L-GW to release the SIPTO@LN PDN connection as defined in TS 23.401 [12].

Dual Connectivity

The UE Context Release procedure is initiated by the MeNB. By sending the UE CONTEXT RELEASE message the MeNB informs the SeNB that the UE Context can be removed.

Upon reception of the UE CONTEXT RELEASE message, the SeNB may release radio and control plane related resources associated to the UE context. For E-RABs for which data forwarding has been performed, the SeNB should continue forwarding of U-plane data as long as packets are received at the SeNB from the EPC or the SeNB buffer has not been emptied (an implementation dependent mechanism decides that data forwarding can be stopped). The SeNB supporting L-GW function for LIPA operation shall also request using intra-node signalling the collocated L-GW to release the LIPA PDN connection as defined in TS 23.401 [12]. If the SIPTO Bearer Deactivation Indication IE is received in the UE CONTEXT RELEASE message, the SeNB supporting L-GW function for SIPTO@LN operation shall also request using intra-node signalling the collocated L-GW to release the SIPTO@LN PDN connection as defined in TS 23.401 [12].
EN-DC
The UE Context Release procedure is initiated by the MeNB. By sending the UE CONTEXT RELEASE message the MeNB informs the SgNB that the UE Context can be removed.

Upon reception of the UE CONTEXT RELEASE message, the SgNB may release radio and control plane related resources associated to the UE context. For E-RABs for which data forwarding has been performed, the SgNB should continue forwarding of U-plane data as long as packets are received at the SgNB from the EPC or the SgNB buffer has not been emptied (an implementation dependent mechanism decides that data forwarding can be stopped).
In the course of signalling for EN-DC, the SgNB UE X2AP ID IE shall be included in the UE CONTEXT RELEASE message, while the Old eNB UE X2AP ID IE is ignored. The SgNB UE X2AP ID IE is used as the new UE ID.

Interaction with the MeNB initiated SeNB Release procedure:

The SeNB may receive the SENB RELEASE REQUEST message including the UE Context Kept Indicator IE set to “True”, upon which the SeNB shall, if supported, only release the resources related to the UE-associated signalling connection between the MeNB and the SeNB, as specified in TS 36.300 [15].
Interaction with the MeNB initiated SgNB Release procedure:

The SgNB may receive the SGNB RELEASE REQUEST message including the UE Context Kept Indicator IE set to “True”, upon which the SgNB shall, if supported, only release the resources related to the UE-associated signalling connection between the MeNB and the SgNB, as specified in TS 37.340 [yy].

8.2.3.3
Unsuccessful Operation

Not applicable.

8.2.3.4
Abnormal Conditions

If the UE Context Release procedure is not initiated towards the source eNB from any prepared eNB before the expiry of the timer TX2RELOCoverall, the source eNB shall request the MME to release the UE context. 

If the UE returns to source eNB before the reception of the UE CONTEXT RELEASE message or the expiry of the timer TX2RELOCoverall, the source eNB shall stop the TX2RELOCoverall and continue to serve the UE.

…………………..second change……………………………
9.1.1.4
SN STATUS TRANSFER

This message is sent by the source eNB to the target eNB to transfer the uplink/downlink PDCP SN and HFN status during a handover or for EN-DC.

Direction: source eNB ( target eNB (handover), eNB from which the E-RAB context is transferred ( eNB to which the E-RAB context is transferred (dual connectivity), eNB/en-gNB from which the E-RAB context is transferred ( en-gNB/eNB to which the E-RAB context is transferred (EN-DC).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24 
	Allocated for handover at the source eNB, and for dual connectivity/EN-DC at the eNB from which the E-RAB context is transferred

	YES
	reject

	New eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24

	Allocated for handover at the target eNB and for dual connectivity/EN-DC at the eNB to which the E-RAB context is transferred
	YES
	reject

	E-RABs Subject To Status Transfer List
	
	1
	
	
	YES
	ignore

	>E-RABs Subject To Status Transfer Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>Receive Status Of UL PDCP SDUs
	O
	
	BIT STRING (4096)
	PDCP Sequence Number = (First Missing SDU Number + bit position) modulo 4096

0: PDCP SDU has not been received.

1: PDCP SDU has been received correctly.
	–
	–

	>>UL COUNT Value
	M
	
	COUNT Value

9.2.15
	PDCP-SN and Hyper Frame Number of the first missing UL SDU in case of 12 bit long PDCP-SN
	–
	–

	>>DL COUNT Value
	M
	
	COUNT Value

9.2.15
	PDCP-SN and Hyper frame number that the target eNB/en-gNB should assign for the next DL SDU not having an SN yet in case of 12 bit long PDCP-SN
	–
	–

	>>Receive Status Of UL PDCP SDUs Extended
	O
	
	BIT STRING (1..16384)
	The IE is used in case of 15 bit long PDCP-SN in this release.

The first bit indicates the status of the SDU after the First Missing UL PDCP SDU.

The Nth bit indicates the status of the UL PDCP SDU in position (N + First Missing SDU Number) modulo (1 + the maximum value of the PDCP-SN).

0: PDCP SDU has not been received.

1: PDCP SDU has been received correctly.
	YES
	ignore

	>>UL COUNT Value Extended
	O
	
	COUNT Value Extended 9.2.66
	PDCP-SN and Hyper Frame Number of the first missing UL SDU in case of 15 bit long PDCP-SN
	YES
	ignore

	>>DL COUNT Value Extended
	O
	
	COUNT Value Extended 9.2.66
	PDCP-SN and Hyper Frame Number that the target eNB/en-gNB should assign for the next DL SDU not having an SN yet in case of 15 bit long PDCP-SN
	YES
	ignore

	>>Receive Status Of UL PDCP SDUs for PDCP SN Length 18
	O
	
	BIT STRING (1..131072)
	The IE is used in case of 18 bit long PDCP-SN.

The first bit indicates the status of the SDU after the First Missing UL PDCP SDU.

The Nth bit indicates the status of the UL PDCP SDU in position (N + First Missing SDU Number) modulo (1 + the maximum value of the PDCP-SN).

0: PDCP SDU has not been received.

1: PDCP SDU has been received correctly.
	YES
	ignore

	>>UL COUNT Value for PDCP SN Length 18
	O
	
	COUNT Value for PDCP SN Length 18

9.2.82
	PDCP-SN and Hyper Frame Number of the first missing UL SDU in case of 18 bit long PDCP-SN
	YES
	ignore

	>>DL COUNT Value for PDCP SN Length 18
	O
	
	COUNT Value for PDCP SN Length 18

9.2.82
	PDCP-SN and Hyper Frame Number that the target eNB/en-gNB should assign for the next DL SDU not having an SN yet in case of 18 bit long PDCP-SN
	YES
	ignore

	Old eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86 
	Allocated for handover at the source eNB and for dual connectivity/EN-DC at the eNB from which the E-RAB context is transferred.
	YES
	reject

	New eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86

	Allocated for handover at the target eNB and for dual connectivity/EN-DC at the eNB to which the E-RAB context is transferred.
	YES
	reject

	SgNB UE X2AP ID
	O
	
	gNB UE X2AP ID

9.2.XX
	Allocated for EN-DC at the SgNB.

	YES
	ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256.


9.1.1.5
UE CONTEXT RELEASE

This message is sent by the target eNB to the source eNB to indicate that resources can be released.

Direction: target eNB ( source eNB (handover), MeNB ( SeNB (dual connectivity), MeNB ( SgNB (EN-DC).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	ignore

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24

	Allocated for handover at the source eNB and for dual connectivity at the SeNB.
	YES
	reject

	New eNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24

	Allocated for handover at the target eNB and for dual connectivity/EN-DC at the MeNB.
	YES
	reject

	Old eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86

	Allocated for handover at the source eNB and for dual connectivity at the SeNB.
	YES
	reject

	New eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86

	Allocated for handover at the source eNB and for dual connectivity/EN-DC at the MeNB.
	YES
	reject

	SIPTO Bearer Deactivation Indication 
	O
	
	ENUMERATED (True, …,)
	Indicates that SIPTO@LN PDN connection deactivation is needed. 
	YES
	ignore

	SgNB UE X2AP ID
	O
	
	gNB UE X2AP ID

9.2.XX
	Allocated for EN-DC at the SgNB.
	YES
	ignore


	ASN.1 changes, ommited text not changed


-- 9.3.4
PDU Definitions

Lots of unchanged parts in 9.3.4 not shown

-- **************************************************************

--

-- SN Status Transfer

--

-- **************************************************************

SNStatusTransfer ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{SNStatusTransfer-IEs}},


...

}

SNStatusTransfer-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID





CRITICALITY reject
TYPE UE-X2AP-ID






PRESENCE mandatory}|


{ ID id-New-eNB-UE-X2AP-ID





CRITICALITY reject
TYPE UE-X2AP-ID






PRESENCE mandatory}|


{ ID id-E-RABs-SubjectToStatusTransfer-List

CRITICALITY ignore
TYPE E-RABs-SubjectToStatusTransfer-List

PRESENCE mandatory}|


{ ID id-Old-eNB-UE-X2AP-ID-Extension


CRITICALITY reject
TYPE UE-X2AP-ID-Extension


PRESENCE optional}|


{ ID id-New-eNB-UE-X2AP-ID-Extension


CRITICALITY reject
TYPE UE-X2AP-ID-Extension


PRESENCE optional}|


{ ID id-SgNB-UE-X2AP-ID






CRITICALITY ignore
TYPE SgNB-UE-X2AP-ID




PRESENCE optional},

...
}

E-RABs-SubjectToStatusTransfer-List
::= SEQUENCE (SIZE (1..maxnoofBearers)) OF ProtocolIE-Single-Container { { E-RABs-SubjectToStatusTransfer-ItemIEs} }

E-RABs-SubjectToStatusTransfer-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-E-RABs-SubjectToStatusTransfer-Item
CRITICALITY ignore
TYPE E-RABs-SubjectToStatusTransfer-Item 
PRESENCE mandatory
}

}

E-RABs-SubjectToStatusTransfer-Item ::= SEQUENCE {


e-RAB-ID







E-RAB-ID,


receiveStatusofULPDCPSDUs



ReceiveStatusofULPDCPSDUs


OPTIONAL,


uL-COUNTvalue




COUNTvalue,


dL-COUNTvalue




COUNTvalue,


iE-Extensions






ProtocolExtensionContainer { {E-RABs-SubjectToStatusTransfer-ItemExtIEs} } OPTIONAL,


...

}

E-RABs-SubjectToStatusTransfer-ItemExtIEs X2AP-PROTOCOL-EXTENSION ::= {


{ ID id-ReceiveStatusOfULPDCPSDUsExtended


CRITICALITY ignore
EXTENSION ReceiveStatusOfULPDCPSDUsExtended
PRESENCE optional}|


{ ID id-ULCOUNTValueExtended





CRITICALITY ignore
EXTENSION COUNTValueExtended


PRESENCE optional}|


{ ID id-DLCOUNTValueExtended





CRITICALITY ignore
EXTENSION COUNTValueExtended


PRESENCE optional}|


{ ID id-ReceiveStatusOfULPDCPSDUsPDCP-SNlength18
CRITICALITY ignore
EXTENSION ReceiveStatusOfULPDCPSDUsPDCP-SNlength18 PRESENCE optional}|


{ ID id-ULCOUNTValuePDCP-SNlength18




CRITICALITY ignore
EXTENSION COUNTvaluePDCP-SNlength18

PRESENCE optional}|


{ ID id-DLCOUNTValuePDCP-SNlength18




CRITICALITY ignore
EXTENSION COUNTvaluePDCP-SNlength18

PRESENCE optional},


...

}

-- **************************************************************

--

-- UE Context Release 

--

-- **************************************************************

UEContextRelease ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{UEContextRelease-IEs}},


...

}

UEContextRelease-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-Old-eNB-UE-X2AP-ID




CRITICALITY reject
TYPE UE-X2AP-ID







PRESENCE mandatory}|


{ ID id-New-eNB-UE-X2AP-ID




CRITICALITY reject
TYPE UE-X2AP-ID







PRESENCE mandatory}|


{ ID id-Old-eNB-UE-X2AP-ID-Extension

CRITICALITY reject
TYPE UE-X2AP-ID-Extension




PRESENCE optional}|


{ ID id-New-eNB-UE-X2AP-ID-Extension

CRITICALITY reject
TYPE UE-X2AP-ID-Extension




PRESENCE optional}|


{ ID id-SIPTO-BearerDeactivationIndication
CRITICALITY ignore
TYPE SIPTOBearerDeactivationIndication

PRESENCE optional}|


{ ID id-SgNB-UE-X2AP-ID





CRITICALITY ignore
TYPE SgNB-UE-X2AP-ID





PRESENCE optional},


...
}
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