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Agreements

R3-174584 CR1543r2, TS 36.413 v14.4.0, Rel-15, Cat. B
Agreed

R3-174585 CR1045r1, TS 36.423 v14.4.0, Rel-15, Cat. B
Agreed

Further enhancements will be continued in TEI15…
This WI is completed from RAN3 point of view
Minutes
	17. Quality of Experience (QoE) Measurement Collection for streaming services in E-UTRAN (RAN2-led) WI

WID [LTE_QMC_Streaming-Core]: RP-170956 (target: RAN#78) [TU:  0 (0)]
Note: Existing MDT functionality should be taken as baseline

	CB: # 15_QoE_Report

(Vice-Chair - Yin)



	17.1. E-UTRAN Functionality for QoE Measurement Collection (depending on RAN2 progress)

Pending RAN2 decision on final solution
Both management-based and signaling-based triggering are supported
We foresee future addition of measurements e.g. as one of the UE Application Layer Measurement
RAN3 shall wait for the decision in RAN2 and provide the appropriate signaling (if needed)

	R3-174271
	LS on RAN2 progress of QoE Measurement Collection in LTE (3GPP RAN WG2, Huawei)
	LS in

Move to AI 17.1
Noted

	R3-174293
	LS on adding new service type in QMC reporting (3GPP SA WG4, Ericsson)
	LS in

Move to AI 17.1
Noted

	R3-174494
	Remaining topics on QoE for streaming services in E-UTRAN (Ericsson Limited)
	discussion



	R3-174584
	Introduction of QoE Measurement Collection for LTE (Huawei, Ericsson)
	CR1543r2, TS 36.413 v14.4.0, Rel-15, Cat. B
Agreed



	R3-174585
	Introduction of QoE Measurement Collection for LTE (Huawei)
	CR1045r1, TS 36.423 v14.4.0, Rel-15, Cat. B
Agreed

	R3-174804
	Target eNB feedback of the QoE feature support (Ericsson)
	CR1556r, TS 36.413 v14.4.0, Rel-15, Cat. B



	R3-174805
	Target eNB feedback of the QoE feature support (Ericsson)
	CR1049r, TS 36.423 v14.4.0, Rel-15, Cat. B



	R3-174806
	UE Application Layer Measurement ID and Type for QoE for Streaming service in EUTRAN (Ericsson)
	other



	R3-174807
	UE Application Layer Measurement ID and Type for QoE for Streaming service in EUTRAN (Ericsson)
	other



	R3-174583
	QoE measurement collection for LTE (Huawei)
	discussion



	17.2. OAM Requirements for handling of UE and E-UTRAN measurement data

	E///:

Proposal 1: RAN3 to agree to include that target eNB feedbacks its support of QoE measurement.
HW: has concern on this, clarify the scenario

E///: save RRC signaling
Proposal 2: RAN3 to agree the generic UE Application Layer Measurement Support Indication.

Proposal 3: RAN3 to agree to include a unique QoE measurement ID associating to the configuration file over S1AP.

Proposal 4: RAN3 to agree to include the QoE measurement ID associating to the QoE measurement started in the UE during X2 and S1 handover.

Proposal 5: RAN3 to agree to include measurement type, to be used together with the configuration file.
Further enhancements will be continued in TEI15…
This WI is completed from RAN3 point of view


