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1 Introduction
This paper includes a text proposal for UE context management
2   Text Proposal for TS 38.473 v0.4.0
----------------Start the change of the Text--------------

8.3.1
UE Context Setup 

8.3.1.1
General
The purpose of the UE Context Setup procedure is to establish the necessary overall initial UE Context including SRB context, DRB context etc. The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation

· 
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Figure 8.3.1.2-1: UE Context Setup Request procedure: Successful Operation.

The gNB-CU initiates the procedure by sending UE CONTEXT SETUP REQUEST message to the gNB-DU.
If the PSCell ID IE and the SCell To Be Setup List IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [xx].

If the DRX Cycle IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall take this into account.
If the SRB To Be Setup List IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [xx].

The gNB-DU shall report to the gNB-CU, in the UE CONTEXT SETUP RESPONSE message, the result for all the requested DRBs and SRBs in the following way:

-
A list of DRBs which are successfully established shall be included in the DRB Setup List IE;

-
A list of DRBs which failed to be established shall be included in the DRB Failed to Setup List IE;
-
A list of SRBs which are successfully established shall be included in the SRB Setup List IE;

-
A list of SRBs which failed to be established shall be included in the SRB Failed to Setup List IE.

When the gNB-DU reports the unsuccessful establishment of a DRB or SRB, the cause value should be precise enough to enable the gNB-CU to know the reason for the unsuccessful establishment.

8.3.1.3
Unsuccessful Operation
· 
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Figure 8.3.1.3-2: UE Context Setup Request procedure: unsuccessful Operation.

If the gNB-DU is not able to establish an F1 UE context, or cannot even establish one non-GBR bearer it shall consider the procedure as failed and reply with the UE CONTEXT SETUP FAILURE message.
8.3.1.4
Abnormal Conditions

Not applicable.

----------------Next Change--------------

8.3.4
UE Context Modification (gNB-CU initiated)
8.3.4.1
General

The purpose of the UE Context Modification procedure is to partly modify the established UE Context, e.g., establishing, modifying and releasing radio bearer resources for user data transport. The procedure uses UE-associated signalling.

8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: UE Context Modification procedure. Successful operation.
The F1AP UE CONTEXT MODIFICATION REQUEST message is initiated by the gNB-CU.

If the PSCell ID IE and the SCell To Be Setup List IE is included in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in TS 38.401 [xx].

If the DRX Cycle IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall shall take this into account.

If the SRB To Be Setup List IE is contained in the UE CONTEXT SETUP REQUEST message, the gNB-DU shall act as specified in the TS 38.401 [xx].
Upon reception of the UE Context Modification Request message, the gNB-DU shall perform the modifications, and if successful reports the update of in the UE CONTEXT MODIFICATION RESPONSE message.

8.3.4.3
Unsuccessful Operation
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Figure 8.3.4.3-1: UE Context Modification procedure. Unsuccessful operation.
In case the UE context update cannot be successfully performed, the gNB-DU shall respond with the UE CONTEXT MODIFICATION FAILURE message with an appropriate cause value. 

8.3.4.4
Abnormal Conditions

Not applicable.

8.3.5
UE Context Modification Required (gNB-DU initiated)
8.3.5.1
General

The purpose of the UE Context Modification Required procedure is to partly modify the established UE Context, e.g., modifying and releasing radio bearer resources for user data transport. The procedure uses UE-associated signalling.

8.3.5.2
Successful Operation
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Figure 8.3.5.2-1: UE Context Modification Required procedure. Successful operation.
The F1AP UE CONTEXT MODIFICATION REQUIRED message is initiated by the gNB-DU.

The gNB-CU reports the successful update of the UE context in the UE CONTEXT MODIFICATION CONFIRM message.

8.3.5.3
Abnormal Conditions

Not applicable.

----------------Next Change--------------

9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID 
	O
	
	9.3.1.5
	
	YES
	Ignore

	
	
	
	
	
	
	

	Target cell ID (FFS)
	FFS
	
	FFS
	
	FFS
	FFS

	PSCell ID
	O
	
	NR CGI

9.3.1.x
	PSCell Identifier in SgNB
	YES
	Ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	>SCell to Be Setup Item IEs
	
	0 .. <maxnoofSCells>
	
	
	EACH
	ignore

	   >>SCell ID
	O
	
	NR CGI

9.3.1.x
	SCell Identifier in SgNB
	-
	-

	CU to DU RRC Information
	M
	
	9.3.1.A
	
	YES
	reject

	DRX Cycle 
	O
	
	DRX Cycle 
9.3.1.y
	Indicates the desired DRX cycle that the gNB-CU is recommended to configure.
	YES
	ignore

	SRB to Be Setup List
	
	0..1
	
	
	
	

	>SRB to Be Setup Item IEs
	
	<1 .. maxnoofSRBs> 
	
	
	
	

	>>SRB ID
	
	
	9.3.1.7
	
	
	

	DRB to Be Setup List
	
	1
	
	
	YES
	Reject

	>DRB to Be Setup Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	Reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>DRB QoS profile (FFS)
	
	
	
	
	-
	

	>>Flow-level QoS profile (FFS)
	
	
	
	
	
	

	>>Flow-to-DRB mapping (FFS)
	
	
	
	
	
	

	>>E-UTRAN QoS
	O
	
	
	Used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>>Tunnels to be setup List 
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-



 
	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 64.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	<maxnoofULTunnels>
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


9.2.2.2
UE CONTEXT SETUP RESPONSE

This message is sent by the gNB-DU to confirm the setup of a UE context.
Direction: gNB-DU ( gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Mobility Control Info (FFS)
	FFS
	
	FFS
	
	FFS
	FFS

	DU To CU RRC Information

	M
	
	9.3.1.Z
	
	YES
	reject

	SRB Setup List
	
	0..1
	
	The List of SRBs which are successfully established.
	YES
	ignore

	>SRB Setup Item Iist
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	

	DRB Setup List
	
	1
	
	The List of DRBs which are successfully established.
	YES
	ignore

	>DRB Setup Item Iist
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>> Tunnels to be setup List
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofDLTunnels>
	
	
	
	

	>>>>DL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	
	

	SRB Failed to Setup List
	
	0..1
	
	
	YES
	ignore

	>SRB Failed to Setup Item 
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	-

	>>Cause
	O
	
	9.3.1.2
	
	YES
	ignore

	DRB Failed to Setup List
	
	0..1
	
	
	YES
	ignore

	>DRB Failed to Setup Item 
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	-

	>>Cause
	O
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 64.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofDLTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


9.2.2.3
UE CONTEXT SETUP FAILURE

This message is sent by the gNB-DU to indicate that the setup of the UE context was unsuccessful.
Direction: gNB-DU ( gNB-CU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	O
	
	9.3.1.5
	
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


----------------Next Change--------------

9.2.2.7
UE CONTEXT MODIFICATION REQUEST

This message is sent by the gNB-CU to provide UE Context information changes to the gNB-DU.
Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	PSCell ID
	O
	
	NR CGI

9.3.1.x
	PSCell Identifier in SgNB
	YES
	Ignore

	SCell To Be Setup List
	
	0..1
	
	
	YES
	ignore

	
	
	
	
	
	
	

	>SCell to Be Setup Item IEs
	
	<0 .. maxnoofSCells>
	
	
	EACH
	ignore

	   >>SCell ID
	O
	
	NR CGI

9.3.1.x
	SCell Identifier in SgNB
	-
	-

	DRX Cycle 
	O
	
	DRX Cycle 

9.3.1.y
	Indicates the desired DRX cycle that the gNB-CU is recommended to configure.
	YES
	ignore

	CU to DU RRC Information

	O


	
	9.3.1.A
	
	YES
	reject

	SRB to Be Setup List
	
	0..1
	
	
	
	

	>SRB to Be Setup Item IEs
	
	<1..maxnoofSRBs>
	
	
	
	

	>>SRB ID
	
	
	9.3.1.7
	
	
	

	SRB TO Be Released List
	
	0..1
	
	
	
	

	>SRB To Be Released Item IEs
	
	<1..maxnoofSRBs>
	
	
	
	

	>>SRB ID
	
	
	9.3.1.7
	
	
	

	DRB to Be Setup List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	
	
	
	
	
	
	

	>>E-UTRAN QoS
	O
	
	
	Used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>> Tunnels to be setup List 
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	DRB to Be Modified List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Modified Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>E-UTRAN QoS
	O
	
	
	Used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>> Tunnels to be setup List 
	
	0..1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-

	DRB to Be Released List
	
	0..1
	
	
	YES
	reject

	>DRB to Be Released Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	


	Range bound
	Explanation

	maxnoofSCells
	Maximum no. of SCells allowed towards one UE, the maximum value is 64.

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofDLTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


9.2.2.8
UE CONTEXT MODIFICATION RESPONSE

This message is sent by the gNB-DU to confirm the modification of a UE context.
Direction: gNB-DU ( gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	DU To CU RRC Information

	O
	
	9.3.1.Z
	
	YES
	reject

	DRB Setup List
	
	0..1
	
	The List of DRBs which are successfully established.
	YES
	ignore

	>DRB Setup Item IEs
	
	1 .. <maxnoofDRBs
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>> Tunnels to be setup List
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	<1 .. maxnoofDLTunnels>
	
	
	
	

	>>>>DL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	
	

	DRB Modified List
	
	0..1
	
	The List of DRBs which are successfully modified.
	YES
	ignore

	>DRB Modified Item IEs
	
	1 .. <maxnoofDRBs
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>> Tunnels to be setup List
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	<1 .. maxnoofDLTunnels>
	
	
	
	

	>>>>DL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	
	

	DRB Failed to be Setup List
	
	0..1
	
	The List of DRBs which are failed to be setup.
	YES
	ignore

	>DRB Failed to be Setup Item IEs
	
	1 .. <maxnoofDRBs
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	-

	DRB Failed to be Modified List
	
	0..1
	
	The List of DRBs which are failed to be modified.
	YES
	ignore

	>DRB Failed to be Modified Item IEs
	
	1 .. <maxnoofDRBs
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	-

	SRB Failed to be Setup List
	
	0..1
	
	The List of SRBs which are failed to be established.
	YES
	ignore

	>SRB Failed to be Setup Item IEs
	
	1 .. <maxnoofSRBs
	
	
	EACH
	ignore

	>>SRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	-

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofDLTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.



· 9.2.2.9
UE CONTEXT MODIFICATION FAILURE

This message is sent by the gNB-DU to indicate a context modification failure.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


9.2.2.10
UE CONTEXT MODIFICATION REQUIRED

This message is sent by the gNB-DU to request the modification of a UE context.

Direction: gNB-DU ( gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	Reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	Reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	Reject

	DU To CU RRC Information

	O
	
	9.3.1.Z
	
	YES
	reject

	DRB Required to Be Modified List
	
	0..1
	
	
	EACH
	reject

	>DRB Required to Be Modified Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Tunnels to be setup List 
	
	0..1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>DL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	-
	-

	DRB Required to be Released List
	
	0..1
	
	
	EACH
	reject

	>DRB Required to be Released List Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	SRB Required to be Released List
	
	0..1
	
	
	EACH
	reject

	>SRB Required to be Released List Item IEs
	
	<1 .. maxnoofDRBs>
	
	
	EACH
	reject

	>>SRB ID
	M
	
	9.3.1.7
	
	-
	


	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofDLTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.



9.2.2.11
UE CONTEXT MODIFICATION CONFIRM

This message is sent by the gNB-DU to inform the gNB-CU the successful modification.
Direction: gNB-CU ( gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	DRB Modified List
	
	0..1
	
	The List of DRBs which are successfully modified.
	YES
	ignore

	>DRB Modified Item IEs
	
	1 .. <maxnoofDRBs
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Tunnels to be setup List
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	<1 .. maxnoofDLTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	
	

	DRB Failed to be Modified List
	
	0..1
	
	The list of DRBs which are failed to be modified.
	YES
	ignore

	>DRB Failed to be Modified Item IEs
	
	1 .. <maxnoofDRBs
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>Cause
	O
	
	9.3.1.2
	
	-
	-

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 64. 

	maxnoofDLTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


9.3.1.y
DRX Cycle
The DRX Cycle IE is to indicate the desired DRX cycle.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Long DRX Cycle Length
	M
	
	ENUMERATED
(ms10, ms20, ms32, ms40, ms60, ms64, ms70, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, …)
	This IE is defined in TS 38.331 [XX]

	Short DRX Cycle Length
	O
	
	ENUMERATED (ms2, ms3, ms4, ms5, ms6, ms7, ms8, ms10, ms14, ms16, ms20, ms30, ms32, ms35, ms40, ms64, ms80, ms128, ms160, ms256, ms320, ms512, ms640, ...)
	This IE is defined in TS 38.331 [XX]

	Short DRX Cycle Timer
	O
	
	INTEGER (1..16)
	This IE is defined in TS 38.331 [XX]


9.3.1.A
CU to DU RRC Information

This IE contains the RRC Information that are sent from gNB-CU to gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SCG-Config-Info
	O
	
	OCTET STRING
	SCG-Config-Info, as defined in TS 38.331 [XX].



	UE Radio capabilities
	M
	
	OCTET STRING
	UE Radio Capabilities, as defined in TS 38.331 [XX].




9.3.1.Z
DU to CU RRC Information

This IE contains the RRC Information that are sent from the gNB-DU to the gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Cell Group Config
	
M
	
	OCTET STRING
	CellGroupConfig, as defined in TS 38.331 [XX].
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