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1   Introduction
This document contains the TPs for NGAP RAN Paging Priority handling as discussed in [1].
2   Reference

[1] R3-180978, XnAP TP for RAN Paging Priority Handling.
3   Annex – TPs to 38.413
<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
9.2.1.1
PDU SESSION RESOURCE SETUP REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF and is used to request the NG-RAN node to assign resources on Uu and NG-U for one or several PDU Session Resources.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Service Priority
	O
	
	INTEGER (1..256)
	The service Priority as defined in TS 23.501 [9]
	YES
	reject

	NAS-PDU
	O [FFS]
	
	9.3.3.3
	
	YES
	reject

	PDU Session Resource to be Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resource to be Setup Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	-
	

	>>NAS-PDU
	O
	
	9.3.3.4
	
	-
	

	>>S-NSSAI 
	O
	
	9.3.1.35
	
	-
	

	>>PDU Session Setup Request Transfer
	M
	
	9.3.1.11
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.1.3
PDU SESSION RESOURCE RELEASE COMMAND

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF and is used to request the NG-RAN node to release already established PDU Session Resources for a given UE.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Service Priority
	O
	
	INTEGER (1..256)
	The service Priority as defined in TS 23.501 [9]
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.3
	
	YES
	reject

	PDU Session Resource Release List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Release Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	YES
	reject

	>>S-NSSAI 
	O
	
	9.3.1.35
	
	YES
	reject

	>>PDU Session Release Command Transfer
	M
	
	9.3.1.14
	
	YES
	reject


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.1.5
PDU SESSION RESOURCE MODIFY REQUEST

Editor’s Note:
Further details FFS.

This message is sent by the AMF and is used to request the NG-RAN node to enable modifications of already established PDU sessions for a given UE.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Service Priority
	O
	
	INTEGER (1..256)
	The service Priority as defined in TS 23.501 [9]
	YES
	reject

	PDU Session Resource Modify Request List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Modify Request Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	-
	

	>>PDU Session Resource Modify Request Transfer 
	M
	
	9.3.1.16
	
	-
	

	>>NAS-PDU
	O
	
	9.3.3.4
	
	-
	

	>>S-NSSAI [FFS]
	O
	
	9.3.1.35
	
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is FFS.


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.2.5
UE CONTEXT RELEASE COMMAND

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF to request the release of the UE-associated NG-logical connection over the NG interface.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	CHOICE UE NGAP IDs
	M
	
	
	
	YES
	reject

	>UE NGAP ID pair
	
	
	
	
	
	

	>>UE NGAP ID Pair
	M
	
	9.3.3.3
	
	
	

	>AMF UE NGAP ID
	
	
	
	
	
	

	>>AMF UE NGAP ID
	M
	
	9.3.3.1
	
	
	

	Service Priority
	O
	
	INTEGER (1..256)
	The service Priority as defined in TS 23.501 [9]
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.2.7
UE CONTEXT MODIFICATION REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF to provide UE Context information changes to the NG-RAN node.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Security Key
	O
	
	<ref>
	[FFS]
	YES
	reject

	Service Priority
	O
	
	INTEGER (1..256)
	The service Priority as defined in TS 23.501 [9]
	YES
	reject

	Subscriber Profile ID for RAT/Frequency Priority
	O
	
	<ref>
	[FFS]
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	O
	
	<ref>
	
	YES
	ignore

	UE Security Capabilities
	O
	
	<ref>
	
	YES
	reject

	RRC Inactive Assistance Information
	O
	
	9.3.1.26
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
9.2.5.2
DOWNLINK NAS TRANSPORT

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF and is used for carrying NAS information over the NG interface.
Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Service Priority
	O
	
	INTEGER (1..256)
	The service Priority as defined in TS 23.501 [9]
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	Handover Restriction List
	O
	
	<ref>
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency Priority
	O
	
	<ref>
	FFS
	YES
	ignore


<<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
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