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1
Introduction

We have agreed on a re-structuration of DC message at the last meeting. Starting point was to introduce signalling which distinguishes between MN-terminated and SN-terminated bearer options, while details of the lower layer bearer option configuration (MCG, SCG, split) was left for further discussion.

The difference to EN-DC is that the SN has more autonomy than for EN-DC. This can be seen in 37.340 

while for EN-DC TS37.340 §8.2. states
In EN-DC, for each radio bearer the MN decides the location of the PDCP entity and in which cell group(s) radio resources are to be configured. 

for MR-DC with 5GC it is specified that

-
The MN decides per PDU session the location of the SDAP entity, i.e. whether it shall be hosted by the MN or the SN or by both;
-
If the MN decides to host an SDAP entity it may decide some of the related QoS flows to be realized as MCG bearer, some as SCG bearer, and others to be realized as split bearer;

-
If the MN decides that an SDAP entity shall be hosted in the SN, some of the related QoS flows may be realized as SCG bearer, some as MCG bearer, while others may be realized as split bearer.

So, one can see that the role of the MN in terms of bearer type control is reduced to controlling the SDAP location for QoS flows and to offer MCG resources, suggesting either split or SCG bearers. 
Observation 1 For MR-DC with 5GC, a dedicated request to establish a certain bearer type, as in EN-DC is not necessary. 
It should be possible to deduce the bearer type from the presence or absence of certain IEs. However, currently the node hosting SDAP offers support only for GBR QoS flows. This should be changed to also indicate for non-GBR flows (e.g. streaming) whether resources are offered. 
Proposal 1 A per QoS flow indication of the suggested bearer type should be provided from the node hosting SDAP, for GBR and non-GBR QoS flows.
Further, we could debate, whether the bearer type decision of the node hosting SDAP should be provided to the corresponding node. In general, we believe that the corresponding node and the overall system will benefit from the knowledge whether there is a back-up bearer, i.e. the DRB is configrued with split bearer type, the corresponding node alone needs to provide resources. 

Proposal 2 Inform the corresponding node about the bearer type decision of the node hosting SDAP at setup of DRB resources. It should be possible to modify this information. 

New PDU Session related containers are aligned with the data forwarding contribution in R3-181272.
QoS flow and DRB offload, is already possible for MN initiated procedures, partly, data forwarding is introduced along discussions in R3-181272.

Some minor updated added (e.g. DRB-ID missing in some container IEs, semantics, ...). 
2
Text Proposal
<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.1.2.1
S-NODE ADDITION REQUEST
This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation of resources for dual connectivity operation for a specific UE.
Direction: M-NG-RAN node ( S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
<reference>
	Allocated at the M-NG-RAN node
	YES
	reject

	UE Security Capabilities
	M
	
	<reference>
	
	YES
	reject

	SgNB Security Key
	M
	
	<reference>
	The S-KgNB which is provided by the M-NG-RAN node, see xxx.
Editor’s Note: terminology “S-KgNB” to be fixed with SA3 and RAN2
	YES
	reject

	S-NG-RAN node UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate 

<reference>
	The UE Aggregate Maximum Bit Rate is split into M-NG-RAN node UE Aggregate Maximum Bit Rate and S-NG-RAN node UE Aggregate Maximum Bit Rate which are enforced by M-NG-RAN node and S-NG-RAN node respectively.
	YES
	reject

	Selected PLMN
	O
	
	PLMN Identity

<reference>
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Handover Restriction List
	O
	
	<reference>
	
	YES
	ignore

	PDU sessions To Be Added List
	
	1
	
	
	YES
	reject

	>PDU sessions To Be Added Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	reject

	>>PDU session ID
	M
	
	<reference>
	
	–
	

	>>S-NSSAI
	O
	
	<reference>
	
	–
	

	>>Bearer Configurations To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	reject

	>>>CHOICE Bearer Configuration
	M
	
	
	
	
	

	>>>>SN terminated Bearer
	
	
	
	
	
	

	>>>>>PDU Session Setup Info – SN terminated
	M
	
	9.2.1.6
	
	–
	–

	>>>>MN terminated Bearer
	
	
	
	
	
	

	>>>>>PDU Session Setup Info – MN terminated
	M
	
	9.2.1.8
	
	–
	–

	M-NG-RAN node to S-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the SCG-ConfigInfo message as defined in xxx
Editor’s Note: to be checked with RAN2
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	reject

	Expected UE Behaviour
	O
	
	<reference>
	
	YES
	ignore

	Requested MCG split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for MCG Split SRB are requested.
	YES
	reject


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofBearerConfigs
	Maximum no. of BearerConfigurations Value is FFS.

Editor’s Note: So far, only MN- and SN-terminated bearer configurations are considered.


9.1.2.2
S-NODE ADDITION REQUEST ACKNOWLEDGE

This message is sent by the S-NG-RAN node to confirm the M-NG-RAN node about the S-NG-RAN node addition preparation.
Direction: S-NG-RAN node ( M-NG-RAN node.
Editor’s Note: The tabular below is FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	reject

	PDU sessions Admitted To Be Added List
	
	1
	
	
	YES
	ignore

	>PDU sessions Admitted To Be Added Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>> PDU Session ID
	M
	
	<reference>
	A value for PDU session ID shall only be present once in PDU sessions Admitted To Be Added List IE and in PDU sessions Not Admitted List IE.
	
	

	>>Bearer Configurations Admitted To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Configuration
	M
	
	
	
	
	

	>>>>SN terminated Bearer
	
	
	
	
	
	

	>>>>> PDU Session Setup Response Info – SN terminated
	M
	
	9.2.1.7
	
	–
	

	>>>>MN terminated Bearer
	
	
	
	
	
	

	>>>>>PDU Session Setup Response Info – MN terminated
	M
	
	9.2.1.9
	
	–
	–

	PDU sessions Not Admitted List
	O
	
	
	A value for PDU session ID shall only be present once in PDU sessions Admitted To Be Added List IE and in PDU sessions Not Admitted List IE.
	YES
	ignore

	>PDU sessions not admitted List – SN terminated
	O
	
	PDU session List

<reference>
	
	–
	

	>PDU sessions not admitted List – MN terminated
	O
	
	PDU session List

<reference>
	
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the SCG-Config message as defined in TS 36.331 [9].

Editor’s Note: To be checked with RAN2 if the same RRC message is applicable for SCG split bearer.
	YES
	reject

	Criticality Diagnostics
	O
	
	<reference>
	
	YES
	ignore

	SIPTO L-GW Transport Layer Address
	O
	
	BIT STRING (1..160, ...)
	Indicating SIPTO L-GW Transport Layer Address.
	YES
	ignore

	Admitted MCG split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates admitted SRBs
	YES
	reject


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofBearerConfigs
	Maximum no. of BearerConfigurations Value is FFS.

Editor’s Note: So far, only MN- and SN-terminated bearer configurations are considered.


9.1.2.3
S-NODE ADDITION REQUEST REJECT

This message is sent by the S-NG-RAN node to inform the M-NG-RAN node that the S-NG-RAN node Addition Preparation has failed.

Direction: S-NG-RAN node ( M-NG-RAN node. 
Editor’s Note: The tabular below is FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	<reference>
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	<reference>
	
	YES
	ignore


9.1.2.4
S-NODE RECONFIGURATION COMPLETE

This message is sent by the M-NG-RAN node to the S-NG-RAN node to indicate whether the configuration requested by the S-NG-RAN node was applied by the UE.

Direction: M-NG-RAN node ( S-NG-RAN node. 
Editor’s Note: The tabular below is FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	ignore

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	reject

	Response Information
	M
	
	
	
	YES
	ignore

	>CHOICE Response Type
	M
	
	
	
	
	

	>>Configuration successfully applied
	
	
	
	
	
	

	>>>M-NG-RAN node to S-NG-RAN node Container 
	O
	
	OCTET STRING
	Includes the SCG-ConfigInfo message as defined in xxx.

Editor’s Note: FFS if same RRC message is applicable for SCG bearer.
	-
	-

	>>Configuration rejected by the M-NG-RAN node
	
	
	
	
	
	

	>>>Cause
	M
	
	<reference>
	
	-
	-

	>>>M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the SCG-ConfigInfo message as defined in xxx .

Editor’s Note: FFS if same RRC message is applicable for SCG bearer.
	-
	-


9.1.2.5
S-NODE MODIFICATION REQUEST

This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation to modify S-NG-RAN node resources for a specific UE.

Direction: M-NG-RAN node ( S-NG-RAN node.
Editor’s Note: The tabular below is FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID <reference>
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	<reference>
	
	YES
	ignore

	SCG Change Indication
	O
	
	<reference>
	
	YES
	ignore

	Selected PLMN
	O
	
	PLMN Identity

<reference>
	The selected PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Handover Restriction List
	O
	
	<reference>
	
	YES
	ignore

	SCG Configuration Query
	O
	
	9.2.2.11
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	<reference>
	
	–
	–

	>SgNB Security Key
	O
	
	<reference>
	Editor’s Note: terminology “S-KgNB” to be fixed with SA3 and RAN2
	–
	–

	>S-NG-RAN node UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate

<reference>
	
	–
	–

	> PDU sessions To Be Added List
	
	0..1
	
	
	–
	–

	>> PDU sessions To Be Added Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>>>PDU session ID
	M
	
	<reference>
	A value for PDU session ID shall only be present once in either the PDU session To Be Added List IE, or in the PDU sessions To Be Modified IE or in the PDU sessions To Be Release List IE.
	–
	

	>>>S-NSSAI
	O
	
	<reference>
	
	–
	

	>>>Bearer Configurations To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	reject

	>>>>CHOICE Bearer Configuration
	M
	
	
	
	
	

	>>>>>SN terminated Bearer
	
	
	
	
	–
	

	>>>>>PDU session Setup Info – SN terminated
	M
	
	9.2.1.6
	
	–
	

	>>>>>MN terminated Bearer
	
	
	
	
	
	

	>>>>>>PDU Session Setup Info – MN terminated
	
	
	9.2.1.8
	
	–
	

	> PDU sessions To Be Modified List
	
	0..1
	
	
	–
	–

	>> PDU sessions To Be Modified Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>>>PDU Session ID
	M
	
	<reference>
	A value for PDU session ID shall only be present once in either the PDU session To Be Added List IE, or in the PDU sessions To Be Modified IE or in the PDU sessions To Be Release List IE.
	–
	

	>>>Bearer Configurations To Be Modified
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	reject

	>>>>CHOICE Bearer Configuration
	M
	
	
	
	
	

	>>>>>SN terminated Bearer
	
	
	
	
	
	

	>>>>>>PDU Session Modification Info – SN terminated
	
	
	9.2.1.10
	
	–
	

	>>>>>MN terminated Bearer
	
	
	
	
	
	

	>>>>>> PDU Session Modification Info – MN terminated
	
	
	9.2.1.12
	
	–
	

	> PDU sessions To Be Released List
	
	0..1
	
	A value for PDU session ID shall only be present once in either the PDU session To Be Added List IE, or in the PDU sessions To Be Modified IE or in the PDU sessions To Be Release List IE.
	–
	–

	>>PDU sessions to be released List – SN terminated
	O
	
	PDU session List

<reference>
	
	–
	

	>>PDU sessions to be released List  – MN terminated
	O
	
	PDU session List

<reference>
	
	–
	

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the SCG-ConfigInfo message as defined in TS 38.331 [x]
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of E-RABs. Value is 256

	maxnoofBearerConfigs
	Maximum no. of BearerConfigurations Value is FFS.

Editor’s Note: So far, only MN- and SN-terminated bearer configurations are considered.


9.1.2.6
S-NODE MODIFICATION REQUEST ACKNOWLEDGE

This message is sent by the S-NG-RAN node to confirm the M-NG-RAN node’s request to modify the S-NG-RAN node resources for a specific UE.

Direction: S-NG-RAN node ( M-NG-RAN node. 
Editor’s Note: The tabular below is FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the M-NG-RAN node
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	ignore

	PDU sessions Admitted List
	
	0..1
	
	
	YES
	ignore

	>PDU sessions Admitted To Be Added List
	
	1
	
	
	–
	–

	>>PDU sessions Admitted To Be Added Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>>>PDU session ID
	M
	
	<reference>
	A value for PDU session ID shall only be present once in either the PDU session Admitted To Be Added List IE, or in the PDU sessions Admitted To Be Modified IE or in the PDU sessions Released List IE.
	–
	

	>>>Bearer Configurations Admitted To Be Added
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	ignore

	>>>>CHOICE Bearer Configuration
	M
	
	
	
	
	

	>>>>>SN terminated Bearer
	
	
	
	
	
	

	>>>>>> PDU Session Setup Response Info – SN terminated
	M
	
	9.2.1.7
	
	–
	

	>>>>>MN terminated Bearer
	
	
	
	
	
	

	>>>>>>PDU Session Setup Response Info – MN terminated
	M
	
	9.2.1.9
	
	–
	

	>PDU sessions Admitted To Be Modified List
	
	0..1
	
	
	–
	–

	>>PDU sessions Admitted To Be Modified Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>>>PDU session ID
	M
	
	<reference>
	A value for PDU session ID shall only be present once in either the PDU session Admitted To Be Added List IE, or in the PDU sessions Admitted To Be Modified IE or in the PDU sessions Released List IE.
	–
	

	>>>Bearer Configurations Admitted To Be Modified
	
	1 .. <maxnoofBearerConfigs>
	
	
	EACH
	ignore

	>>>>CHOICE Bearer Configuration
	M
	
	
	
	
	

	>>>>SN terminated Bearer
	
	
	
	
	
	

	>>>>>> PDU Session Modification Response Info – SN terminated
	M
	
	9.2.1.11
	
	–
	

	>>>>>MN terminated Bearer
	
	
	
	
	
	

	>>>>>> PDU Session Modification Response Info – MN terminated
	M
	
	9.2.1.13
	
	–
	

	>PDU sessions Released List
	
	0..1
	
	A value for PDU session ID shall only be present once in either the PDU session Admitted To Be Added List IE, or in the PDU sessions Admitted To Be Modified IE or in the PDU sessions Released List IE.
	–
	–

	>>PDU sessions released List – SN terminated
	O
	
	PDU session List

<reference>
	
	–
	

	>>PDU sessions released List  – MN terminated
	O
	
	PDU session List

<reference>
	
	–
	

	PDU sessions Not Admitted to be Added List
	O
	
	
	A value for PDU session ID shall only be present once in PDU sessions Admitted List IE and in PDU sessions Not Admitted List IE.
	YES
	ignore

	>PDU sessions not admitted List – SN terminated
	M
	
	PDU session List with Cause
9.2.1.v
	
Editor’s Note: whether distinction between SN and MN terminated bearers is necessary is FFS.
	–
	

	>PDU sessions not admitted List – MN terminated
	M
	
	PDU session List with Cause
9.2.1.v
	Editor’s Note: whether distinction between SN and MN terminated bearers is necessary is FFS.
	–
	

	S-NG-RAN node to M-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the SCG-Config message as defined in TS xx.xxx [x]
Editor’s Note: to be checked with RAN2
	YES
	ignore

	Criticality Diagnostics
	O
	
	<reference>
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256

	maxnoofBearerConfigs
	Maximum no. of BearerConfigurations Value is FFS.

Editor’s Note: So far, only MN- and SN-terminated bearer configurations are considered.


9.1.2.7
S-NODE MODIFICATION REQUEST REJECT

This message is sent by the S-NG-RAN node to inform the M-NG-RAN node that the M-NG-RAN node initiated S-NG-RAN node Modification Preparation has failed.

Direction: S-NG-RAN node ( M-NG-RAN node. 
Editor’s Note: The tabular below is FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the M-NG-RAN node
	YES
	ignore

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	ignore

	Cause
	M
	
	<reference>
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	<reference>
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.1.2.11
S-NODE RELEASE REQUEST

This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the release of resources.

Direction: M-NG-RAN node ( S-NG-RAN node. 
Editor’s Note: The tabular below is FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	ignore

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	<reference>
	
	YES
	ignore

	PDU sessions To Be Released List
	
	0..1
	
	
	YES
	ignore

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	>PDU sessions to be released List – SN terminated
	O
	
	PDU session List with Cause
9.2.1.v
	
	–
	

	>PDU sessions to be released List  – MN terminated
	O
	
	PDU session List with Cause
9.2.1.v
	
	–
	

	UE Context Kept Indicator
	O
	
	<reference>
	
	YES
	ignore


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256


9.1.2.12
S-NODE RELEASE REQUEST ACKNOWLEDGE

This message is sent by the S-NG-RAN node to the M-NG-RAN node to confirm the request to release S-NG-RAN node resources.

Direction: S-NG-RAN node ( M-NG-RAN node. 

Editor’s Note: The tabular below is FFS.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	ignore

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	reject

	PDU sessions Released List
	
	0..1
	
	
	–
	–

	>PDU sessions released List – SN terminated
	O
	
	PDU session List with mapping info for data forwarding
9.2.1.t
	
	–
	

	>PDU sessions released List – MN terminated
	O
	
	PDU session List

9.2.1.w
	
	–
	


9.1.2.13
S-NODE REJECT

This message is sent by the S-NG-RAN node to the M-NG-RAN node to reject the request to release S-NG-RAN node resources.

Direction: S-NG-RAN node ( B-NG-RAN node. 

Editor’s Note: The tabular below is FFS.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	ignore

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	<reference>
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.1.5
QoS Flow List

This IE contains a list of QoS flows with a cause value. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoS Flow Item IEs
	
	1..<maxnoofQoSFlows>
	
	
	EACH
	reject

	>QoS Flow Indicator
	M
	
	<ref>
	[FFS]
	-
	

	>Cause
	O
	
	<ref>
	[FFS]
	-
	


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is FFS.


9.2.1.6
PDU Session Setup Info – SN terminated
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL NG-U GTP Tunnel Endpoint at UPF
	M
	
	GTP Tunnel Endpoint
<reference>
	
	-
	

	Bearer Type
	M
	
	<reference>
	Editor’s Note: IP, unstructured or Ethernet
	-
	

	QoS Flows To Be Setup List
	
	1
	
	
	-
	

	>QoS Flows To Be Setup Item IEs
	
	1 ..  <maxnoofQoSFlows>
	
	
	EACH
	reject

	>>QoS Flow Indicator 
	M
	
	<reference>
	
	-
	

	>>QoS Flow Level QoS Parameters 
	M
	
	9.2.2.1
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C 
	-
	

	>>Offered GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.2.2
	This IE contains M-Node offered GBR QoS Flow Information. 
	-
	

	>>suggested MR-DC bearer type
	M
	
	MR-DC bearer type

9.2.2.a
	
	
	

	DL Forwarding
	O
	
	<reference>
	Editor’s Note: placeholder only
	-
	


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is FFS


9.2.1.7
PDU Session Setup Response Info – SN terminated
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NG-U DL GTP Tunnel Endpoint at NG-RAN
	M
	
	GTP Tunnel Endpoint
<reference>
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	1
	
	
	-
	

	>DRBS to Be Setup Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	<reference>
	
	–
	

	>>MR-DC bearer type
	M
	
	9.2.2.a
	
	–
	

	>>SN UL PDCP GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	
	

	>>QoS Flows To Be Setup List
	
	1
	
	Editor’s Note: It is FFS whether the corresponding node decides the “overall” QoS based on information of QoS flows mapped to it and whether mapping info is needed at all.
	-
	

	>>>QoS Flows To Be Setup Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	
	EACH
	reject

	>>>>QoS Flow Indicator 
	M
	
	<reference>
	
	-
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.2.2
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	
	

	QoS Flows Not Admitted List
	O
	
	QoS Flow List

9.2.1.5
	
	-
	

	DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint
<reference>
	Identifies the Xn transport bearer used for forwarding of DL PDUs
Editor’s Note: Placeholder only, FFS
	–
	

	UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint
<reference>
	Identifies the Xn transport bearer used for forwarding of UL PDUs
Editor’s Note: Placeholder only, FFS
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is FFS. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is FFS


9.2.1.8
PDU Session Setup Info – MN terminated
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Bearer Type
	M
	
	<reference>
	Editor’s Note: IP, unstructured or Ethernet
	-
	

	DRBs To Be Setup List
	
	1
	
	
	-
	

	>DRBS to Be Setup Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	<reference>
	
	–
	

	>>MR-DC bearer type
	M
	
	9.2.2.a
	
	–
	

	>>MN UL PDCP GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	
	
	

	>>RLC Mode
	
	
	9.2.2.12
	
	
	

	>>QoS Flows To Be Setup List
	
	1
	
	Editor’s Note: It is FFS whether the corresponding node decides the “overall” QoS based on information of QoS flows mapped to it and whether mapping info is needed at all.
	-
	

	>>>QoS Flows To Be Setup Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	
	EACH
	reject

	>>>>QoS Flow Indicator 
	M
	
	<reference>
	
	-
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.2.1
	
	-
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is FFS. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is FFS.


9.2.1.9
PDU Session Setup Response Info – MN terminated
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DRBs Admitted List
	
	1
	
	
	-
	

	>DRBS Admitted Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	<reference>
	
	– 
	

	>>S-Node DL SCG GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	S-NG-RAN node GTP-U tunnel endpoint of the DRB’s Xn transport at its Lower Layer SCG resource. For delivery of DL PDUs.
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is FFS. 


9.2.1.10
PDU Session Modification Info – SN terminated
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	UL NG-U GTP Tunnel Endpoint at UPF
	O
	
	GTP Tunnel Endpoint
<reference>
	
	-
	

	QoS Flows To Be Setup List
	
	0..1
	
	
	-
	

	>QoS Flows To Be Setup Item IEs
	
	1 ..  <maxnoofQoSFlows>
	
	
	EACH
	reject

	>>QoS Flow Indicator 
	M
	
	<reference>
	
	-
	

	>>QoS Flow Level QoS Parameters 
	M
	
	9.2.2.1
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C 
	-
	

	>>Offered GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.2.2
	This IE contains M-Node offered GBR QoS Flow Information. 
	-
	

	>>suggested MR-DC bearer type
	M
	
	MR-DC bearer type

9.2.2.a
	
	–
	

	DL Forwarding
	O
	
	<reference>
	Editor’s Note: placeholder only
	-
	

	QoS Flows To Be Modified List
	
	0..1
	
	
	-
	

	>QoS Flows To Be Modified Item IEs
	
	1 ..  <maxnoofQoSFlows>
	
	
	EACH
	reject

	>>QoS Flow Indicator 
	M
	
	<reference>
	
	-
	

	>>QoS Flow Level QoS Parameters 
	O
	
	9.2.2.1
	For GBR QoS flows, this IE contains GBR QoS flow information as received at NG-C 
	-
	

	>>Offered GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.2.2
	This IE contains M-Node offered GBR QoS Flow Information. 
	-
	

	>>suggested MR-DC bearer type
	O
	
	MR-DC bearer type

9.2.2.a
	
	–
	

	QoS Flows To Be Released List
	
	0..1
	QoS Flow List

9.2.1.5
	
	-
	


	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is FFS


9.2.1.11
PDU Session Modification Response Info – SN terminated
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU sessions Level QoS Parameters
	
	
	<reference>
	Includes QoS parameters to be modified
	-
	

	NG-U DL GTP Tunnel Endpoint at NG-RAN
	O
	
	GTP Tunnel Endpoint
<reference>
	S-NG-RAN node endpoint of the NG transport bearer. For delivery of DL PDUs.
	–
	

	DRBs To Be Setup List
	
	0..1
	
	
	-
	

	>DRBS to Be Setup Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	<reference>
	
	
	

	>>MR-DC bearer type
	M
	
	9.2.2.a
	
	–
	

	>>SN UL PDCP GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	
	

	>>QoS Flows To Be Setup List
	
	1
	
	Editor’s Note: It is FFS whether the corresponding node decides the “overall” QoS based on information of QoS flows mapped to it and whether mapping info is needed at all.
	-
	

	>>>QoS Flows To Be Setup Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	
	EACH
	reject

	>>>>QoS Flow Indicator 
	M
	
	<reference>
	
	-
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.2.2
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	
	

	DRBs To Be Modified List
	
	0..1
	
	
	-
	

	>DRBS to Be Modified Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	<reference>
	
	
	

	>>MR-DC bearer type
	O
	
	9.2.2.a
	
	–
	

	>>SN UL PDCP GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint <reference>
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	
	

	>>QoS Flows List
	
	1
	
	Overwriting the existing QoS Flow List
	-
	

	>>>QoS Flows Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	Editor’s Note: It is FFS whether the corresponding node decides the “overall” QoS based on information of QoS flows mapped to it and whether mapping info is needed at all.
	EACH
	reject

	>>>>QoS Flow Indicator 
	M
	
	<reference>
	
	-
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.2.2
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	
	

	DRBs To Be Released List
	
	0..1
	
	
	-
	

	>DRBS to Be Released Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	<reference>
	
	-
	

	>>Cause
	O
	
	<reference>
	
	-
	

	QoS Flows Not Admitted to be Added or Modified List
	O
	
	QoS Flow List

9.2.1.5
	
	-
	

	
	
	
	

	
	
	

	
	
	
	

	
	
	

	QoS Flows  Released List
	O
	
	QoS Flow List

9.2.1.5
	
	-
	

	DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint
<reference>
	Identifies the Xn transport bearer used for forwarding of DL PDUs
Editor’s Note: Placeholder only, FFS
	–
	

	UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint
<reference>
	Identifies the Xn transport bearer used for forwarding of UL PDUs
Editor’s Note: Placeholder only, FFS
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is FFS. 

	maxnoofQoSFlows
	Maximum no. of QoS flows. Value is FFS


9.2.1.12
PDU Session Modification Info – MN terminated
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Bearer Type
	M
	
	<reference>
	Editor’s Note: IP, unstructured or Ethernet
FFS whether this IE is necessary or at least should be set to optional.
	-
	

	DRBs To Be Setup List
	
	1
	
	
	-
	

	>DRBS to Be Setup Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>DRB-ID
	M
	
	<refernce>
	
	–
	

	>>MR-DC bearer type
	M
	
	9.2.2.a
	
	–
	

	>>MN UL PDCP GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	
	
	

	>>RLC Mode
	
	
	9.2.2.12
	
	
	

	>>QoS Flows To Be Setup List
	
	1
	
	Editor’s Note: It is FFS whether the corresponding node decides the “overall” QoS based on information of QoS flows mapped to it and whether mapping info is needed at all.
	-
	

	>>>QoS Flows To Be Setup Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	
	EACH
	reject

	>>>>QoS Flow Indicator 
	M
	
	<reference>
	
	-
	

	>>>>QoS Flow Level QoS Parameters 
	M
	
	9.2.2.1
	
	-
	

	DRBs To Be Modified List
	
	0..1
	
	
	-
	

	>DRBS to Be Modified Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	<reference>
	
	
	

	>>MR-DC bearer type
	O
	
	9.2.2.a
	
	–
	

	>>SN UL PDCP GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint <reference>
	S-NG-RAN node endpoint of a DRB’s Xn transport bearer at its PDCP resource. For delivery of UL PDUs.
	
	

	>>QoS Flows List
	
	1
	
	Overwriting the existing QoS Flow List
	-
	

	>>>QoS Flows Item IEs
	
	1 ..  <maxnoof QoS Flows>
	
	Editor’s Note: It is FFS whether the corresponding node decides the “overall” QoS based on information of QoS flows mapped to it and whether mapping info is needed at all.
	EACH
	reject

	>>>>QoS Flow Indicator 
	M
	
	<reference>
	
	-
	

	>>>>MCG requested GBR QoS Flow Information 
	O
	
	GBR QoS Flow Information

9.2.2.2
	This IE contains GBR QoS Flow Information necessary for the MCG part. 
	
	

	DRBs To Be Released List
	O
	
	DRB List with Cause
9.2.1.v1
	
	-
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is FFS. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is FFS.


9.2.1.13
PDU Session Modification Response Info – MN terminated
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DRBs Admitted to be Setup or Modified List
	
	1
	
	
	-
	

	>DRBS Admitted to be Setup or Modified Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>>SN DL SCG GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint <reference>
	S-NG-RAN node GTP-U tunnel endpoint of the DRB’s Xn transport at its Lower Layer SCG resource. For delivery of DL PDUs.
	
	

	DRBs Released List
	O
	
	DRB List

9.2.1.w1
	
	-
	

	DRBs Not Admitted To Be Setup or Modified List
	O
	
	DRB List with Cause
9.2.1.v1
	
	-
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is FFS. 


9.2.1.s
DRB to QoS Flow Mapping List
This IE contains a list of DRBs containing information about mapped QoS flows. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DRBS Item IEs
	
	1 ..  <maxnoof DRBs>
	
	
	EACH
	reject

	>DRB ID
	M
	
	<reference>
	
	
	

	>QoS Flows List
	
	1
	
	
	-
	

	>>QoS Flow Item IEs
	
	1..<maxnoofQoSFlows>
	
	
	EACH
	reject

	>>>QoS Flow Indicator
	M
	
	<ref>
	
	-
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is FFS. 

	maxnoofQoSFlows
	Maximum no. of QoS flows allowed within one PDU session. Value is FFS.


9.2.1.t
PDU Session List with mapping info for data forwarding
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session List with mapping info for data forwarding
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>PDU session ID
	M
	
	<reference>
	
	–
	

	>Cause
	O
	
	<reference>
	
	–
	

	>DRB to QoS Flow Mapping List
	O
	
	9.2.1.s
	
	–
	

	>DL Data Forwarding Request
	O
	
	9.2.1.x
	
	–
	


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256


9.2.1.u
PDU Session List with data forwarding info
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Release Request with SDAP Change Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>PDU session ID
	M
	
	<reference>
	
	–
	

	>Data Forwarding Info from target NG-RAN node
	O
	
	9.2.1.y
	
	–
	


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256


9.2.1.v
PDU Session List with Cause
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session List with Cause
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>PDU session ID
	M
	
	<reference>
	
	–
	

	>Cause
	O
	
	<reference>
	
	–
	


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256


9.2.1.w
PDU Session List
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session List
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>PDU session ID
	M
	
	<reference>
	
	–
	


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256


9.2.1.v1
DRB List with Cause
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DRB List with Cause
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>DRB ID
	M
	
	<reference>
	
	–
	

	>Cause
	O
	
	<reference>
	
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of PDU sessions. Value is FFS


9.2.1.w1
DRB List
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	DRB List
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>DRB ID
	M
	
	<reference>
	
	–
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs. Value is FFS


<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

9.2.2.a
MR-DC bearer type
This IE defines a DRB’s lower layer MR-DC bearer type.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MR-DC bearer type
	M
	
	ENUMERATED (MCG, SCG, split)
	


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
