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	Reason for change:
	In order to fully exploit the advantage of centralised User Plane functions providing services to a cluster of logical RAN nodes, it necessary to support keeping the UP termination point on the NG interface. For HO it is possible to keep the RAN side termination point of the NG-U bearers.
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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

9.2.3.2.2
U-Plane Handling

9.2.3.2.2.x
Data loss avoidance during HO
Void.

U-Plane handling for handover is not complete and is targeted for completion in June 2018.

9.2.3.2.2.x
NG-U anchor at NG-RAN during HO
If an NG-U termination for a PDU Session tunnel can be kept at inter-NG-RAN node handover, the source NG-RAN node notifies the target NG-RAN node about this possibility by providing the NG-U DL GTP-U Tunnel Endpoint Identifier of the NG-U bearer of the corresponding NG-U PDU Session tunnel. The target NG-RAN node informs the 5GC at Path Switch Request that the NG-U DL GTP-U Tunnel Endpoint Identifier at the NG-RAN has not changed for the corresponding NG-U PDU Session tunnel. 
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
