3GPP TSG-RAN WG3 Meeting #99
R3-181447
Athens, Greece, 26th Feburary- 2nd March  2018
	CR-Form-v11.2

	CHANGE REQUEST

	

	
	38.425
	CR
	0015
	rev
	1
	Current version:
	15.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Triggering of DDDS delivery

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R3

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	14-02-2018

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	In order to ensure that a too frequent DDDS request does not cause a system overload it needs to be possible for the corresponding node to avoid sending a DDDS upon recetion of a Report Polling Flag 

	
	

	Summary of change:
	TS38.425 should be corrected to say that if the Reporting Poll Flag is received the corresponding node should send the DDDS
Rev1: Modification of the conditions upon which corresponding node may not send DDDS



	
	

	Consequences if not approved:
	An excessive usage of the Report Polling Flag may lead the corresponding node to overload

	
	

	Clauses affected:
	5.4.1.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ...

	affected:
	
	x
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	x
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


Beginning of Text Proposal to TS 38.425

5.4.1
Transfer of Downlink User Data

5.4.1.1
Successful operation

The purpose of the Transfer of Downlink User Data procedure is to provide NR-U specific sequence number information at the transfer of user data carrying a DL NR PDCP PDU from the node hosting the NR PDCP entity to the corresponding node.

An NR user plane instance making use of the Transfer of Downlink User Data procedure is associated to a single data bearer only. The Transfer of Downlink User Data procedure is invoked whenever user data for that particular data bearer needs to be sent to the corresponding node.

The node hosting the NR PDCP entity shall assign consecutive NR-U sequence numbers to each transferred NR-U packet.

The corresponding node shall detect whether an NR-U packet was lost and memorise the respective sequence number after it has declared the respective NR-U packet as being "lost".

The corresponding node shall transfer the remaining NR PDCP PDUs towards the UE and memorise the highest NR PDCP PDU sequence number of the NR PDCP PDU that was successfully delivered in sequence towards the UE (in case RLC AM is used) and the highest NR PDCP PDU sequence number of the NR PDCP PDU that was transmitted to the lower layers.

The corresponding node shall send the DL DATA DELIVERY STATUS if the Report Polling Flag is set, unless a situation of overload at the corresponding node is encountered.

NOTE:
The Transfer of Downlink User Data procedure and the associated feedback of lost NR-U packets assist the node hosting the NR PDCP entity in avoiding NR PDCP HFN de-synchronisation. If a deployment decides to not use the Transfer of Downlink User Data procedure, NR PDCP HFN synchronization should be ensured by other means.

The node hosting the NR PDCP entity can indicate to the corresponding node to either discard all NR PDCP PDU's up to a defined DL discard NR PDCP PDU SN or discard one or a number of blocks of downlink NR PDCP PDUs.
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Figure 5.4.1.1-1: Successful Transfer of Downlink User Data

5.4.1.2
Unsuccessful operation

Void.
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