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[bookmark: _Toc486183576]
[bookmark: _Toc503514694]9.2.1.86	M3 Configuration
This IE defines the parameters for M3 measurement collection.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	M3 Collection Period
	M
	
	ENUMERATED (ms100, ms1000, ms10000, …, ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, min1)
	



------------------------------------------
Skip to next change
------------------------------------------


[bookmark: _Toc503514797]9.3.4	Information Element Definitions
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

S1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) s1ap (1) version1 (1) s1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-E-RABInformationListItem,
	id-E-RABItem,
	id-Bearers-SubjectToStatusTransfer-Item,
	id-Time-Synchronisation-Info,
	id-x2TNLConfigurationInfo,
	id-eNBX2ExtendedTransportLayerAddresses,
	id-MDTConfiguration,
	id-Time-UE-StayedInCell-EnhancedGranularity,
	id-HO-Cause,
	id-M3Configuration,
	id-M4Configuration,
	id-M5Configuration,
	id-MDT-Location-Info,
	id-SignallingBasedMDTPLMNList,
	id-MobilityInformation,
	id-ULCOUNTValueExtended,
	id-DLCOUNTValueExtended,
	id-ReceiveStatusOfULPDCPSDUsExtended,
	id-eNBIndirectX2TransportLayerAddresses,
	id-Muting-Availability-Indication,
	id-Muting-Pattern-Information,
	id-NRrestriction,
	id-Synchronisation-Information,
	id-uE-HistoryInformationFromTheUE,
	id-LoggedMBSFNMDT,
	id-SON-Information-Report,
	id-RecommendedCellItem,
	id-RecommendedENBItem,
	id-ProSeUEtoNetworkRelaying,
	id-ULCOUNTValuePDCP-SNlength18,
	id-DLCOUNTValuePDCP-SNlength18,
	id-ReceiveStatusOfULPDCPSDUsPDCP-SNlength18,
	id-M6Configuration,
	id-M7Configuration,
	id-RAT-Type,
	id-extended-e-RAB-MaximumBitrateDL,
	id-extended-e-RAB-MaximumBitrateUL,
	id-extended-e-RAB-GuaranteedBitrateDL,
	id-extended-e-RAB-GuaranteedBitrateUL,
	id-extended-uEaggregateMaximumBitRateDL,
	id-extended-uEaggregateMaximumBitRateUL,
	id-SecondaryRATusageReportItem,
	id-E-RABUsageReportItem,
	id-UEAppLayerMeasConfig,
	maxnoofCSGs,
	maxnoofE-RABs,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofPLMNsPerMME,
	maxnoofTACs,
	maxnoofEPLMNs,
	maxnoofEPLMNsPlusOne,
	maxnoofForbLACs,
	maxnoofForbTACs,
	maxnoofCells,
	maxnoofCellID,
	maxnoofDCNs,
	maxnoofEmergencyAreaID,
	maxnoofTAIforWarning,
	maxnoofCellinTAI,
	maxnoofCellinEAI,
	maxnoofeNBX2TLAs,
	maxnoofeNBX2ExtTLAs,
	maxnoofeNBX2GTPTLAs,
	maxnoofRATs,
	maxnoofGroupIDs,
	maxnoofMMECs,
	maxnoofTAforMDT,
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-- M

M3Configuration ::= SEQUENCE {
	m3period			M3period,
	iE-Extensions		ProtocolExtensionContainer { { M3Configuration-ExtIEs} } OPTIONAL,
	...
}

M3Configuration-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

M3period ::= ENUMERATED {ms100, ms1000, ms10000, ...,ms1024, ms1280, ms2048, ms2560, ms5120, ms10240, min1 } 

M4Configuration ::= SEQUENCE {
	m4period			M4period,
	m4-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M4Configuration-ExtIEs} } OPTIONAL,
	...
}

M4Configuration-ExtIEs S1AP-PROTOCOL-EXTENSION ::= {
	...
}

M4period ::= ENUMERATED {ms1024, ms2048, ms5120, ms10240, min1, ... } 

M5Configuration ::= SEQUENCE {
	m5period			M5period,
	m5-links-to-log		Links-to-log,
	iE-Extensions		ProtocolExtensionContainer { { M5Configuration-ExtIEs} } OPTIONAL,
	...
}


