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3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

F1-U
F1 User plane interface

F1-C
F1 Control plane interface

F1AP
F1 Application Protocol

GTP-U
GPRS Tunnelling Protocol

IP
Internet Protocol

NR-MIB
NR-Master Information Block

O&M
Operation and Maintenance
PA
Paging Area

PF
Paging Frame

PO
Paging Occasion

QoS
Quality of Service
RRC
Radio Resource Control

SCTP
Stream Control Transmission Protocol
SIB1
System Information Block 1
TNL
Transport Network Layer
< unchanged text omitted >
5.2.1
F1 interface management function
The error indication function is used by the gNB-DU or gNB-CU to indicate to the gNB-CU or gNB-DU that an error has occurred.

The reset function is used to initialize the peer entity after node setup and after a failure event occurred. This procedure can be used by both the gNB-DU and the gNB-CU.

The F1 setup function allows to exchange application level data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface. The F1 setup is initiated by the gNB-DU.

The gNB-CU Configuration Update and gNB-DU Configuration Update functions allow to update application level configuration data needed between gNB-CU and gNB-DU to interoperate correctly over the F1 interface, and may activate or deactivate cells.
The F1 setup and gNB-DU Configuration Update functions allow to inform the S-NSSAI(s) supported by the gNB-DU.
< unchanged text omitted >
5.2.3
F1 UE context management function

The F1 UE context management function supports the establishment and modification of the necessary overall initial UE context.

The establishment of the F1 UE context is initiated by the gNB-CU and accepted or rejected by the gNB-DU based on admission control criteria (e.g., resource not available).

The modification of the F1 UE context can be initiated by either gNB-CU or gNB-DU. The receiving node can accept or reject the modification. The F1 UE context management function also supports the release of the context previously established in the gNB-DU. The release of the context is triggered by the gNB-CU either directly or following a request received from the gNB-DU. The gNB-CU request the gNB-DU to release the UE Context when the UE enters RRC_IDLE or RRC_INACTIVE.
This function can be also used to manage radio bearers (RB), i.e., establishing, modifying and releasing RB resources. The establishment and modification of RB resources are triggered by the gNB-CU and accepted/rejected by the gNB-DU based on resource reservation information and QoS information to be provided to the gNB-DU. For each DRB to be setup or modified, the S-NSSAI may be provided by gNB-CU to the gNB-DU in the UE Context Setup procedure and the UE Context Modification procedure.
The mapping between QoS flows and radio bearers is performed by gNB-CU and the granularity of bearer related management over F1 is radio bearer level. To support PDCP duplication for intra-DU CA, one data radio bearer should be configured with two GTP-U tunnels between gNB-CU and a gNB-DU.
Editor’s note: How to provide QoS information to gNB-DU is FFS.
< unchanged text omitted >
5.2.x1
gNB-DU and gNB-CU measurement reporting function (FFS)

Editor’s note: Further detail is FFS.
The gNB-DU and gNB-CU measurement reporting functions are used to report measurements provided by a gNB-DU and a gNB-CU, respectively. 

5.2.x2
Load management function (FFS)

Editor’s note: Further detail is FFS.
The load management function allows the gNB-CU and gNB-DU to request the reporting of load information to the gNB-DU and the gNB-CU, respectively. 
5.2.x3
Paging function 

The gNB-DU is responsible for transmitting the paging information according to the scheduling parameters provided.

The gNB-CU provides paging information to enable the gNB-DU to calculate the exact PO and PF. The gNB-CU determines the PA. The gNB-DU consolidates all the paging records for a particular PO, PF and PA, and encodes the final RRC message and broadcasts the paging message on the respective PO, PF in the PA.
< unchanged text omitted >
6.1.3 
RRC Message Transfer procedures

The F1 RRC message transfer procedures are listed below:

-
Initial UL RRC Message Transfer procedure
-
UL RRC Message Transfer procedure
-
DL RRC Message Transfer procedure
< unchanged text omitted >

6.1.y1
System Information procedures

The F1 System information procedures are listed below:

-
System Information Delivery Command procedure

6.1.y2
Paging procedures 

The F1 Paging procedures are listed below:

-
Paging procedure

