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1. Introduction
This paper discuss and propose to clarify the 36.423 RRC TRANSFER message its NR UE Measurement report IE is 38.331 UL-DCCH-message and transparent to MeNB.
2. Discussion

The RRC Container IE in 36.423 RRC TRANSFER in message is currently referring to the NR UE Measurement report of TS38.331. 
In order for MeNB to extract the 38.331 measurementReport message, when receiving 36.331 ULInformationTransferMRDC message, which includes UL-DCCH-Message as defined in TS 38.331, the MeNB need to understand into the detail of ASN.1 structure of 38.331. (see Annex that show the 38.331 ASN.1 structure of UL-DCCH-Message).

It is originally designed that the MeNB will be impacted as small as possible from the newly adding by 38.331, in this sense, instead of referring to any IE in deep level of 38.331, it would be easier for MeNB to transfer the received message of 38.331, which in this case it will be included in 36.331 UL-DCCH-MessageNR IE.

Alternatively, this RRC Container IE in 36.423 RRC TRANSFER message can refer to 36.331 ULInformationTransferMRDC message, this however will require the en-gNB to dig into the IE in deep level of 36.331 ASN.1 structure, which give implementation burden to the en-gNB.
Therefore, the easiest way is to refer to 38.331 UL-DCCH-message.
Proposal: in order to have less impact on MeNB as much as possible, the NR UE Measurement report IE in RRC TRANSFER message is clarified to be the 36.331 UL-DCCH-MessageNR which include UL-DCCH-Message as defined in TS38.331. Accordingly, the NR UE Measurement report IE is changed to UL-DCCH-MessageNR IE.
3. Conclusion and Proposal
This paper discuss and propose to clarify the 36.423 RRC TRANSFER message its NR UE Measurement report IE is 38.331 UL-DCCH-message and transparent to MeNB.
Proposal: in order to have less impact on MeNB as much as possible, the NR UE Measurement report IE in RRC TRANSFER message is clarified to be the 36.331 UL-DCCH-MessageNR which include UL-DCCH-Message as defined in TS38.331. Accordingly, the NR UE Measurement report IE is changed to UL-DCCH-MessageNR IE.

Companion draft CR is provided in R3-182012.
Annex 

36.331v15.1.0 

ULInformationTransferMRDC
The ULInformationTransferMRDC message is used for the uplink transfer of MR DC information (i.e. for the case the SCG employs another RAT e.g. for transferring the NR RRC Measurement Report message).

Signalling radio bearer: SRB1
RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

ULInformationTransferMRDC message
-- ASN1START

ULInformationTransferMRDC-r15 ::=


SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




ulInformationTransferMRDC-r15


ULInformationTransferMRDC-r15-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

ULInformationTransferMRDC-r15-IEs ::=
SEQUENCE {


ul-DCCH-MessageNR-r15


OCTET STRING





OPTIONAL,


lateNonCriticalExtension

OCTET STRING





OPTIONAL,


nonCriticalExtension 


SEQUENCE {}






OPTIONAL

}

-- ASN1STOP

	ULInformationTransferMRDC field descriptions

	ul-DCCH-MessageNR
Includes the UL-DCCH-Message as defined in TS 38.331 [82]. In this version of the specification, the field is only used to transfer the NR RRC MeasurementReport message.


38.331v15.1.0

UL-DCCH-Message
The UL-DCCH-Message class is the set of RRC messages that may be sent from the UE to the network on the uplink DCCH logical channel.

-- ASN1START

-- TAG-UL-DCCH-MESSAGE-START

UL-DCCH-Message ::= SEQUENCE {


message










UL-DCCH-MessageType

}

UL-DCCH-MessageType ::= CHOICE {


c1





CHOICE {



UL-DCCH-Message






MeasurementReport,



rrcReconfigurationComplete




RRCReconfigurationComplete,



spare14 NULL, spare13 NULL, spare12 NULL,



spare11 NULL, spare10 NULL, spare9 NULL,



spare8 NULL, spare7 NULL, spare6 NULL,



spare5 NULL, spare4 NULL, spare3 NULL,



spare2 NULL, spare1 NULL

},


messageClassExtension
SEQUENCE {}

}

-- TAG-UL-DCCH-MESSAGE-STOP

-- ASN1STOP
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