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1   Introduction
Proposal 1: RAN3 is kindly asked to agree the text proposal (below) for TS 38.423. 

2   Reference
[1] RAN3#NR-AH-1801 Chairman report 

[2] TS 38.413, NG Application Protocol (NGAP)
[3] TS 23.502, Procedures for the 5G System, Stage 2.
[4] R3-181488, LS on Support User Plane Encryption in UP security policy
[5] R3-182018, Further update to User Plane security impact on Ng interface
3   Text Proposal to TS 38.423 (V0.7.0)
	Start of the first change 


9.2.2.20
Security Indication

This IE contains the UP integrity protection indication and ciphering indication that indicate whether the UP integrity and ciphering are configured for corresponding PDU sessions, respectively.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Integrity Protection Indication
	M
	
	
BOOLEAN


	TRUE indicates that the concerned PDU session is enabled with integrity protection by the 5GC, while FALSE indicates that the concerned PDU session is not enabled with integrity protection by the 5GC.

	Ciphering Indication
	M
	
	
BOOLEAN


	TRUE indicates that the concerned PDU session is enabled with ciphering by the 5GC, while FALSE indicates that the concerned PDU session is not enabled with ciphering by the 5GC.


	End of the first change 


	Start of the second change 


9.2.2.26
Cause

The purpose of the Cause IE is to indicate the reason for a particular event for the NGAP protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED
(Unspecified,

UP integrity protection not possible, UP ciphering not possible, …)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Unspecified,
…)
	

	>NAS
	
	
	
	

	>>NAS Cause
	M
	
	ENUMERATED (

Unspecified, 

…)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,
Abstract Syntax Error (Reject),
Abstract Syntax Error (Ignore and Notify),
Message not Compatible with Receiver State,

Semantic Error,

Abstract Syntax Error (Falsely Constructed Message), Unspecified, …)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(, …)
	


	End of the second change 


3GPP


