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Introduction
[bookmark: _Hlk496548534]In this contribution we discuss the case of UE context setup and specifically the priority of the cells in the potential SpCell list and we present our views.
Discussion
In the UE Context Setup Failure message, the gNB-DU sends the Potential SpCell List to the gNB-CU. We believe that it is be beneficial if the gNB-DU sends the cells in a priority order. How this priority is assigned by the gNB-DU may be left up to implementation e.g., it could be based on load. For example, the cells can be included from the least loaded to the most loaded which is an information that can be utilized by the gNB-CU when further selecting the SpCell. Based on that we propose that the cells in the Potential SpCell list are sent in priority order from gNB-DU to the gNB-CU. 
Proposal 1	The cells in the Potential SpCell list are sent in priority order from gNB-DU to the gNB-CU. How the gNB-DU assigns the priority in the Potential SpCell list is up to implementation.
Conclusion
[bookmark: _In-sequence_SDU_delivery]In this contribution, we discussed issues related to the priority of the cells in UE context setup and made the following proposal.
Proposal 1	The cells in the Potential SpCell list are sent in priority order from the gNB-DU to the gNB-CU. How the gNB-DU assigns the priority in the Potential SpCell list is up to implementation.
Proposal 2	RAN3 is kindly asked to agree with CR implementing these proposals in [1]
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