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1
Introduction
In an associated paper, we propose that the gNB is configured with its supported slices per TA and different configurations by the OAM, which should be explicitly captured in 38.300. 
This contribution provides the corresponding text proposals for TS 38. 300
2
Text Proposal
START OF CHANGES for 38.300
16.3.1
General Principles and Requirements

The unchanged part is skipped. 
Slice Availability

-
Some slices may be available only in part of the network. The NG-RAN supported S-NSSAI(s) is configured by OAM. Awareness in the NG-RAN of the slices supported in the cells of its neighbours may be beneficial for inter-frequency mobility in connected mode. It is assumed that the slice availability does not change within the UE’s registration area. 
-
The NG-RAN and the 5GC are responsible to handle a service request for a slice that may or may not be available in a given area. Admission or rejection of access to a slice may depend by factors such as support for the slice, availability of resources, support of the requested service by NG-RAN.

16.3.3
Resource Isolation and Management

Resource isolation enables specialized customization and avoids one slice affecting another slice.

Hardware/software resource isolation is up to implementation. Each slice may be assigned with either shared or dedicated radio resource up to RRM implementation and SLA.

To enable differentiated handling of traffic for network slices with different SLA:

-
NG-RAN is configured with a set of different configurations for different network slices by OAM;

-
To select the appropriate configuration for the traffic for each network slice, NG-RAN receives relevant information indicating which of the configurations applies for this specific network slice.
END OF CHANGES for 38.300
