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Introduction
This is the proposed stage3 TP for BL CR TS38.473 corresponding to CB# 58 as below:

CB: # 58_Paging_FFS

- capture agreements

- further check text

- merge proposals from 0346 (if agreeable)

- Sec. 9.1.3.x/y, add FFS for better reference (cfr Rapp)

- Keep FFSs wherever applicable

(ZTE)

Rev in R3-180600
Annex -TP for TS38.473 

8.6.1
Paging 
8.6.1.1
General
The purpose of the Paging procedure is used to provide the paging information to enable gNB-DU to page a UE. The procedure uses non-UE associated signalling.

8.6.1.2
Successful Operation
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Figure 8.6.1.2-1: Paging procedure. Successful operation.
The gNB-CU initiates the procedure by sending a PAGING message.

The Paging DRX IE may be included in the PAGING message, and if present the gNB-DU may use it to determine the final paging cycle for the UE.

The Paging Priority IE may be included in the PAGING message, and if present the gNB-DU may use it according to TS 23.501.

At the reception of the PAGING message, the gNB-DU shall perform paging of the UE in cells which belong to cells as indicated in the Paging Cell List IE.

8.6.1.3
Abnormal Conditions

Not applicable.

9.2.6
Paging messages

9.2.6.1
PAGING

This message is sent by the gNB-CU and is used to request the gNB-DU to page UEs.

Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	UE Identity Index value
	M
	
	9.3.1.X
	
	YES
	reject

	UE Paging identity
	M
	
	FFS (pending to RAN2)
	
	YES
	reject

	Paging DRX
	O
	
	9.3.1.Y
	
	YES
	ignore

	Paging Priority
	O
	
	9.3.1.Z
	
	YES
	ignore

	Paging Cell List 
	
	1
	
	
	
	

	>Paging Cell Item IEs
	
	1 .. <maxnoofPagingCells>
	
	
	EACH
	ignore

	>>NCGI
	M
	
	9.3.1.12
	
	-
	


	Range bound
	Explanation

	maxnoofPagingCells
	Maximum no. of paging cells, the maximum value is FFS. 


Editor’s note: The detailed definition for the IEs above and the inclusion of additional IEs is FFS.

9.3
Information Element Definitions

9.3.1
Radio Network Layer Related IEs

9.3.1.X
UE Identity Index value

This IE is used by the gNB-DU to calculate the Paging Frame.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	UE Identity Index Value
	M
	
	FFS
	Coding is pending to RAN2.


9.3.1.Y
Paging DRX 
This IE indicates the Paging DRX.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging DRX
	M
	
	FFS
	Coding is pending to RAN2.


9.3.1.Z Paging Priority

This IE indicates the paging priority for paging a UE.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Paging Priority
	M
	
	FFS
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