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9.3.1.27
RLC Mode
The RLC Mode IE indicates the RLC Mode used for a DRB.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	RLC Mode
	
	
	ENUMERATED (

RLC-AM, RLC-UM-Bidirectional, RLC-UM-Unidirectional-UL, RLC-UM-Unidirectionall-DL, …)
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-- R

RANAC ::= INTEGER (0..64)
RANUEPagingIdentity ::= SEQUENCE
{


iRNTI





BIT STRING (SIZE(40)),


iE-Extensions



ProtocolExtensionContainer { { RANUEPagingIdentity-ExtIEs } }
OPTIONAL}

RANUEPagingIdentity-ExtIEs 
F1AP-PROTOCOL-EXTENSION ::= {


...

}

ResourceCoordinationTransferContainer ::= OCTET STRING

RepetitionPeriod ::= INTEGER (0..131071, ...)
RLCMode ::= ENUMERATED {


rlc-am,


rlc-um-bidirectional,


rlc-um-unidirectional-ul,


rlc-um-unidirectional-dl,


...
}

RRCContainer ::= OCTET STRING
RRCRconfigurationCompleteIndicator
::= ENUMERATED {true, ...}
