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Introduction
[bookmark: _GoBack]This CR for follows the discussion in R3-184133. To align XnAP and RRC, we propose to add two code points to the RLC Mode IE for unidirectional bearers.
NOTE: since XnAP ASN.1 is no yet frozen, there are on problems with non-backward compatibility. 
TP for BL CR for TS 38.423

<<<<<< NEXT CHANGE >>>>>>

[bookmark: _Toc505097721][bookmark: _Toc505097914][bookmark: _Toc515565912][bookmark: _Toc515967648]9.2.3.28	RLC Mode
The RLC Mode IE indicates the RLC Mode used for a DRB.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	RLC Mode
	M
	
	ENUMERATED (
RLC-AM, RLC-UM-Bidirectional, RLC-UM-Unidirectional-UL, RLC-UM-Unidirectional-DL, … )
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[bookmark: _Hlk513532370]RANAC ::= BIT STRING (SIZE(6))


[bookmark: _Hlk515439004]RANAreaID ::= SEQUENCE {
	tAC					TAC,
	rANAC				RANAC												OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {RANAreaID-ExtIEs} } 	OPTIONAL,
	...
}

RANAreaID-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


RANAreaID-List ::= SEQUENCE (SIZE(1..maxnoofRANAreasinRNA)) OF RANAreaID


RANAC-Item ::= SEQUENCE {
	rANAC		RANAC,
	iE-Extensions		ProtocolExtensionContainer { {RANAC-Item-ExtIEs} } OPTIONAL,
	...
}

RANAC-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk513533037]RANPagingArea ::= SEQUENCE {
	pLMN-Identity			PLMN-Identity,
	rANPagingAreaChoice		RANPagingAreaChoice,
	iE-Extensions			ProtocolExtensionContainer { {RANPagingArea-ExtIEs} } OPTIONAL,
	...
}

RANPagingArea-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

RANPagingAreaChoice ::= CHOICE {
	cell-List			NG-RAN-Cell-Identity-ListinRANPagingArea,
	rANAreaID-List		RANAreaID-List,
	choice-extension	ProtocolExtensionContainer { {RANPagingAreaChoice-ExtIEs} }, -- This IE may need to be refined --
	...
}

RANPagingAreaChoice-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515246357]RANPagingAttemptInfo ::= SEQUENCE {
	pagingAttemptCount					INTEGER (1..16, ...),
	intendedNumberOfPagingAttempts		INTEGER (1..16, ...),
	nextPagingAreaScope					ENUMERATED {same, changed, ...}	OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { {RANPagingAttemptInfo-ExtIEs} } OPTIONAL,
	...
}

RANPagingAttemptInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk513549472]RANPagingPriority ::= INTEGER (1..256)


ReferenceID ::= INTEGER (1..64, ...) -- This IE may need to be refined.


ReflectiveQoSAttribute ::= ENUMERATED {subject-to-reflective-QoS, ...}


ReportArea ::= ENUMERATED {
	cell,
	...
}


ResetRequestTypeInfo ::= CHOICE {
	fullReset			ResetRequestTypeInfo-Full,
	partialReset		ResetRequestTypeInfo-Partial,
	choice-extension	ProtocolExtensionContainer { {ResetRequestTypeInfo-ExtIEs} }, -- This IE may need to be refined --
	...
}

ResetRequestTypeInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ResetRequestTypeInfo-Full ::= SEQUENCE {
	iE-Extension					ProtocolExtensionContainer { {ResetRequestTypeInfo-Full-ExtIEs} } OPTIONAL,
	...
}

ResetRequestTypeInfo-Full-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ResetRequestTypeInfo-Partial ::= SEQUENCE {
	ue-contexts-ToBeReleasedList	ResetRequestPartialReleaseList,
	iE-Extension					ProtocolExtensionContainer { {ResetRequestTypeInfo-Partial-ExtIEs} } OPTIONAL,
	...
}

ResetRequestTypeInfo-Partial-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ResetRequestPartialReleaseList ::= SEQUENCE (SIZE(1..maxnoofUEContexts)) OF ProtocolIE-Single-Container { {ResetRequestPartialReleaseItemIEs} }

ResetRequestPartialReleaseItemIEs XNAP-PROTOCOL-IES ::= {
	{ ID id-ResetRequestPartialReleaseItem		CRITICALITY reject	TYPE ResetRequestPartialReleaseItem		PRESENCE mandatory},
	...
}

ResetRequestPartialReleaseItem ::= SEQUENCE {
	ng-ran-node1UEXnAPID						NG-RANnodeUEXnAPID,
	ng-ran-node2UEXnAPID						NG-RANnodeUEXnAPID,
	iE-Extensions							ProtocolExtensionContainer { {ResetRequestPartialReleaseItem-ExtIEs} } OPTIONAL,
	...
}

ResetRequestPartialReleaseItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ResetResponseTypeInfo ::= CHOICE {
	fullReset			ResetResponseTypeInfo-Full,
	partialReset		ResetResponseTypeInfo-Partial,
	choice-extension	ProtocolExtensionContainer { {ResetResponseTypeInfo-ExtIEs} }, -- This IE may need to be refined --
	...
}

ResetResponseTypeInfo-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ResetResponseTypeInfo-Full ::= SEQUENCE {
	iE-Extension					ProtocolExtensionContainer { {ResetResponseTypeInfo-Full-ExtIEs} } OPTIONAL,
	...
}

ResetResponseTypeInfo-Full-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ResetResponseTypeInfo-Partial ::= SEQUENCE {
	ue-contexts-AdmittedToBeReleasedList	ResetResponsePartialReleaseList,
	iE-Extension					ProtocolExtensionContainer { {ResetResponseTypeInfo-Partial-ExtIEs} } OPTIONAL,
	...
}

ResetResponseTypeInfo-Partial-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ResetResponsePartialReleaseList ::= SEQUENCE (SIZE(1..maxnoofUEContexts)) OF ProtocolIE-Single-Container { {ResetResponsePartialReleaseItemIEs} }

ResetResponsePartialReleaseItemIEs XNAP-PROTOCOL-IES ::= {
	{ ID id-ResetResponsePartialReleaseItem		CRITICALITY reject	TYPE ResetResponsePartialReleaseItem		PRESENCE mandatory},
	...
}

ResetResponsePartialReleaseItem ::= SEQUENCE {
	ng-ran-node1UEXnAPID						NG-RANnodeUEXnAPID,
	ng-ran-node2UEXnAPID						NG-RANnodeUEXnAPID,
	iE-Extensions							ProtocolExtensionContainer { {ResetResponsePartialReleaseItem-ExtIEs} } OPTIONAL,
	...
}

ResetResponsePartialReleaseItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk513543921]RLCMode ::= ENUMERATED {
	rlc-am,
	rlc-um-bidirectional,
	rlc-um-unidirectional-ul,
	rlc-um-unidirectional-dl,
	...
}


[bookmark: _Hlk515435069]RFSP-Index ::= INTEGER (1..256)

