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1 Introduction
This contribution will capture the system simulation results based on PF scheduling for MMSE-IRC receiver into TR.
2 TP proposal
-------------------------------------------- -- Start of Change ---------------------------------------------

5.2
Targeted and interference channels 

<Text will be added>
5.2.x
System simulation results (PF scheduling) 

This section will capture the system simulation results based on PF scheduling.

5.2.x.1
Homogeneous network 

Figure 5.2.x.1-1~Y provide the companies simulation results for wideband SINR under the homogeneous network.
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Figure 5.2.x.1-1: Huawei simulation results for wideband SINR

Figure 5.2.x.1-n~nY provide the companies simulation results for DIP values under the homogeneous network.
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Figure 5.2.x.1-n: Huawei simulation results for DIP values

5.2.x.2
Heterogeneous network 

Figure 5.2.x.2-1~Y provide the companies simulation results for wideband SINR under the homogeneous network.
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Figure 5.2.x.2-1: Huawei simulation results for wideband SINR

Figure 5.2.x.2-n~nY provide the companies simulation results for DIP values under the homogeneous network.
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Figure 5.2.x.2-n: Huawei simulation results for DIP values

5.2.x.3
Summary
-------------------------------------------- -- End of Change ---------------------------------------------







