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1. Overall Description:

Currently the RAN4 has defined UE performance requirements concerning SCell activation delay in section 7.7.2 of 36.133. According to the activation delay requirements the UE shall be able to transmit a valid CSI report and apply actions related to the activation command for the SCell being activated no later than 24ms or 34ms depending on the conditions. There are no UE requirements defined if neither of these conditions are fulfilled.

RAN4 has identified that when introducing SCell with PUCCH the UE may not have valid UL timing on the activated SCell with PUCCH. In such situation the UE cannot transmit in the SCell being activated and is therefore not able to transmit CSI reports to network. It is unclear to RAN4 what the expected UE behavior would be concerning activation procedure of an SCell with PUCCH with no valid UL timing and would like to ask guidance from RAN2 concerning:

What would be the UE behavior concerning activation procedure of a SCell with PUCCH when UE has no valid UL timing in the activated SCell?
2. Actions:
To TSG RAN WG2 
1) RAN4 respectfully requests RAN2 to give guidance related to the UE activation procedure of a SCell with PUCCH.
3. Date of Next TSG-RAN WG4 Meeting:
3GPPRAN4#76

24 – 28 August 2015     
Beijing
            China   
3GPPRAN4#76bis
12 - 16 October 2015     
Sofia Antipolis   France   
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