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1
Introduction

As agreed in [1], E-UTRA Operating Band and associated EARFCN is proposed to be included in TR36.862 Clause 10 Channel Numbering for E-UTRA, MSR. Text Proposal is attached.
2
Reference
 [1] R4-152304 Way forward on E-UTRA band numbering, Nokia Networks, Alcatel-Lucent 

TEXT PROPOSAL TO TR 36.862
<Start of changes>
10
Channel Numbering for E-UTRA, MSR
The carrier frequency in the uplink and downlink is designated by the E-UTRA Absolute Radio Frequency Channel Number (EARFCN) in the range 0 – 262143. The relation between EARFCN and the carrier frequency in MHz for the downlink is given by the following equation, where FDL_low and NOffs-DL are given in table 10-1 and NDL is the downlink EARFCN.


FDL = FDL_low + 0.1(NDL – NOffs-DL) 

The relation between EARFCN and the carrier frequency in MHz for the uplink is given by the following equation where FUL_low and NOffs-UL are given in table 10-1 and NUL is the uplink EARFCN.


FUL = FUL_low + 0.1(NUL – NOffs-UL)  

Table 10-1: E-UTRA channel numbers

	E-UTRA Operating Band
	Downlink
	Uplink

	
	FDL_low [MHz]
	NOffs-DL
	Range of NDL
	FUL_low [MHz]
	NOffs-UL
	Range of NUL

	65
	2110
	65536
	65536 – 66435
	1920
	131072
	131072 – 131971


<End of changes>





































