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1 Introduction

In RAN#71, revised WID was approved [1] and this includes CA configuration for Band 1, Band 41 and Band 42.  In this contribution, we propose to introduce delta values into TR36.714-03-01.
2 Proposal
We propose to approve TP described in section 4.
3 Reference
· 1. 
RP-160582 “Revised WID: LTE Advanced inter-band CA Rel-14 for 3DL/1UL”, Huawei, HiSilicon.
· 2.

4 TP for TR36.714-03-01
<Start of TP>
6.14.4
ΔTIB,c and ΔRIB,c values

For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c and ΔRIB,c  is defined for applicable bands in Table 6.14.4-1 and 6.14.4-2 respectively.
Table 6.14.4-1: ΔTIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-41A-42A
	1
	0.5

	
	41
	0.5

	
	42
	0.8


Table 6.14.4-2: ΔRIB,c for 3DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-41A-42A
	1
	0

	
	41
	0

	
	42
	0.5


<End of TP>
