3GPP TSG-RAN WG4 Meeting #78
                                                             R4-161547
San Jose Del Cabo, Mexico, 11th -15th , April, 2016
Agenda Item:
7.5.1
Source:
ZTE, Nubia Technology
Title:
TP for TR36.714-05-01: Delta Tib/Rib and REFSEN for CA_3C-41D
Document for:
Approval
1 Introduction
In RAN#70, a new CA configuration of band 3, band 3, band 41, band 41 and band 41 was introduced into the agreed 4DL/1UL basket WI [1]. This contribution provides a text proposal on delta Tib/Rib and REFSEN for CA_5DL_3C-41D_1UL_BCS0 for TR36.714-05-01[2]. The delta values are proposed to the same with fall back modes like CA_3A-41C 3DL/1UL.
2 Reference

 [1] RP-151671, New WID: LTE Advanced Inter-band CA Rel-14 for 5DL/1UL, Nokia Networks
[2] TR 36.714-05-01: LTE-Advanced 4 Band Carrier Aggregation (5DL/1UL), v0.0.2
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 6.x.3  ∆TIB,c and ∆RIB,c values

For five simultaneous DLs and one UL, the (TIB,c and (RIB,c  values for 1UL/5DL CA_3C-41D are shown in table 6.x.3-1 and  table 6.x.3-2, respectively.
Table 6.x.3-1: ΔTIB,c for 5DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c  [dB]

	CA_3C-41D
	3
	0.5

	
	41
	0.31

	
	
	0.82

	NOTE1:  The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE2:  The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.


Table 6.x.3-2: ΔRIB,c for 5DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB  [dB]

	CA_3C-41D
	3
	0

	
	41
	01

	
	
	0.52

	NOTE1:  The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE2:  The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.


6.x.4  REFSENS requirements
For the REFSENS of Band 3 and Band 41 for 1UL/5DL CA_3C-41D, the same REFSEN requirements for the constituent 2DL and 3DL CA fallback modes can be re-used.
<< Unchanged sections omitted >>
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