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1
Introduction
A new WI to introduce the LTE 2.6 GHz FDD SDL band for Region 1 was approved in RAN#70 [1]. The WI includes the definition of a DL-only band in Region 1 containing the range 2570-2620 MHz. Introducing this new band to 3GPP specifications requires definition for the EARFCN numbers. This contribution proposes the operating band number and EARFCN numbers with the text proposal for the WI technical report TR 36.858.
2
Discussion
Operating band number and the EARFCN allocated for 2.6 GHz FDD SDL band (2570-2620 MHz) for Region 1 are proposed in Table 2.1 and 2.2 respectively, based on the formula in TS36.104, subclause 5.7.3 and the 50 MHz BW of the operating band. 
Since this operating band is intended for supplemental downlink, there is no uplink EARFCN allocated.
Table 2-1: Operating band definition for SDL 2.6 GHz

	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	[69]
	N/A
	2570 MHz  
	–
	2620 MHz
	FDD2

	NOTE 2:
Restricted to E-UTRA operation when carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


Table 2-2: E-UTRA channel numbers

	E-UTRA Operating Band
	Downlink
	Uplink

	
	FDL_low [MHz]
	NOffs-DL
	Range of NDL
	FUL_low [MHz]
	NOffs-UL
	Range of NUL

	[69]2
	2570
	67836
	67836 - 68335
	N/A

	NOTE 2: 
Restricted to E-UTRA operation when carrier aggregation is configured.


Channel number allocations are not specified in the 37 series (MSR) specifications, but are referenced from the respective RAT. Consequently, no changes are incurred in the MSR specifications due to the introduction of new EARFCN.
3
Proposal
EARFCN numbers for operating band [69] are proposed. It is proposed that the attached text proposal below is approved and included into TR 36.858.
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Channel numbering for E-UTRA, MSR
Operating band number and the EARFCN allocated for 2.6 GHz FDD SDL band (2570-2620 MHz) for Region 1 are outlined in Table 10-1 and 10-2 respectively.

Table 10-1: Operating band definition for SDL 2.6 GHz
	E‑UTRA Operating Band
	Uplink (UL) operating band
BS receive
UE transmit
	Downlink (DL) operating band
BS transmit 
UE receive
	Duplex Mode

	
	FUL_low   –  FUL_high
	FDL_low   –  FDL_high
	

	[69]
	N/A
	2570 MHz  
	–
	2620 MHz
	FDD2

	NOTE 2:
Restricted to E-UTRA operation when carrier aggregation is configured. The downlink operating band is paired with the uplink operating band (external) of the carrier aggregation configuration that is supporting the configured Pcell.


Table 10-2: E-UTRA channel numbers

	E-UTRA Operating Band
	Downlink
	Uplink

	
	FDL_low [MHz]
	NOffs-DL
	Range of NDL
	FUL_low [MHz]
	NOffs-UL
	Range of NUL

	[69]2
	2570
	67836
	67836 - 68335
	N/A

	NOTE 2: 
Restricted to E-UTRA operation when carrier aggregation is configured.


Channel number allocations are not specified in the 37 series (MSR) specifications, but are referenced from the respective RAT. Consequently, no changes are incurred in the MSR specifications due to the introduction of new EARFCN.
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