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< START OF CHANGE #1 >
4.3A
Applicability of minimum requirements (CA, UL-MIMO, ProSe, Dual Connectivity, UE category 0, UE category M1)

The requirements in clauses 5, 6 and 7 which are specific to CA, UL-MIMO, ProSe, Dual Connectivity,   UE category 0, and UE category M1 are specified as suffix A, B, C, D, E where; 

a)
Suffix A additional requirements need to support CA

b)
Suffix B additional requirements need to support UL-MIMO

c)
Suffix C additional requirements need to support Dual Connectivity

d)
Suffix D additional requirements need to support ProSe

e)
Suffix E additional requirements need to support UE category 0 and category M1

A terminal which supports the above features needs to meet both the general requirements and the additional requirement applicable to the additional subclause (suffix A, B, C, D and E) in clauses 5, 6 and 7. Where there is a difference in requirement between the general requirements and the additional subclause requirements (suffix A, B, C, D, and E) in clauses 5, 6 and 7, the tighter requirements are applicable unless stated otherwise in the additional subclause.

A terminal which supports more than one feature (CA, UL-MIMO, ProSe, Dual Connectivity, UE category 0, and UE category [M1]) in clauses 5, 6 and 7 shall meet all of the separate corresponding requirements.

For a terminal supporting CA, compliance with minimum requirements for non-contiguous intra-band carrier aggregation in any given operating band does not imply compliance with minimum requirements for contiguous intra-band carrier aggregation in the same operating band.  

For a terminal supporting CA, compliance with minimum requirements for contiguous intra-band carrier aggregation in any given operating band does not imply compliance with minimum requirements for non- contiguous intra-band carrier aggregation in the same operating band.

A terminal which supports a DL CA configuration shall support all the lower order fallback DL CA combinations and it shall support at least one bandwidth combination set for each of the constituent lower order DL combinations containing all the bandwidths specified within each specific combination set of the upper order DL combination.

A terminal which supports CA, for each supported CA configuration, shall support Pcell transmissions in each of the aggregated Component Carriers unless indicated otherwise in clause 5.6A.1.

Terminal supporting Dual Connectivity configuration shall meet the minimum requirements for corresponding CA configuration (suffix A), unless otherwise specified. 

For a terminal that supports ProSe Direct Communication and/or ProSe Direct Discovery, the minimum requirements are applicable when

-
the UE is associated with a serving cell on the ProSe carrier, or

-
the UE is not associated with a serving cell on the ProSe carrier and is provisioned with the preconfigured radio parameters for ProSe Direct Communications and/or ProSe Direct Discovery that are associated with known Geographical Area, or

-
the UE is associated with a serving cell on a carrier different than the ProSe carrier, and the radio parameters for ProSe Direct Discovery on the ProSe carrier are provided by the serving cell, or

-
the UE is associated with a serving cell on a carrier different than the ProSe carrier, and has a non-serving cell selected on the ProSe carrier that supports ProSe Direct Discovery and/or ProSe Direct Communication.

When the ProSe UE is not associated with a serving cell on the ProSe carrier, and the UE does not have knowledge of its geographical area, or is provisioned with preconfigured radio parameters that are not associated with any Geographical Area, ProSe transmissions are not allowed, and the requirements in Section 6.3.3D apply.

A terminal that supports simultaneous E-UTRA ProSe sidelink transmissions and E-UTRA uplink transmissions for the inter-band E-UTRA ProSe/E-UTRA bands specified in Table 5.5D-2, shall meet the minimum requirements for the corresponding inter-band UL CA configuration (suffix A), unless otherwise specified. In this context the maximum number of component carriers or non-serving carriers supported is less than or equal to two.  For transmitter characteristics specified in clause 6, the terminal is required to meet the conformance tests for the corresponding inter-band UL CA configuration and is not required to be retested with simultaneous E-UTRA ProSe sidelink and E-UTRA uplink transmissions.

< END OF CHANGE #1 >
< START OF CHANGE #2 >
5.5D
Operating bands for ProSe

E-UTRA ProSe is designed to operate in the operating bands defined in Table 5.5D-1.

Table 5.5D-1 E-UTRA ProSe operating band

	E‑UTRA ProSe Band
	E‑UTRA Operating Band
	ProSe UE transmit
	ProSe UE receive
	ProSe Duplex Mode
	ProSe Direct

	
	
	FUL_low   –  FUL_high
	FDL_low  –  FDL_high
	
	Disc.
	Comm.

	2
	2
	1850 MHz
	–
	1910 MHz
	1850 MHz
	–
	1910 MHz
	HD
	Yes
	

	3
	3
	1710 MHz
	–
	1785 MHz
	1710 MHz
	–
	1785 MHz
	HD
	Yes
	Yes

	4
	4
	1710 MHz
	–
	1755 MHz
	1710 MHz
	–
	1755 MHz
	HD
	Yes
	

	7
	7
	2500 MHz
	–
	2570 MHz
	2500 MHz
	–
	2570 MHz
	HD
	Yes
	Yes

	14
	14
	788 MHz
	–
	798 MHz
	788 MHz
	–
	798 MHz
	HD
	Yes
	Yes

	20
	20
	832 MHz
	–
	862 MHz
	832 MHz
	–
	862 MHz
	HD
	Yes
	Yes

	26
	26
	814 MHz
	–
	849 MHz
	814 MHz
	–
	849 MHz
	HD
	Yes
	Yes

	28
	28
	703 MHz
	–
	748 MHz
	703 MHz
	–
	748 MHz
	HD
	Yes
	Yes

	31
	31
	452.5 MHz
	–
	457.5 MHz
	452.5 MHz
	–
	457.5 MHz
	HD
	Yes
	Yes

	41
	41
	2496 MHz
	–
	2690 MHz
	2496 MHz
	–
	2690 MHz
	HD
	Yes
	

	68
	68
	698 MHz
	–
	728 MHz
	698 MHz
	–
	728 MHz
	HD
	Yes
	Yes


E-UTRA ProSe is designed to operate concurrent with E-UTRA uplink/downlink on the operating bands combinations listed in Table 5.5D-2.

Table 5.5D-2 Inter-band E-UTRA ProSe / E-UTRA operating bands 

	E-UTRA ProSe Band Note 1
	E-UTRA band / E-UTRA CA band Note 2

	2
	4

	
	CA_2-4Note 3

	28
	1

	
	CA_1-28Note 3

	NOTE 1:
As specified in Table 5.5D-1

NOTE 2:
As specified in Table 5.5-1 and Table 5.5A-2

NOTE 3:
Applies when E-UTRA uplink is assigned to one E-UTRA band and ProSe operation is restricted to the uplink frequencies paired with either one of PCC, SCC or a non-serving carrier.

NOTE 4:
The concurrency for E-UTRA ProSe Direct Discovery with E-UTRA uplink/downlink applies after allowing for any transmission and/or reception gap requested by the UE.


< END OF CHANGE #2 >
