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1. Introduction

TP for UE part of CA_5DL_1A-3C-40C_1UL_BCS0.
Text proposal for TR 36.714-05-01 V0.0.2
----- Start of TP -----
2. Scope

The present document is a technical report for 5DL/1UL Inter-band Carrier Aggregation under Rel-14 time frame according to the New CA WI approach in Release 14 [1]. The purpose is to gather the relevant background information and studies in order to address 5DL/1UL Inter-band Carrier Aggregation requirements for the Rel-14 band combinations in Table 1-1.
Table 1-1: Release 14 5DL/1UL inter-band carrier aggregation combinations

	CA combination
	REL independent from

	CA_1A-3C-40C
	12

	CA_1A-41C-42C
	12

	CA_2A-4A-5B-30A
	12

	CA_2C-5B-30A
	12

	CA_3C-41D
	12

	CA_3A-41C-42C
	12

	CA_4A-4A_5B_ 30A
	12

	CA_8B-41D
	12

	CA_39C-41D
	12

	CA_41C-42D
	12

	CA_41D-42C
	12


This TR contains a general part and band specific combination part. The actual requirements are added to the corresponding technical specifications.

----- Unchanged sections omitted -----
----- Next changed sections -----
6.x
CA_5DL_1A-3C-40C_1UL_BCS0
6.x.1
Channel bandwidths per operating band for CA
Table 6.x.1-1: Supported E-UTRA bandwidths per CA configuration for 5DL inter-band CA
	CA configuration
	Operating

bands
	Channel bandwidth(MHz)
	Bandwidth Combination Set
	Maximum aggregated bandwidth [MHz]

	
	
	1.4
	3
	5
	10
	15
	20
	
	

	CA_1A-3C-40C
	1
	
	
	Yes
	Yes
	Yes
	Yes
	0
	100

	
	3
	See CA_3C Bandwidth Combination Set 0 in TS 36.101 Table 5.6A.1-1
	
	

	
	40
	See CA_40C Bandwidth Combination Set 1 in TS 36.101 Table 5.6A.1-1
	
	


6.x.2
Co-existence studies

The 2nd and 3rd harmonic and IMD products caused in the BS by transmitting CA_5DL_1A-3C-40C_1UL_BCS0 follow from those derived for the constituent 2DL and 3DL CA fall-back modes.
6.x.3
∆TIB and ∆RIB values
For the UE which supports inter-band carrier aggregation configurations with uplink assigned to one E-UTRA band the ΔTIB,c and ΔRIB,c is defined for applicable bands in Table 6.x.3-1 and 6.x.3-2 respectively.

Table 6.x.3-1: ΔTIB,c for 5DL aggregation

	Inter-band CA Configuration
	E-UTRA Band
	ΔTIB,c [dB]

	CA_1A-3C-40C
	1
	0.5

	
	3
	0.5

	
	40
	0.5


Table 6.x.3-2: ΔRIB,c for 5DL aggregation
	Inter-band CA Configuration
	E-UTRA Band
	ΔRIB,c [dB]

	CA_1A-3C-40C
	1
	0

	
	3
	0

	
	40
	0


6.3.4
REFSENS requirements
For the two combinations, UE support inter-band CA with 1UL and without simultaneous Rx/Tx, the same REFSENS requirements for the constituent 2DL and 3DL CA fall-back modes can be re-used.
----- End of TP -----
