3GPP TSG-RAN WG4 Meeting #78bis
R4-162594
San Jose del Cabo, Mexico, 11 – 15 April, 2016

Source: 
Telecom Italia, Vodafone
Title: 
TP for TR 36.714-02-01: CA_3A-32A operating band and channel bandwidths 
Agenda item:
7.2
Document for:
Approval
1 Introduction
In RAN#71 meeting the revision of basket WI for 2DL/1UL inter-band CA was approved [1]. This contribution presents the text proposal on operating band and channel bandwidths of 2DL/1UL CA_3A-32A. It is proposed to adopt this TP in TR36.714-02-01.  
2 Reference
[1] RP-160616 “Revision of WI LTE Advanced inter-band CA Rel-14 for 2DL/1UL”, Qualcomm Incorporated
Text Proposal
< Start of change>
6.X
CA_3A-32A_BCS0

6.X.1
Operating bands for CA

Table 6.X.1-1: Inter-band CA 
	E-UTRA CA Band
	E-UTRA Band
	Uplink (UL) band
	Downlink (DL) band
	Duplex

mode

	
	
	BS receive / UE transmit
	Channel BW (MHz)
	BS transmit / UE receive
	Channel BW (MHz)
	

	
	
	FUL_low   –  FUL_high
	
	FDL_low   –  FDL_high
	
	

	CA_3-32
	3
	1710 MHz
	–
	1785 MHz
	5,10, 15, 20
	1805 MHz
	–
	1880 MHz
	5, 10, 15, 20
	FDD

	
	32
	N/A
	N/A
	1452 MHz
	–
	1496 MHz
	5, 10, 15, 20
	


6.X.2

Channel bandwidths per operating band for CA

Table 6.X.2-1: Supported E-UTRA bandwidths per CA configuration for inter-band CA 

	CA operating / channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	E-UTRA CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3A-32A
	3
	
	
	Yes
	Yes
	Yes
	Yes
	40
	0

	
	32
	
	
	Yes
	Yes
	Yes
	Yes
	
	


NOTE: 
For the UE that signals support of any bandwidth combination set for carrier aggregation, the UE shall support all single carrier bandwidths for the constituent bands as defined in table 5.6.1-1 of TS 36.101 [6] when operating in single carrier mode.

6.X.3
Co-existence studies
<Editor’s note: Text to be added>
6.X.4
ΔTIB,c and ΔRIB,c values
<Editor’s note: Text to be added>

< End of change>
