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<< Start of changes >>
<< Unchanged sections omitted >>
Table 6.2.4-19: A-MPR for "NS_24"

	Channel Bandwidth [MHz]
	Parameters

	5
	Fc [MHz]
	Fc > [1987.5]

	
	RBstart
	0 - 24

	
	LCRB [RBs]
	0 - 24

	
	A-MPR [dB]
	≤ 10

	10
	Fc [MHz]
	1975 < Fc ≤ 1985
	1985<Fc≤1995
	Fc>1995

	
	RBstart
	0 - 1
	2 - 14
	15 - 26
	36 - 49
	0 - 49
	0 - 49

	
	LCRB [RBs]
	> 10
	≥ 35
	N/A
	≤ 2
	> 11
	0 - 49
	0 - 49

	
	RBend
	N/A
	N/A
	> 48
	N/A
	N/A
	N/A
	N/A

	
	A-MPR [dB]
	≤ 2
	≤ 2
	1
	≤ 3
	≤ 1
	≤ 9
	≤ 17

	15
	Fc [MHz]
	1972.5 < Fc ≤ 1987.5
	Fc > 1987.5

	
	RBstart
	0 - 11
	12 - 74
	0 - 74

	
	LCRB [RBs]
	≤ 45
	> 45
	> 3
	0 - 74

	
	RBend
	N/A
	N/A
	≥ 45
	N/A

	
	A-MPR [dB]
	≤ 2
	≤ 8
	≤ 7
	≤ 17

	20
	Fc [MHz]
	Fc > 1970

	
	RBstart
	0 - 99

	
	LCRB [RBs]
	0 - 99

	
	A-MPR [dB]
	≤ 17


Table 6.2.4-20: A-MPR for "NS_25"

	Channel Bandwidth [MHz]
	
	Parameters

	5
	Fc [MHz]
	Fc > [1997.5]

	
	RBstart
	0 - 9
	10 - 24

	
	LCRB [RBs]
	> 12
	N/A

	
	RBend
	N/A
	≥ 22

	
	A-MPR [dB]
	≤ 5
	≤ 2

	10
	Fc [MHz]
	1975 < Fc ≤ 1985
	1985 < Fc ≤ 1995
	Fc > 1995

	
	RBstart
	0-1
	2-49
	0
	1 - 18
	19-49
	0-6
	7-15
	16-49

	
	LCRB [RBs]
	> 10
	N/A
	≤ 25
	> 25
	> 25
	N/A
	N/A
	> 20
	N/A

	
	RBend
	N/A
	> 48
	N/A
	N/A
	N/A
	> 42
	N/A
	N/A
	> 35

	
	A-MPR [dB]
	≤ 1
	≤ 1
	≤ 1
	≤ 5
	≤ 5
	≤ 1
	≤ 10
	≤ 7
	≤ 11

	15
	Fc [MHz]
	1972.5 < Fc ≤ 1987.5
	Fc > 1987.5

	
	RBstart
	0 - 4
	5 - 30
	31 - 62
	63 - 74
	0 - 74

	
	LCRB [RBs]
	≥ 15
	≥ 45
	N/A
	N/A
	0 - 74

	
	RBend
	N/A
	N/A
	> 71
	N/A
	N/A

	
	A-MPR [dB]
	≤ 4
	≤ 3
	≤ 1
	≤ 1
	≤ 13

	20
	Fc [MHz]
	1970 < Fc ≤ 1990
	Fc > 1990

	
	RBstart
	0 - 13
	14 - 40
	41 - 99
	0 - 99

	
	LCRB [RBs]
	N/A
	≥ 32
	N/A
	0 - 99

	
	RBend
	N/A
	N/A
	> 72
	N/A

	
	A-MPR [dB]
	≤ 11
	≤ 11
	≤13
	≤ 13


Table 6.2.4-21: A-MPR for "NS_26"
	Bandwidth (MHz)
	RBstart
	L_crb
	A-MPR

	5
	0
	≤ 1
	≤ 1

	
	0  ̶  1
	≥ 24
	≤ 1

	10
	0  ̶  8
	≤ 15
	≤ 2

	
	0  ̶  10
	20 and ≤ 40
	≤ 3

	
	
	 40
	≤ 5

	15
	0  ̶  15
	< 30
	≤ 2

	
	0  ̶  54
	≥ 30
	≤ 5


For PRACH, PUCCH and SRS transmissions, the allowed A-MPR is according to that specified for PUSCH QPSK modulation for the corresponding transmission bandwidth. 

For each subframe, the A-MPR is evaluated per slot and given by the maximum value taken over the transmission(s) within the slot; the maximum A-MPR over the two slots is then applied for the entire subframe.

For the UE maximum output power modified by A-MPR, the power limits specified in subclause 6.2.5 apply.

<< End of changes >>
