TSG-RAN Working Group 4 (Radio) meeting #79	 R4-163175
Nanjing, China, 23 – 27 May 2016	

[bookmark: _GoBack]Source:	Sprint, C Spire
Title:	TP for 36.886 High Power UE for Band 41 Sections 6 and 7 Not Impacted by HP UE
Agenda item:	8.1.4
Document for:	Approval


1	Introduction
In this contribution we provide a text proposal on TR 36.886 High Power UE for Band 41.  The text proposal fills in sections 6 and 7 parts for which no impact to TS 36.101 is expected to result from HP UE.
2	Proposal
It is proposed that the text proposal below is incorporated in the latest version of 36.886 High Power UE for Band 41. 
3	References
[1] RP-151104, “Study on- New Band 41 UE power class supporting +26 dBm”, Sprint
[2] TR 36.886 V0.3.0, “High Power UE for Band 41”, Sprint
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4	Text Proposal

<start of text proposal>

[bookmark: _Toc346003840][bookmark: _Toc449432493]B41 HPUE transmitter characteristics 
[Editor’s note:  The following clause numbers align with TS36.101 v12.7.0]
[bookmark: _Toc346003841][bookmark: _Toc449432494]General
[bookmark: _Toc346003842][bookmark: _Toc449432495]Transmit power
[bookmark: _Toc346003843][bookmark: _Toc449432496]Void
[bookmark: _Toc346003844][bookmark: _Toc449432497]UE maximum output power
[bookmark: _Toc346003845][bookmark: _Toc449432498][bookmark: _Toc346003846]UE maximum output power for modulation / channel bandwidth 
[bookmark: _Toc449432499]UE maximum output power with additional requirements 
[bookmark: _Toc346003847][bookmark: _Toc449432500]Configured transmitted power
[bookmark: _Toc346003848][bookmark: _Toc449432501]Output power dynamics
[bookmark: _Toc346003849][bookmark: _Toc449432502](Void)
[bookmark: _Toc346003850][bookmark: _Toc449432503]Minimum output power
No changes to TS 36.101 section 6.3.2 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003851][bookmark: _Toc449432504]Transmit OFF power
No changes to TS 36.101 section 6.3.3 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003852][bookmark: _Toc449432505]ON/OFF time mask
No changes to TS 36.101 section 6.3.4 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003853][bookmark: _Toc449432506]Power control
No changes to TS 36.101 section 6.3.5 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003854][bookmark: _Toc449432507]Void
[bookmark: _Toc346003855][bookmark: _Toc449432508]Transmit signal quality
[bookmark: _Toc346003856][bookmark: _Toc449432509]Frequency error
No changes to TS 36.101 section 6.5.1 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003857][bookmark: _Toc449432510]Transmit modulation quality
No changes to TS 36.101 section 6.5.2 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003858][bookmark: _Toc449432511]Output RF spectrum emissions
[bookmark: _Toc346003859][bookmark: _Toc449432512]Occupied bandwidth
[bookmark: _Toc346003860][bookmark: _Toc449432513]Out of band emission
[bookmark: _Toc346003861][bookmark: _Toc449432514]Spectrum emission mask
No changes to TS 36.101 section 6.6.2.1 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003862][bookmark: _Toc449432515]Additional spectrum emission mask 
[bookmark: _Toc449432516]Minimum requirement (network signalled value "NS_04")
[bookmark: _Toc346003866][bookmark: _Toc449432517]Adjacent Channel Leakage Ratio 
[bookmark: _Toc346003867][bookmark: _Toc449432518]Minimum requirement E-UTRA
[bookmark: _Toc346003868][bookmark: _Toc449432519]Minimum requirements UTRA 
[bookmark: _Toc346003869][bookmark: _Toc449432520]Spurious emissions
[bookmark: _Toc346003870][bookmark: _Toc449432521]Minimum requirements
No changes to TS 36.101 section 6.6.3.1 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003871][bookmark: _Toc449432522]Spurious emission band UE co-existence
This clause specifies the requirements for the specified E-UTRA band, for coexistence with protected bands.  No changes to TS 36.101 section 6.6.3.2 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003872][bookmark: _Toc449432523]Transmit intermodulation


[bookmark: _Toc346003873][bookmark: _Toc449432524]B41 HPUE receiver characteristics 
[Editor’s note:  The following clause numbers align with TS36.101 v12.7.0]
[bookmark: _Toc346003874][bookmark: _Toc449432525]General
[bookmark: _Toc346003875][bookmark: _Toc449432526]Diversity characteristics
No changes to TS 36.101 section 7.2 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003876][bookmark: _Toc449432527]Reference sensitivity power level
No changes to TS 36.101 section 7.3 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003877]Maximum input level
No changes to TS 36.101 section 7.4 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003878]7.5	Adjacent Channel Selectivity (ACS)
No changes to TS 36.101 section 7.5 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003879]7.6	Blocking characteristics
[bookmark: _Toc346003880]7.6.1		In-band blocking
No changes to TS 36.101 section 7.6.1 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003881]7.6.2		Out-of-band blocking
No changes to TS 36.101 section 7.6.2 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003882]7.6.3	Narrow band blocking
No changes to TS 36.101 section 7.6.3 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003883]7.7	Spurious response
No changes to TS 36.101 section 7.7 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003884]7.8	Intermodulation characteristics
No changes to TS 36.101 section 7.8 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003885]7.8.1	Wide band intermodulation
No changes to TS 36.101 section 7.8.1 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003886]7.9	Spurious emissions
No changes to TS 36.101 section 7.9 are needed  as a result of Band 41 power class 2 operation
[bookmark: _Toc346003887]7.10	Receiver image
No changes to TS 36.101 section 7.10 are needed  as a result of Band 41 power class 2 operation

<end of text proposal>
