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<< Start of Change >>
8.3.1.2A
Enhanced Performance Requirement Type C - Dual-Layer Spatial Multiplexing 
The requirements are specified in Table 8.3.1.2A-2, with the addition of the parameters in Table 8.3.1.2A-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of this test is to verify rank two performance for full RB allocation upon antenna ports 7 and 8.

Table 8.3.1.2A-1: Test Parameters for Testing CDM-multiplexed DM RS (dual layer) with multiple CSI-RS configurations

	parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	0
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	dB
	0 (Note 1)

	
	(
	dB
	-3

	Cell-specific reference signals
	
	Antenna ports 0 and 1

	CSI reference signals
	
	Antenna ports 15,16

	Beamforming model
	
	Annex B.4.2

	CSI-RS periodicity and subframe offset          TCSI-RS / ∆CSI-RS 
	Subframes
	5 / 2

	CSI reference signal configuration
	
	8

	Zero-power CSI-RS configuration

ICSI-RS /       ZeroPowerCSI-RS bitmap 
	Subframes / bitmap
	3 /

0010000000000000
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at antenna port
	dBm/15kHz
	-98

	Symbols for unused PRBs
	
	OCNG (Note 2)

	Number of allocated resource blocks (Note 2)
	PRB
	50

	Simultaneous transmission
	
	No

	PDSCH transmission mode
	
	9

	Note 1:
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Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.3.1.2A-2: Enhanced Performance Requirement Type C for CDM-multiplexed DM RS (FRC) with multiple CSI-RS configurations

	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
16QAM 1/2
	R.51 FDD
	OP.1 FDD
	EPA5
	2x2 Medium
	70
	17.4
	≥2


<Start of Next Changes>
8.3.2.2A
Enhanced Performance Requirement Type C - Dual-Layer Spatial Multiplexing
The requirements are specified in Table 8.3.2.2A-2, with the addition of the parameters in Table 8.3.2.2A-1 and the downlink physical channel setup according to Annex C.3.2. The purpose of these tests is to verify the rank-2 performance for full RB allocation upon antenna ports 7 and 8.
Table 8.3.2.2A-1: Test Parameters for Testing CDM-multiplexed DM RS (dual layer)

	Parameter
	Unit
	Test 1

	Downlink power allocation
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	dB
	0
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	dB
	0 (Note 1)

	
	(
	dB
	-3

	 Cell-specific reference symbols
	
	Antenna port 0 and antenna port 1

	Beamforming model
	
	Annex B.4.2
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at antenna port
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	Symbols for unused PRBs
	
	OCNG 
(Note 2)

	Number of allocated resource blocks
	PRB
	50

	PDSCH transmission mode
	
	8

	Note 1:
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Note 2:
These physical resource blocks are assigned to an arbitrary number of virtual UEs with one PDSCH per virtual UE; the data transmitted over the OCNG PDSCHs shall be uncorrelated pseudo random data, which is QPSK modulated.


Table 8.3.2.2A-2: Enhanced Performance Requirement Type C for CDM-multiplexed DM RS (FRC)

	Test number
	Bandwidth and MCS 
	Reference Channel
	OCNG Pattern
	Propagation Condition
	Correlation Matrix and Antenna Configuration
	Reference value
	UE Category

	
	
	
	
	
	
	Fraction of Maximum

Throughput (%)
	SNR (dB)
	

	1
	10 MHz
16QAM 1/2
	R.32 TDD
	OP.1 TDD
	EPA5
	2x2 Medium
	70
	17.0
	≥2


<Start of Next Changes>

8.7.1
FDD (single carrier and CA)
<Unchanged Sections Skipped>
Table 8.7.1-3: Minimum requirement (FDD 64QAM)

	Test
	Number of bits of a DL-SCH transport block received within a TTI
	Measurement channel
	Reference value

	
	
	
	TB success rate [%]

	1
	10296
	R.31-1 FDD
	95

	2
	25456
	R.31-2 FDD
	95

	3
	51024
	R.31-3 FDD
	95

	3A
	36696 (Note 2)
	R.31-3A FDD
	85

	3B
	25456
	R.31-2 FDD
	95

	3C
	51024
	R.31-3C FDD
	85

	4
	75376 (Note 3)
	R.31-4 FDD
	85

	4A
	36696 (Note 2)
	R.31-3A FDD
	85

	4B
	55056 (Note 5)
	R.31-4B FDD
	85

	6
	75376 (Note 3)
	R.31-4 FDD
	85

	6A
	75376 (Note 3)
	R.31-4 FDD
	85

	6B
	36696 (Note 2) for 10MHz CC

55056 for 15MHz CC
	R.31-3A FDD for 10MHz CC

R.31-5 FDD for 15MHz CC
	85

	6C
	36696 (Note 2) for 10MHz CC

75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC

R.31-4 FDD for 20MHz CC
	85

	6D
	55056 for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	85

	6E
	55056 (Note 5) for two 15MHz CCs
	R.31-4B FDD for two 15MHz CCs
	85

	6F
	55056 (Note 5) for 15MHz CC
18336 (Note 6) for 5MHz CC
	R.31-5 FDD for 15MHz CC

R.31-6 FDD for 5MHz CC
	85

	6G
	75376 (Note 3) for 20MHz CC
18336 (Note 6) for 5MHz CC
	R.31-4 FDD for 20MHz CC

R.31-6 FDD for 5MHz CC
	85

	7
	75376 (Note 3)
	R.31-4 FDD
	85

	7A
	55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	85

	7B
	36696 (Note 2) for 10MHz CC
75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	85

	7C
	55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	85

	7D
	36696 (Note 2) for 10MHz CC
55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC
R.31-5 FDD for 15MHz CC

R.31-4 FDD for 20MHz CC
	85

	7E
	36696 (Note 2) for 10MHz CC
75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	85

	7F
	36696 (Note 2) for 10MHz CC
55056 (Note 5) for 15MHz CC
	R.31-3A FDD for 10MHz CC
R.31-5 FDD for 15MHz CC
	85

	7G
	18336 (Note 6) for 5MHz CC

36696 (Note 2) for 10MHz CC
75376 (Note 3) for 20MHz CC
	R.31-6 FDD for 5MHz CC

R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	85

	7H
	18336 (Note 6) for 5MHz CC

55056 (Note 5) for 15MHz CC

75376 (Note 3) for 20MHz CC
	R.31-6 FDD for 5MHz CC

R.31-5 FDD for 15MHz CC
R.31-4 FDD for 20MHz CC
	85

	8
	75376 (Note 3)
	R.31-4 FDD
	85

	8A
	36696 (Note 2) for 10MHz CC
75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	85

	8B
	36696 (Note 2) for 10MHz CC
75376 (Note 3) for 20MHz CC
	R.31-3A FDD for 10MHz CC
R.31-4 FDD for 20MHz CC
	85

	9
	75376 (Note 3)
	R.31-4 FDD
	85

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI.

Note 2:
35160 bits for sub-frame 5.

Note 3:
71112 bits for sub-frame 5.
Note 4:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.

Note 5:
52752bits for sub-frame 5.
Note 6:
15840bits for sub-frame 0.


<Start of Next Changes>

Table 8.7.1-6: Minimum requirement (FDD 256QAM) 

	Test
	Measurement channel
	Reference value

	
	
	TB success rate [%]

	1
	R.68 FDD
	85

	2
	R.68-1 FDD
	85

	2A
	R.68-1 FDD for 15MHz CC
R.68-3 FDD for 5MHz CC
	85

	3
	R.68-2 FDD for 10MHz CC

R.68-1 FDD for 15MHz CC
	85

	3A
	R.68 FDD for 20MHz CC
R.68-3 FDD for 5MHz CC
	85

	4
	R.68-2 FDD for 10MHz CC

R.68 FDD for 20MHz CC
	85

	6
	R.68-1 FDD for 15MHz CC

R.68 FDD for 20MHz CC
	85

	7
	R.68 FDD
	85

	8
	R.68 FDD
	85

	9
	R.68-1 FDD for 15MHz CC

R.68 FDD for 20MHz CC
	85

	10
	R.68-2 FDD for 10MHz CC

R.68 FDD for 20MHz CC
	85

	11
	R.68-1 FDD for 15MHz CC

R.68 FDD for 20MHz CC
	85

	12
	R.68-2 FDD for 10MHz CC

R.68-1 FDD for 15MHz CC

R.68 FDD for 20MHz CC
	85

	13
	R.68-2 FDD for 10MHz CC

R.68 FDD for 20MHz CC
	85

	14
	R.68-2 FDD for 10MHz CC

R.68-1 FDD for 15MHz CC
	85

	15
	R.68-3 FDD for 5MHz CC

R.68-2 FDD for 10MHz CC

R.68 FDD for 20MHz CC
	85

	15A
	R.68-3 FDD for 5MHz CC

R.68-1 FDD for 15MHz CC

R.68 FDD for 20MHz CC
	85

	16
	R.68 FDD
	85

	17
	R.68-2 FDD for 10MHz CC

R.68 FDD for 20MHz CC
	85

	18
	R.68-2 FDD for 10MHz CC

R.68 FDD for 20MHz CC
	85

	19
	R.68 FDD
	85

	Note 1:
For 2 layer transmissions, 2 transport blocks are received within a TTI.

Note 2:
The TB success rate is defined as TB success rate = 100%*NDL_correct_rx/ (NDL_newtx + NDL_retx), where NDL_newtx is the number of newly transmitted DL transport blocks, NDL_retx is the number of retransmitted DL transport blocks, and NDL_correct_rx is the number of correctly received DL transport blocks.


<Start of Next Changes>

11.4.1
FDD

The test parameters are specified in Table 11.4.1-1. Sidelink UE 2 and the receiver UE under test are associated with Cell 1. Sidelink UE 1 and 3 are associated with another cell and use a different timing, and UE 1 acts as a synchronization reference. The minimum requirements are specified in Table 11.4.1-2.

Table 11.4.1-1: Test Parameters

	Parameter
	Unit
	Test 1

	Discovery resource pool configuration
	
	As specified in Table A.7.1.1-2

(Configuration #2-FDD)

	DRX configuration
	
	As specified in Table 11.1.2-1
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at antenna port (NOTE 3)
	dBm/15kHz
	-98

	Active cell(s)
	
	Cell 1 (Serving cell)

	Cell 1
	Cyclic prefix
	
	Normal

	
	Cell ID
	
	0

	
	Downlink power allocation
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	dB
	0
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	dB
	0 (NOTE 1)

	
	
	(
	dB
	0

	
	OCNG Pattern NOTE 2
	
	OP.1 FDD

	
	Propagation channel
	
	AWGN 

	
	Antenna configuration 
	
	1x2

	
	RSRP
	dBm/15kHz
	-92

	Active Sidelink UE(s)
	
	Sidelink UEs 1, 2, 3

	Sidelink UE 1
	Sidelink Transmissions
	
	SLSS

	
	networkControlledSyncTx
	
	ON

	
	slssid
	
	30

	
	Time offset (NOTE 4)
	(s
	3511

	
	Frequency offset (NOTE 5)
	Hz
	-100

	
	Propagation channel 
	
	EPA5

	
	Antenna configuration
	
	1x2 Low
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 of SLSS at antenna port
	dBm/15kHz
	-82

	Sidelink UE 2
	Sidelink Transmissions
	
	PSDCH

	
	Resource pool used for transmissions
	
	discRxPool(0)

	
	RB allocation
	
	PRB pairs {2i..2i+1}, where i is chosen randomly uniformly from [0,11] in each discovery period.

	
	Time offset (NOTE 4)
	(s
	+1

	
	Frequency offset (NOTE 5)
	Hz
	+200

	
	Propagation Channel
	
	EPA5

	
	Antenna configuration
	
	1x2 Low

	Sidelink UE 3
	Sidelink Transmissions
	
	PSDCH

	
	Resource pool used for transmissions
	
	discRxPool(1)

	
	RB allocation
	
	PRB pairs {2i..2i+1}, where i is chosen randomly uniformly from [0,11] in each discovery period.

	
	Time offset (NOTE 4)
	(s
	3511

	
	Frequency offset (NOTE 5)
	Hz
	+300

	
	Propagation Channel
	
	EPA5

	
	Antenna configuration
	
	1x2 Low

	NOTE 1:
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NOTE 2:
OCNG is used to fully allocate the available resource blocks to virtual UEs.

NOTE 3: 
Applicable to both DL channel and ProSe Direct Discovery Subframes on UL.

NOTE 4: 
Time offset of Sidelink UE receive signal with respect to Cell 1 downlink timing at the tested UE.

NOTE 5: 
Frequency offset of Sidelink UE with respect to Cell 1 uplink frequency.


<Start of Next Change>

A.3.1.1
Overview of DL reference measurement channels

In Table A.3.1.1-1 are listed the DL reference measurement channels specified in annexes A.3.2 to A.3.10  of this release of TS 36.101. This table is informative and serves only to a better overview. The reference for the concrete reference measurement channels and corresponding implementation’s parameters as to be used for requirements are annexes A.3.2 to A.3.10  as appropriate.

Table A.3.1.1-1: Overview of DL reference measurement channels

	Duplex
	Table
	Name
	BW
	Mod
	TCR
	RB
	RB
Offset
	UE Categ
	Notes

	FDD, Receiver requirements

	FDD
	Table A.3.2-1
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	FDD
	Table A.3.2-1
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	 

	FDD
	Table A.3.2-1
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	 

	FDD
	Table A.3.2-1
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	FDD
	Table A.3.2-1
	
	15
	QPSK
	1/3
	75
	
	≥ 1
	 

	FDD
	Table A.3.2-1
	
	20
	QPSK
	1/3
	100
	
	≥ 1
	 

	FDD / HD-FDD
	Table A.3.2-1a
	
	1.4
	QPSK
	1/3
	6
	
	0
	

	FDD / HD-FDD
	Table A.3.2-1a
	
	3
	QPSK
	1/3
	14
	
	0
	

	FDD / HD-FDD
	Table A.3.2-1a
	
	5
	QPSK
	1/3
	14
	
	0
	

	FDD / HD-FDD
	Table A.3.2-1a
	
	10
	QPSK
	1/3
	14
	
	0
	

	FDD / HD-FDD
	Table A.3.2-1a
	
	15
	QPSK
	1/3
	14
	
	0
	

	FDD / HD-FDD
	Table A.3.2-1a
	
	20
	QPSK
	1/3
	14
	
	0
	

	FDD / HD-FDD
	Table A.3.2-1b
	
	1.4
	QPSK
	1/3
	4
	
	M1
	

	FDD / HD-FDD
	Table A.3.2-1b
	
	3
	QPSK
	1/3
	4
	
	M1
	

	FDD / HD-FDD
	Table A.3.2-1b
	
	5
	QPSK
	1/3
	4
	
	M1
	

	FDD / HD-FDD
	Table A.3.2-1b
	
	10
	QPSK
	1/3
	4
	
	M1
	

	FDD / HD-FDD
	Table A.3.2-1b
	
	15
	QPSK
	1/3
	4
	
	M1
	

	FDD / HD-FDD
	Table A.3.2-1b
	
	20
	QPSK
	1/3
	4
	
	M1
	

	TDD, Receiver requirements

	TDD
	Table A.3.2-2
	
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	TDD
	Table A.3.2-2
	
	3
	QPSK
	1/3
	15
	
	≥ 1
	 

	TDD
	Table A.3.2-2
	
	5
	QPSK
	1/3
	25
	
	≥ 1
	 

	TDD
	Table A.3.2-2
	
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.2-2
	
	15
	QPSK
	1/3
	75
	
	≥ 1
	 

	TDD
	Table A.3.2-2
	
	20
	QPSK
	1/3
	100
	
	≥ 1
	 

	TDD
	Table A.3.2-2a
	
	1.4
	QPSK
	1/3
	6
	
	0
	

	TDD
	Table A.3.2-2a
	
	3
	QPSK
	1/3
	14
	
	0
	

	TDD
	Table A.3.2-2a
	
	5
	QPSK
	1/3
	14
	
	0
	

	TDD
	Table A.3.2-2a
	
	10
	QPSK
	1/3
	14
	
	0
	

	TDD
	Table A.3.2-2a
	
	15
	QPSK
	1/3
	14
	
	0
	

	TDD
	Table A.3.2-2a
	
	20
	QPSK
	1/3
	14
	
	0
	

	TDD
	Table A.3.2-2b
	
	1.4
	QPSK
	1/3
	4
	
	M1
	

	TDD
	Table A.3.2-2b
	
	3
	QPSK
	1/3
	4
	
	M1
	

	TDD
	Table A.3.2-2b
	
	5
	QPSK
	1/3
	4
	
	M1
	

	TDD
	Table A.3.2-2b
	
	10
	QPSK
	1/3
	4
	
	M1
	

	TDD
	Table A.3.2-2b
	
	15
	QPSK
	1/3
	4
	
	M1
	

	TDD
	Table A.3.2-2b
	
	20
	QPSK
	1/3
	4
	
	M1
	

	FDD, Receiver requirements, Maximum input level for UE Categories ≥ 3

	FDD
	Table A.3.2-3
	
	1.4
	64QAM
	3/4
	6
	
	-
	 

	FDD
	Table A.3.2-3
	
	3
	64QAM
	3/4
	15
	
	-
	 

	FDD
	Table A.3.2-3
	
	5
	64QAM
	3/4
	25
	
	-
	 

	FDD
	Table A.3.2-3
	
	10
	64QAM
	3/4
	50
	
	-
	 

	FDD
	Table A.3.2-3
	
	15
	64QAM
	3/4
	75
	
	-
	 

	FDD
	Table A.3.2-3
	
	20
	64QAM
	3/4
	100
	
	-
	 

	FDD, Receiver requirements, Maximum input level for UE Categories 1

	FDD
	Table A.3.2-3a
	
	1.4
	64QAM
	3/4
	6
	
	-
	 

	FDD
	Table A.3.2-3a
	
	3
	64QAM
	3/4
	15
	
	-
	 

	FDD
	Table A.3.2-3a
	
	5
	64QAM
	3/4
	18
	
	-
	 

	FDD
	Table A.3.2-3a
	
	10
	64QAM
	3/4
	17
	
	-
	 

	FDD
	Table A.3.2-3a
	
	15
	64QAM
	3/4
	17
	
	-
	 

	FDD
	Table A.3.2-3a
	
	20
	64QAM
	3/4
	17
	
	-
	 

	FDD, Receiver requirements, Maximum input level for UE Categories 2

	FDD
	Table A.3.2-3b
	
	1.4
	64QAM
	3/4
	6
	
	-
	 

	FDD
	Table A.3.2-3b
	
	3
	64QAM
	3/4
	15
	
	-
	 

	FDD
	Table A.3.2-3b
	
	5
	64QAM
	3/4
	25
	
	-
	 

	FDD
	Table A.3.2-3b
	
	10
	64QAM
	3/4
	50
	
	-
	 

	FDD
	Table A.3.2-3b
	
	15
	64QAM
	3/4
	75
	
	-
	 

	FDD
	Table A.3.2-3b
	
	20
	64QAM
	3/4
	83
	
	-
	 

	FDD, Receiver requirements, Maximum input level for UE DL Categories 0

	FDD
	Table A.3.2-3c
	
	1.4
	64QAM
	3/4
	2
	
	-
	 

	FDD
	Table A.3.2-3c
	
	3
	64QAM
	3/4
	2
	
	-
	 

	FDD
	Table A.3.2-3c
	
	5
	64QAM
	3/4
	2
	
	-
	 

	FDD
	Table A.3.2-3c
	
	10
	64QAM
	3/4
	2
	
	-
	 

	FDD
	Table A.3.2-3c
	
	15
	64QAM
	3/4
	2
	
	-
	 

	FDD
	Table A.3.2-3c
	
	20
	64QAM
	3/4
	2
	
	-
	 

	TDD, Receiver requirements, Maximum input level for UE Categories ≥ 3

	TDD
	Table A.3.2-4
	
	1.4
	64QAM
	3/4
	6
	
	-
	 

	TDD
	Table A.3.2-4
	
	3
	64QAM
	3/4
	15
	
	-
	 

	TDD
	Table A.3.2-4
	
	5
	64QAM
	3/4
	25
	
	-
	 

	TDD
	Table A.3.2-4
	
	10
	64QAM
	3/4
	50
	
	-
	 

	TDD
	Table A.3.2-4
	
	15
	64QAM
	3/4
	75
	
	-
	 

	TDD
	Table A.3.2-4
	
	20
	64QAM
	3/4
	100
	
	-
	 

	TDD, Receiver requirements, Maximum input level for UE Categories 1

	TDD
	Table A.3.2-4a
	
	1.4
	64QAM
	3/4
	6
	
	-
	 

	TDD
	Table A.3.2-4a
	
	3
	64QAM
	3/4
	15
	
	-
	 

	TDD
	Table A.3.2-4a
	
	5
	64QAM
	3/4
	18
	
	-
	 

	TDD
	Table A.3.2-4a
	
	10
	64QAM
	3/4
	17
	
	-
	 

	TDD
	Table A.3.2-4a
	
	15
	64QAM
	3/4
	17
	
	-
	 

	TDD
	Table A.3.2-4a
	
	20
	64QAM
	3/4
	17
	
	-
	 

	TDD, Receiver requirements, Maximum input level for UE Categories 2

	TDD
	Table A.3.2-4b
	
	1.4
	64QAM
	3/4
	6
	
	-
	 

	TDD
	Table A.3.2-4b
	
	3
	64QAM
	3/4
	15
	
	-
	 

	TDD
	Table A.3.2-4b
	
	5
	64QAM
	3/4
	25
	
	-
	 

	TDD
	Table A.3.2-4b
	
	10
	64QAM
	3/4
	50
	
	-
	 

	TDD
	Table A.3.2-4b
	
	15
	64QAM
	3/4
	75
	
	-
	 

	TDD
	Table A.3.2-4b
	
	20
	64QAM
	3/4
	83
	
	-
	 

	TDD, Receiver requirements, Maximum input level for UE DL Categories 0

	TDD
	Table A.3.2-4c
	
	1.4
	64QAM
	3/4
	2
	
	-
	 

	TDD
	Table A.3.2-4c
	
	3
	64QAM
	3/4
	2
	
	-
	 

	TDD
	Table A.3.2-4c
	
	5
	64QAM
	3/4
	2
	
	-
	 

	TDD
	Table A.3.2-4c
	
	10
	64QAM
	3/4
	2
	
	-
	 

	TDD
	Table A.3.2-4c
	
	15
	64QAM
	3/4
	2
	
	-
	 

	TDD
	Table A.3.2-4c
	
	20
	64QAM
	3/4
	2
	
	-
	 

	FDD, Receiver requirements, Maximum input level for UE Categories 11/12 and UE DL categories ≥ 11

	FDD
	Table A.3.2-5
	
	1.4
	256QAM
	4/5
	6
	
	-
	 

	FDD
	Table A.3.2-5
	
	3
	256QAM
	4/5
	15
	
	-
	 

	FDD
	Table A.3.2-5
	
	5
	256QAM
	4/5
	25
	
	-
	 

	FDD
	Table A.3.2-5
	
	10
	256QAM
	4/5
	50
	
	-
	 

	FDD
	Table A.3.2-5
	
	15
	256QAM
	4/5
	75
	
	-
	 

	FDD
	Table A.3.2-5
	
	20
	256QAM
	4/5
	100
	
	-
	 

	TDD, Receiver requirements, Maximum input level for UE Categories 11/12 and UE DL categories ≥ 11

	TDD
	Table A.3.2-6
	
	1.4
	256QAM
	4/5
	6
	
	-
	 

	TDD
	Table A.3.2-6
	
	3
	256QAM
	4/5
	15
	
	-
	 

	TDD
	Table A.3.2-6
	
	5
	256QAM
	4/5
	25
	
	-
	 

	TDD
	Table A.3.2-6
	
	10
	256QAM
	4/5
	50
	
	-
	 

	TDD
	Table A.3.2-6
	
	15
	256QAM
	4/5
	75
	
	-
	 

	TDD
	Table A.3.2-6
	
	20
	256QAM
	4/5
	100
	
	-
	 

	FDD, PDSCH Performance, Single-antenna transmission (CRS)

	FDD
	Table A.3.3.1-1
	R.4 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.1-1
	R.42 FDD
	20
	QPSK
	1/3
	100
	
	≥ 1
	 

	FDD
	Table A.3.3.1-1
	R.42-1 FDD
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.42-2 FDD
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.42-3 FDD
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	FDD
	Table A.3.3.1-1
	R.2 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	FDD
	Table A.3.3.1-2
	R.3-1 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	FDD
	Table A.3.3.1-2
	R.3 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.1-3
	R.5 FDD
	3
	64QAM
	3/4
	15
	
	≥ 1
	 

	FDD
	Table A.3.3.1-3
	R.6 FDD
	5
	64QAM
	3/4
	25
	
	≥ 2
	 

	FDD
	Table A.3.3.1-3
	R.7 FDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.1-3
	R.8 FDD
	15
	64QAM
	3/4
	75
	
	≥ 2
	 

	FDD
	Table A.3.3.1-3
	R.9 FDD
	20
	64QAM
	3/4
	100
	
	≥ 3
	 

	FDD
	Table A.3.3.1-3a
	R.6-1 FDD
	5
	64QAM
	3/4
	18
	
	≥ 1
	 

	FDD
	Table A.3.3.1-3a
	R.7-1 FDD
	10
	64QAM
	3/4
	17
	
	≥ 1
	 

	FDD
	Table A.3.3.1-3a
	R.8-1 FDD
	15
	64QAM
	3/4
	17
	
	≥ 1
	 

	FDD
	Table A.3.3.1-3a
	R.9-1 FDD
	20
	64QAM
	3/4
	17
	
	≥ 1
	 

	FDD
	Table A.3.3.1-3a
	R.9-2 FDD
	20
	64QAM
	3/4
	83
	
	≥ 2
	 

	FDD
	Table A.3.3.1-6
	R.41 FDD
	10
	QPSK
	1/10
	50
	
	≥ 1
	

	FDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (Channel edge)

	FDD
	Table A.3.3.1-4
	R.0 FDD
	3
	16QAM
	1/2
	1
	
	≥ 1
	 

	FDD
	Table A.3.3.1-4
	R.1 FDD
	10 / 20
	16QAM
	1/2
	1
	
	≥ 1
	 

	FDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (MBSFN Configuration)

	FDD
	Table A.3.3.1-5
	R.29 FDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	 

	FDD, PDSCH Performance: Carrier aggregation with power imbalance

	FDD
	Table A.3.3.1-7
	R.49 FDD
	20
	64QAM
	0.84-0.87
	100
	
	≥ 5
	

	FDD
	Table A.3.3.1-7
	R.49-1 FDD
	10
	64QAM
	0.84-0.87
	50
	
	≥2
	

	FDD
	Table A.3.3.1-7
	R.49-2 FDD
	5
	64QAM
	0.84-0.86
	25
	
	≥2
	

	FDD, PDSCH Performance, Multi-antenna transmission (CRS), Two antenna ports

	FDD
	Table A.3.3.2.1-1
	R.10 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	
	
	
	
	
	
	
	
	
	

	FDD
	Table A.3.3.2.1-1
	R.11 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.11-1 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.11-2 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	FDD
	Table A.3.3.2.1-1
	R.11-3 FDD
	10
	16QAM
	1/2
	40
	
	≥ 1
	 

	FDD
	Table A.3.3.2.1-1
	R.11-4 FDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-1
	R.30 FDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.30-1 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-1
	R.35-1 FDD
	20
	64QAM
	0.39
	100
	
	4
	

	FDD
	Table A.3.3.2.1-1
	R.35-2 FDD
	15
	64QAM
	0.39
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-1
	R.35-3 FDD
	10
	64QAM
	0.39
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.35-4 FDD
	10
	64QAM
	0.47
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.1-2
	R.46 FDD
	10
	QPSK
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.47 FDD
	10
	16QAM
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-5 FDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-6 FDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-7 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.11-8 FDD
	10
	QPSK
	3/5
	50
	
	≥ 2
	

	FDD
	Table A.3.3.2.1-2
	R.11-9 FDD
	10
	QPSK
	0.58
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.11-10 FDD
	10
	QPSK
	0.67
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.10-2 FDD
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.10-3 FDD
	10
	16QAM
	0.58
	50
	
	≥ 1
	

	FDD
	Table A.3.3.2.1-2
	R.65 FDD
	10
	256QAM
	0.55
	50
	
	11-15
	

	FDD
	Table A.3.3.2.1-3
	R. 62 FDD
	10
	16QAM
	1/2
	3
	
	0
	

	FDD
	Table A.3.3.2.1-3
	R.63 FDD
	10
	64QAM
	1/2
	1
	
	0
	

	FDD, PDSCH Performance, Multi-antenna transmission (CRS), Four antenna ports

	FDD
	Table A.3.3.2.2-1
	R.12 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.13 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.2-1
	R.14-1 FDD
	10
	16QAM
	1/2
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-2 FDD
	10
	16QAM
	1/2
	3
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-3 FDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	

	FDD
	Table A.3.3.2.2-1
	R.36 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	FDD
	Table A.3.3.2.2-1
	R.14-4 FDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-5 FDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-6 FDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	FDD
	Table A.3.3.2.2-1
	R.14-7 FDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	FDD
	Table A.3.3.2.2-1
	R.72 FDD
	10
	256QAM
	0.62
	50
	
	≥ 11
	

	FDD
	Table A.3.3.2.2-1
	R.73 FDD
	10
	64QAM
	0.43
	50
	
	≥ 5
	

	FDD
	Table A.3.3.2.2-1
	R.74 FDD
	10
	16QAM
	1/2
	50
	
	≥ 5
	

	FDD, PDSCH Performance (UE specific RS) without CSI-RS

	FDD
	Table A.3.3.3.0-1
	R.70 FDD
	10
	QPSK
	0.65
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.0-1
	R.71 FDD
	10
	16QAM
	0.6
	50
	
	≥ 2
	

	FDD, PDSCH Performance (UE specific RS) Two antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.1-1
	R.51 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-1
	R.51-1 FDD
	10
	16QAM
	0.54
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-1
	R.76 FDD
	10
	QPSK
	
	50
	
	≥ 2
	

	FDD, PDSCH Performance (UE specific RS) Two antenna ports (CSI-RS, non Quasi Co-located)

	FDD
	Table A.3.3.3.1-2
	R.52 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.52-1 FDD
	10
	16QAM
	0.54
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.53 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.1-2
	R.54 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD, PDSCH Performance (UE specific RS) Four antenna ports (CSI-RS)

	FDD
	Table A.3.3.3.2-1
	R.43 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-1
	R.50 FDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.2-2
	R.44 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-2
	R.45 FDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	FDD
	Table A.3.3.3.2-2
	R.45-1 FDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-1
	R.48 FDD
	10
	QPSK
	
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-2
	R.60 FDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-3
	R.64 FDD
	10
	QPSK
	1/3
	6
	
	0
	

	FDD
	Table A.3.3.3.2-1
	R.66 FDD
	10
	64QAM
	
	50
	
	11-15
	

	FDD
	Table A.3.3.3.2-4
	R.69 FDD
	10
	QPSK
	0.74-0.8
	50
	
	≥ 1
	

	FDD
	Table A.3.3.3.2-1
	R.75 FDD
	10
	16QAM
	0.57
	50
	
	≥ 5
	

	TDD, PDSCH Performance, Single-antenna transmission (CRS)

	TDD
	Table A.3.4.1-1
	R.4 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	TDD
	Table A.3.4.1-1
	R.42 TDD
	20
	QPSK
	1/3
	100
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.2 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.1-1
	R.2A TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.42-1 TDD
	3
	QPSK
	1/3
	15
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.42-2 TDD
	5
	QPSK
	1/3
	25
	
	≥ 1
	

	TDD
	Table A.3.4.1-1
	R.42-3 TDD
	15
	QPSK
	1/3
	75
	
	≥ 1
	

	TDD
	Table A.3.4.1-2
	R.3-1 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	TDD
	Table A.3.4.1-2
	R.3 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.1-3
	R.5 TDD
	3
	64QAM
	3/4
	15
	
	≥ 1
	 

	TDD
	Table A.3.4.1-3
	R.6 TDD
	5
	64QAM
	3/4
	25
	
	≥ 2
	 

	TDD
	Table A.3.4.1-3
	R.7 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.1-3
	R.8 TDD
	15
	64QAM
	3/4
	75
	
	≥ 2
	 

	TDD
	Table A.3.4.1-3
	R.9 TDD
	20
	64QAM
	3/4
	100
	
	≥ 3
	 

	TDD
	Table A.3.4.1-3a
	R.6-1 TDD
	5
	64QAM
	3/4
	18
	
	≥ 1
	 

	TDD
	Table A.3.4.1-3a
	R.7-1 TDD
	10
	64QAM
	3/4
	17
	
	≥ 1
	 

	TDD
	Table A.3.4.1-3a
	R.8-1 TDD
	15
	64QAM
	3/4
	17
	
	≥ 1
	 

	TDD
	Table A.3.4.1-3a
	R.9-1 TDD
	20
	64QAM
	3/4
	17
	
	≥ 1
	 

	TDD
	Table A.3.4.1-3a
	R.9-2 TDD
	20
	64QAM
	3/4
	83
	
	≥ 2
	 

	TDD
	Table A.3.4.1-6
	R.41 TDD
	10
	QPSK
	1/10
	50
	
	≥ 1
	

	TDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (Channel edge)

	TDD
	Table A.3.4.1-4
	R.0 TDD
	3
	16QAM
	1/2
	1
	
	≥ 1
	 

	TDD
	Table A.3.4.1-4
	R.1 TDD
	10 / 20
	16QAM
	1/2
	1
	
	≥ 1
	 

	TDD, PDSCH Performance, Single-antenna transmission (CRS), Single PRB (MBSFN Configuration)

	TDD
	Table A.3.4.1-5
	R.29 TDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	 

	TDD, PDSCH Performance: Carrier aggregation with power imbalance

	TDD
	Table A.3.4.1-7
	R.49 TDD
	20
	64QAM
	0.81-087
	100
	
	≥ 5
	

	TDD
	Table A.3.4.1-7
	R.49-1 TDD
	15
	64QAM
	0.80-0.86
	75
	
	≥ 3
	

	TDD, PDSCH Performance, Multi-antenna transmission (CRS), Two antenna ports

	TDD
	Table A.3.4.2.1-1
	R.10 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.2.1-1
	R.11 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.11-1 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.11-2 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	TDD
	Table A.3.4.2.1-1
	R.11-3 TDD
	10
	16QAM
	1/2
	40
	
	≥ 1
	 

	TDD
	Table A.3.4.2.1-1
	R.11-4 TDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-1
	R.30 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.30-1 TDD
	20
	16QAM
	1/2
	100
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.30-2 TDD
	20
	16QAM
	1/2
	100
	
	3
	

	TDD
	Table A.3.4.2.1-1
	R.35 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-1
	R.35-1 TDD
	20
	64QAM
	0.39
	100
	
	4
	

	TDD
	Table A.3.4.2.1-2
	R.35-2 TDD
	10
	64QAM
	0.47
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.1-2
	R.46 TDD
	10
	QPSK
	
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.47 TDD
	10
	16QAM
	
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-5 TDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-6 TDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-7 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-8 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.11-9 TDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.11-10 TDD
	10
	QPSK
	3/5
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.1-2
	R.11-11 TDD
	10
	QPSK
	0.48-0.58
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.11-12 TDD
	10
	QPSK
	0.54-0.66
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-2
	R.10-3 TDD
	10
	16QAM
	0.57-0.58
	50
	
	≥ 1
	

	TDD
	Table A.3.4.2.1-3
	R.62 TDD
	10
	16QAM
	1/2
	3
	
	0
	

	TDD
	Table A.3.4.2.1-3
	R.63 TDD
	10
	64QAM
	1/2
	1
	
	0
	

	TDD
	Table A.3.4.2.1-4
	R.65 TDD
	20
	256QAM
	0.6
	100
	
	11-15
	

	TDD
	Table A.3.4.2.1-5
	R.67 TDD
	10
	16QAM
	0.4
	50
	
	≥ 1
	

	TDD, PDSCH Performance, Multi-antenna transmission (CRS), Four antenna ports

	TDD
	Table A.3.4.2.2-1
	R.12 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.13 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.14 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.2.2-1
	R.14-1 TDD
	10
	16QAM
	1/2
	6
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.14-2 TDD
	10
	16QAM
	1/2
	3
	
	≥ 1
	 

	TDD
	Table A.3.4.2.2-1
	R.43 TDD
	20
	16QAM
	1/2
	100
	
	≥2
	 

	TDD
	Table A.3.4.2.2-1
	R.36 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 


	TDD
	Table A.3.4.2.2-1
	R.43-1 TDD
	1.4
	16QAM
	1/2
	6
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-2 TDD
	3
	16QAM
	1/2
	15
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-3 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	

	TDD
	Table A.3.4.2.2-1
	R.43-4 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-1
	R.43-5 TDD
	15
	16QAM
	1/2
	75
	
	≥ 2
	

	TDD
	Table A.3.4.2.2-1
	R.72 TDD
	10
	256QAM
	0.62
	50
	
	≥ 11
	

	TDD
	Table A.3.4.2.2-1
	R.73 TDD
	10
	64QAM
	0.44
	50
	
	≥ 5
	

	TDD
	Table A.3.4.2.2-1
	R.74 TDD
	10
	16QAM
	1/2
	50
	
	≥ 5
	

	TDD, PDSCH Performance, Single antenna port (DRS)

	TDD
	Table A.3.4.3.1-1
	R.25 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.3.1-1
	R.26 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.3.1-1
	R.26-1 TDD
	5
	16QAM
	1/2
	25
	
	≥ 1
	 

	TDD
	Table A.3.4.3.1-1
	R.27 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.3.1-1
	R.27-1 TDD
	10
	64QAM
	3/4
	18
	
	≥ 1
	 

	TDD
	Table A.3.4.3.1-1
	R.28 TDD
	10
	16QAM
	1/2
	1
	
	≥ 1
	 

	TDD, PDSCH Performance, Two antenna ports (DRS)

	TDD
	Table A.3.4.3.2-1
	R.31 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.4.3.2-1
	R.32 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.3.2-1
	R.32-1 TDD
	5
	16QAM
	1/2
	[25]
	
	≥ 1
	 

	TDD
	Table A.3.4.3.2-1
	R.33 TDD
	10
	64QAM
	3/4
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.3.2-1
	R.33-1 TDD
	10
	64QAM
	3/4
	[18]
	
	≥ 1
	 

	TDD
	Table A.3.4.3.2-1
	R.34 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	 

	TDD
	Table A.3.4.3.2
	R.70 TDD
	10
	QPSK
	0.54-0.65
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.2
	R.71 TDD
	10
	16QAM
	0.5-0.6
	50
	
	≥ 2
	

	TDD, PDSCH Performance (UE specific RS) Two antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.3-1
	R.51 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-1
	R.51-1 TDD
	10
	16QAM
	0.57
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.1-1
	R.76 FDD
	10
	QPSK
	
	50
	
	≥ 2
	

	TDD, PDSCH Performance (UE specific RS) Two antenna ports (CSI-RS, non Quasi Co-located)

	TDD
	Table A.3.4.3.3-2
	R.52 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-2
	R.52-1 TDD
	10
	16QAM
	0.57
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-2
	R.53 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.3-2
	R.54 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD, PDSCH Performance (UE specific RS) Four antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.4-1
	R.44 TDD
	10
	64QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.4-1
	R.48 TDD
	10
	QPSK
	
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.4-2
	R.60 TDD
	10
	QPSK
	1/2
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.4-2
	R.61 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.4-2
	R.61-1 TDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	TDD
	Table A.3.4.3.4-3
	R.64 TDD
	10
	QPSK
	1/3
	6
	
	0
	

	TDD
	Table A.3.4.3.4-1
	R.66 TDD
	20
	256QAM
	
	100
	
	11-15
	

	TDD
	Table A.3.4.3.4-4
	R.69 TDD
	10
	QPSK
	0.61-0.8
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.4-1
	R.75 TDD
	10
	16QAM
	0.57
	50
	
	≥ 5
	

	TDD, PDSCH Performance (UE specific RS) Eight antenna ports (CSI-RS)

	TDD
	Table A.3.4.3.5-1
	R.50 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	

	TDD
	Table A.3.4.3.5-2
	R.45 TDD
	10
	16QAM
	1/2
	50
	
	≥ 2
	

	TDD
	Table A.3.4.3.5-2
	R.45-1 TDD
	10
	16QAM
	1/2
	39
	
	≥ 1
	

	FDD, PDCCH / PCFICH Performance

	FDD
	Table A.3.5.1-1
	R.15 FDD
	10
	PDCCH
	
	
	
	
	 

	FDD
	Table A.3.5.1-1
	R.15-1 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.15-2 FDD
	10
	PDCCH
	
	
	
	
	

	FDD
	Table A.3.5.1-1
	R.16 FDD
	10
	PDCCH
	
	
	
	
	 

	FDD
	Table A.3.5.1-1
	R.17 FDD
	5
	PDCCH
	
	
	
	
	 

	TDD, PDCCH / PCFICH Performance

	TDD
	Table A.3.5.2-1
	R.15 TDD
	10
	PDCCH
	
	
	
	
	 

	TDD
	Table A.3.5.2-1
	R.15-1 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.15-2 TDD
	10
	PDCCH
	
	
	
	
	

	TDD
	Table A.3.5.2-1
	R.16 TDD
	10
	PDCCH
	
	
	
	
	 

	TDD
	Table A.3.5.2-1
	R.17 TDD
	5
	PDCCH
	
	
	
	
	 

	FDD / TDD, PHICH Performance

	FDD / TDD
	Table A.3.6-1
	R.18
	10
	PHICH
	
	
	
	
	 

	FDD / TDD
	Table A.3.6-1
	R.19
	10
	PHICH
	
	
	
	
	 

	FDD
	Table A.3.6.1
	R.19-1
	5
	PHICH
	
	
	
	
	

	FDD / TDD
	Table A.3.6-1
	R.20
	5
	PHICH
	
	
	
	
	 

	FDD / TDD
	Table A.3.6-1
	R.24
	10
	PHICH
	
	
	
	
	 

	FDD / TDD, PBCH Performance

	FDD / TDD
	Table A.3.7-1
	R.21
	1.4
	QPSK
	40/
1920
	
	
	
	 

	FDD / TDD
	Table A.3.7-1
	R.22
	1.4
	QPSK
	40/
1920
	
	
	
	 

	FDD / TDD
	Table A.3.7-1
	R.23
	1.4
	QPSK
	40/
1920
	
	
	
	 

	FDD, PMCH Performance

	FDD
	Table A.3.8.1-1
	R.40 FDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	FDD
	Table A.3.8.1-1
	R.37 FDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	FDD
	Table A.3.8.1-2
	R.38 FDD
	10
	16QAM
	1/2
	50
	
	≥ 1
	 

	FDD
	Table A.3.8.1-3
	R.39-1 FDD
	5
	64QAM
	2/3
	25
	
	≥ 1
	 

	FDD
	Table A.3.8.1-3
	R.39 FDD
	10
	64QAM
	2/3
	50
	
	≥ 2
	 

	TDD, PMCH Performance

	TDD
	Table A.3.8.2-1
	R.40 TDD
	1.4
	QPSK
	1/3
	6
	
	≥ 1
	 

	TDD
	Table A.3.8.2-1
	R.37 TDD
	10
	QPSK
	1/3
	50
	
	≥ 1
	 

	TDD
	Table A.3.8.2-2
	R.38 TDD
	10
	16QAM
	1/2
	50
	
	≥ 1
	 

	TDD
	Table A.3.8.2-3
	R.39-1 TDD
	5
	64QAM
	2/3
	25
	
	≥ 1
	 

	TDD
	Table A.3.8.2-3
	R.39 TDD
	10
	64QAM
	2/3
	50
	
	≥ 2
	 

	FDD, Sustained data rate (CRS)

	FDD
	Table A.3.9.1-1
	R.31-1 FDD
	10
	64QAM
	0.40
	
	
	≥ 1
	 

	FDD
	Table A.3.9.1-1
	R.31-2 FDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	 

	FDD
	Table A.3.9.1-1
	R.31-3 FDD
	20
	64QAM
	0.59-0.62
	
	
	≥ 2
	 

	FDD
	Table A.3.9.1-1
	R.31-3A FDD
	10
	64QAM
	0.85-0.90
	
	
	≥ 2
	 

	FDD
	Table A.3.9.1-1
	R.31-3C FDD
	15
	64QAM
	0.87-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-1
	R.31-4 FDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	 

	FDD
	Table A.3.9.1-1
	R.31-4B FDD
	15
	64QAM
	0.85-0.88
	
	
	≥ 4
	

	FDD
	Table A.3.9.1-1
	R.31-5 FDD
	15
	64QAM
	0.85-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-2
	R.31-6 FDD
	5
	64QAM
	0.83-0.85
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-3
	R.68 FDD
	20
	256QAM
	0.74-0.85
	
	
	11-12
	

	FDD
	Table A.3.9.1-3
	R.68-1 FDD
	15
	256QAM
	0.74-0.88
	
	
	11-12
	

	FDD
	Table A.3.9.1-3
	R.68-2 FDD
	10
	256QAM
	0.74-0.85
	
	
	11-12
	

	FDD
	Table A.3.9.1-3
	R.68-3 FDD
	5
	256QAM
	0.77-0.85
	
	
	11-12
	

	TDD, Sustained data rate (CRS)

	TDD
	Table A.3.9.2-1
	R.31-1 TDD
	10
	64QAM
	0.40
	
	
	≥ 1
	 

	TDD
	Table A.3.9.2-1
	R.31-2 TDD
	10
	64QAM
	0.59-0.64
	
	
	≥ 2
	 

	TDD
	Table A.3.9.2-1
	R.31-3 TDD
	20
	64QAM
	0.59-0.62
	
	
	≥ 2
	 

	TDD
	Table A.3.9.2-1
	R.31-3A TDD
	15
	64QAM
	0.87-0.90
	
	
	≥ 2
	 

	TDD
	Table A.3.9.2-1
	R.31-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	 

	TDD
	Table A.3.9.2-1
	R.31-4A TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	 

	TDD
	Table A.3.9.2-1
	R.31-5 TDD
	15
	64QAM
	0.85-0.88
	
	
	≥ 3
	 

	TDD
	Table A.3.9.2-1
	R.31-5A TDD
	15
	64QAM
	0.85-0.88
	
	
	≥ 3
	 

	TDD
	Table A.3.9.2-1
	R.31-6 TDD
	10
	64QAM
	0.85-0.88
	
	
	≥ 2
	 

	TDD
	Table A.3.9.2-2
	R.68 TDD
	20
	256QAM
	
	
	
	11-12
	 

	TDD
	Table A.3.9.2-2
	R.68-1 TDD
	15
	256QAM
	
	
	
	11-12
	 

	TDD
	Table A.3.9.2-2
	R.68-2 TDD
	10
	256QAM
	
	
	
	11-12
	 

	TDD
	Table A.3.9.2-2
	R.68-3 TDD
	20
	256QAM
	
	
	
	11-12
	 

	TDD
	Table A.3.9.2-2
	R.68-4 TDD
	15
	256QAM
	
	
	
	11-12
	 

	FDD, Sustained data rate test with EPDCCH scheduling (CRS)

	FDD
	Table A.3.9.3-1
	R.31E-1 FDD
	10
	64QAM
	0.40-0
	
	
	≥ 1
	

	FDD
	Table A.3.9.3-1
	R.31E-2 FDD
	10
	64QAM
	0.59-0.66
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-3 FDD
	20
	64QAM
	0.59-0.63
	
	
	≥ 2
	

	FDD
	Table A.3.9.1-1
	R.31E-3C FDD
	15
	64QAM
	0.87-0.92
	
	
	≥ 3
	

	FDD
	Table A.3.9.3-1
	R.31E-3A FDD
	10
	64QAM
	0.85-0.92
	
	
	≥ 2
	

	FDD
	Table A.3.9.3-1
	R.31E-4 FDD
	20
	64QAM
	0.87-0.91
	
	
	≥ 3
	

	FDD
	Table A.3.9.1-1
	R.31E-4B FDD
	15
	64QAM
	0.87-0.90
	
	
	≥ 4
	

	TDD, Sustained data rate test with EPDCCH scheduling (CRS)

	TDD
	Table A.3.9.4-1
	R.31E-1 TDD
	10
	64QAM
	0.40-0.41
	
	
	≥ 1
	

	TDD
	Table A.3.9.4-1
	R.31E-2 TDD
	10
	64QAM
	0.59-0.65
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-3 TDD
	20
	64QAM
	0.59-0.63
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-3A TDD
	15
	64QAM
	0.87-0.92
	
	
	≥ 2
	

	TDD
	Table A.3.9.4-1
	R.31E-4 TDD
	20
	64QAM
	0.87-0.90
	
	
	≥ 3
	

	FDD, ePDCCH performance

	FDD
	Table A.3.10.1-1
	R.55 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.56 FDD
	10
	EPDCCH
	
	
	
	
	


	FDD
	Table A.3.10.1-1
	R.57 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.58 FDD
	10
	EPDCCH
	
	
	
	
	

	FDD
	Table A.3.10.1-1
	R.59 FDD
	10
	EPDCCH
	
	
	
	
	

	TDD, ePDCCH performance

	TDD
	Table A.3.10.2-1
	R.55 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.56 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.57 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.58 TDD
	10
	EPDCCH
	
	
	
	
	

	TDD
	Table A.3.10.2-1
	R.59 TDD
	10
	EPDCCH
	
	
	
	
	


<Start of Next Change>

A.3.3.2.1
Two antenna ports

Table A.3.3.2.1-1: Fixed Reference Channel two antenna ports

	Parameter
	Unit
	Value

	Reference channel
	
	R.10 FDD
	R.11 FDD
	R.11-1 FDD
	R.11-2 FDD
	R.11-3 FDD Note 5
	R.11-4 FDD
	R.30 FDD
	R.30-1 FDD
	R.35-1 FDD
	R.35 FDD
	R.35-2 FDD
	R.35-3 FDD

	Channel bandwidth
	MHz
	10
	10
	10
	5
	10
	10
	20
	15
	20
	10
	15
	10

	Allocated resource blocks (Note 4)
	
	50
	50
	50
	25
	40
	50
	100
	75
	100
	50
	75
	50

	Allocated subframes per Radio Frame
	
	9
	9
	8
	9
	9
	9
	9
	8
	8
	9
	8
	8

	Modulation
	
	QPSK
	16QAM
	16QAM
	16QAM
	16QAM
	QPSK
	16QAM
	16QAM
	64QAM
	64QAM
	64QAM
	64QAM

	Target Coding Rate
	
	1/3
	1/2
	1/2
	1/2
	1/2
	1/2
	1/2
	1/2
	0.39
	1/2
	0.39
	0.39

	Information Bit Payload (Note 4)
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	4392
	12960
	12960
	5736
	10296
	6968
	25456
	19080
	30576
	19848
	22920
	15264

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	4392
	12960
	N/A
	4968
	10296
	6968
	25456
	N/A
	N/A
	18336
	N/A
	N/A

	Number of Code Blocks 
(Notes 3 and 4)
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	1
	3
	3
	1
	2
	2
	5
	4
	5
	4
	4
	3

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	1
	3
	N/A
	1
	2
	2
	5
	N/A
	N/A
	3
	N/A
	N/A

	Binary Channel Bits (Note 4)
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	13200
	26400
	26400
	12000
	21120
	13200
	52800
	39600
	79200
	39600
	59400
	39600

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	12384
	24768
	N/A
	10368
	19488
	12384
	51168
	N/A
	N/A
	37152
	N/A
	N/A

	Max. Throughput averaged over 1 frame (Note 4)
	Mbps
	3.953
	11.664
	10.368
	5.086
	9.266
	6.271
	22.910
	15.264
	24.461
	17.712
	18.336
	12.211

	UE Category
	
	≥ 1
	≥ 2
	≥ 2
	≥ 1
	≥ 1
	≥ 1
	≥ 2
	≥ 2
	4
	≥ 2
	≥ 2
	≥ 2

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4].
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 4: 
Given per component carrier per codeword.

Note 5:
For R.11-3 resource blocks of RB6–RB45 are allocated.


Table A.3.3.2.1-2: Fixed Reference Channel two antenna ports

	Parameter
	Unit
	Value

	Reference channel
	
	R.46 FDD
	R.47 FDD
	R.35-4 FDD
	R.11-5 FDD
	R.11-6 FDD
	R.11-7 FDD
	R.11-8 FDD
	R.11- 9 FDD
	R.11- 10 FDD
	R.65 FDD
	R.10-2 FDD
	R.10-3 FDD

	Channel bandwidth
	MHz
	10
	10
	10
	1.4
	3
	15
	10
	10
	10
	10
	5
	10

	Allocated resource blocks (Note 4)
	
	50
	50
	50
	6
	15
	75
	50
	50
	50
	50
	25
	50

	Allocated number of PDCCH symbols
	
	2
	2
	2
	4
	3
	2
	2
	3
	3
	2
	3
	2

	Allocated subframes per Radio Frame
	
	9
	9
	9
	8
	9
	9
	9
	8
	8
	9
	9
	9

	Modulation
	
	QPSK
	16QAM
	64QAM
	16QAM
	16QAM
	16QAM
	QPSK
	QPSK
	QPSK
	256QAM
	QPSK
	16QAM

	Target Coding Rate
	
	
	
	0.47
	1/2
	1/2
	1/2
	3/5
	0.58
	0.67
	0. 55
	1/3
	0.58

	Information Bit Payload (Note 4)
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	5160
	8760
	18336
	1352
	3368
	19080
	7992
	6968
	7992
	31704
	1800
	15264

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	5160
	8760
	16416
	N/A
	2664
	19080
	6968
	N/A
	N/A
	N/A
	1800
	14112

	Number of Code Blocks 
(Notes 3 and 4)
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	1
	2
	3
	1
	1
	4
	2
	2
	2
	6
	1
	3

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	1
	2
	3
	1
	1
	4
	2
	N/A
	N/A
	N/A
	1
	3

	Binary Channel Bits (Note 4)
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	13200
	26400
	39600
	2592
	7200
	39600
	13200
	12000
	12000
	57600
	6000
	26400

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	n/a
	n/a

	  For Sub-Frame 0
	Bits
	12384
	24768
	37152
	N/A
	5568
	37968
	12384
	N/A
	N/A
	N/A
	5184
	24768

	Max. Throughput averaged over 1 frame (Note 4)
	Mbps
	4.644
	7.884
	16.310
	1.082
	2.961
	17.172
	7.0904
	5.5744
	6.3936
	25.363
	1.620
	13.6224

	UE Category
	
	≥ 1
	≥ 1
	≥ 2
	≥ 1
	≥ 1
	≥ 2
	≥ 2
	≥ 1
	≥ 1
	11-12
	≥ 1
	≥ 1

	UE DL Category
	
	≥ 6
	≥ 6
	≥ 6
	≥ 6
	≥ 6
	≥ 6
	≥ 6
	
	
	≥ 13
	≥ 6
	

	Note 1:
Void
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4]
Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit)

Note 4: 
Given per component carrier per codeword.


Table A.3.3.2.1-3: Fixed Reference Channel two antenna ports

	Parameter
	Unit
	Value

	Reference channel
	
	R.62 FDD
	R.63 FDD

	Channel bandwidth
	MHz
	10
	10

	Allocated resource blocks (Note 4)
	
	3
	1

	Allocated DL subframes per 4 Radio Frames (Note 3)
	
	15
	15

	Modulation
	
	16QAM
	64QAM

	Target Coding Rate
	
	1/2
	1/2

	Information Bit Payload
	
	
	

	  For Sub-Frames 0,1,2,3,4,5,6,7,8,9
	Bits
	744
	408

	Number of Code Blocks
	
	
	

	  For Sub-Frames 0,1,2,3,4,5,6,7,8,9
	Code blocks
	1
	1

	Binary Channel Bits
	
	
	

	  For Sub-Frames 0,1,2,3,4,5,6,7,8,9 
	Bits
	1584
	792

	Max. Throughput averaged over 4 frames
	Mbps
	0.279
	0.153

	UE DL Category
	
	0
	0

	Note 1:
2 symbols allocated to PDCCH

Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4]

Note 3: 
The downlink subframes are scheduled at the 0th, 1st, 2nd, 8th, 9th, 10th, 16th, 17th, 18th, 24th, 25th, 26th, 32nd, 33rd, 34th subframes every 40ms. Information bit payload is available if downlink subframe is scheduled.

Note 4:
Allocated PRB positions start from {9, 10, …, 9+N-1}, where N is the number of allocated resource blocks.


A.3.3.2.2
Four antenna ports

Table A.3.3.2.2-1: Fixed Reference Channel four antenna ports

	Parameter
	Unit
	Value

	Reference channel
	
	R.12 FDD
	R.13 FDD
	R.14 FDD
	R.14-1 FDD
	R.14-2 FDD
	R.14-3 FDD
	R.36 FDD
	R.14-4 FDD
	R.14-5 FDD
	R.14-6 FDD
	R.14-7 FDD
	R.72 FDD
	R.73 FDD
	R.74 FDD

	Channel bandwidth
	MHz
	1.4
	10
	10
	10
	10
	20
	10
	1.4
	3
	5
	15
	10
	10
	10

	Allocated resource blocks (Note 4)
	
	6
	50
	50
	6
	3
	100
	50
	6
	15
	25
	75
	50
	50
	50

	Allocated subframes per Radio Frame
	
	9
	9
	9
	8
	8
	9
	9
	8
	9
	9
	9
	9
	9
	9

	Modulation
	
	QPSK
	QPSK
	16QAM
	16QAM
	16QAM
	16QAM
	64QAM
	16QAM
	16QAM
	16QAM
	16QAM
	256QAM
	64QAM
	16QAM

	Target Coding Rate
	
	1/3
	1/3
	1/2
	1/2
	1/2
	1/2
	1/2
	1/2
	1/2
	1/2
	1/2
	0.62
	0.43
	1/2

	Information Bit Payload (Note 4)
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	408
	4392
	12960
	1544
	744
	25456
	18336
	1192
	3368
	5736
	19080
	31704
	16416 (CW0)

32856 (CW1)
	25456

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	n/a
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	152
	3624
	11448
	N/A
	N/A
	22920
	18336
	N/A
	2664
	4968
	19080
	31704
	15264 (CW0)

30576 (CW1)
	22920



	Number of Code Blocks
(Notes 3 and 4)
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	
	1
	1
	3
	1
	1
	5
	3
	1
	1
	1
	4
	3
	3 (CW0)

6 (CW1)
	5

	  For Sub-Frame 5
	
	N/A
	N/A
	N/A
	N/A
	N/A
	n/a
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	
	1
	1
	2
	N/A
	N/A
	4
	3
	N/A
	1
	1
	4
	3
	3 (CW0)

5 (CW1)
	5

	Binary Channel Bits (Note 4)
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	  For Sub-Frames 1,2,3,4,6,7,8,9
	Bits
	1248
	12800
	25600
	3072
	1536
	51200
	38400
	2496
	6960
	11600
	38400
	51200
	38400 (CW0)

76800 (CW1)
	51200

	  For Sub-Frame 5
	Bits
	N/A
	N/A
	N/A
	N/A
	N/A
	n/a
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A
	N/A

	  For Sub-Frame 0
	Bits
	480
	12032
	24064
	N/A
	N/A
	49664
	36096
	N/A
	5424
	10064
	36864
	48128
	36096 (CW0)

72192 (CW1)
	48128

	Max. Throughput averaged over 1 frame (Note 4)
	Mbps
	0.342
	3.876
	11.513
	1.235
	0.595
	22.656
	16.502
	0.954
	2.961
	5.086
	17.172
	28.534
	14.659 (CW0)

29.342 (CW1)
	22.657

	UE Category
	
	≥ 1
	≥ 1
	≥ 2
	≥ 1
	≥ 1
	≥ 2
	≥ 2
	≥ 1
	≥ 1
	≥ 1
	≥ 2
	≥ 11
	≥ 5
	≥ 5

	Note 1:
2 symbols allocated to PDCCH for 20 MHz, 15 MHz and 10 MHz channel BW; 3 symbols allocated to PDCCH for 5 MHz and 3 MHz; 4 symbols allocated to PDCCH for 1.4 MHz.
Note 2:
Reference signal, synchronization signals and PBCH allocated as per TS 36.211 [4].

Note 3:
If more than one Code Block is present, an additional CRC sequence of L = 24 Bits is attached to each Code Block (otherwise L = 0 Bit).

Note 4:
Given per component carrier per codeword.


<< End of Change >>
_1332200928.unknown

_1500974458.unknown

_1502011854.unknown

_1332197403.unknown

_1288433084.unknown

_1288433196.unknown

_1288435709.unknown

_1270742572.unknown

