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1 Introduction
LTE Advanced intra-band contiguous Carrier Aggregation in Band 42 for 5DL has been included in the Rel-14 basket WI in RAN#71 [1]. This contribution will discuss the applicable channel bandwidths for band 42 intra-band contiguous carrier aggregation for 5 DL CCs. A text proposal is also provided for TR 36.714-00-00.

2 Discussion
According to the WID in [1], the channel bandwidths in Table 2-1 need to be considered for LTE advanced intra-band carrier aggregation in Band for 5DL. 5MHz, 10MHz and 15MHz carriers are only allowed at the edges of aggregated channel bandwidth so that potential co-existence issue with adjacent systems can be handled with some flexibility. 
Table 2-1: E-UTRA CA configurations and bandwidth combination sets defined for intra-band contiguous CA
	
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations

(NOTE 3)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_42F
	CA_42C
	5,10,15,20
	20
	20
	20
	20
	100
	0

	
	
	20
	20
	20
	20
	5,10, 15, 20
	
	


It is proposed to capture the proposed channel bandwidths into TR 36.714-00-00.

3 Conclusion

This contribution presented channel bandwidths for LTE-advanced intra-band carrier aggregation in Band 42 for 5DL. 
It is proposed to capture the text proposal in this paper into TR 36.714-00-00.
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Annex
--------------------------------------------------------TP for TR 36.714-00-00-----------------------------------------------------------

6.x
CA_42F_BCS0
6.x.1
Channel bandwidths per operating band for CA
Table 6.1.1-1 defines the supported E-UTRA CA configurations and bandwidth combination set for LTE-advanced intra-band contiguous CA in Band 42. The 5MHz, 10MHz and 15MHz carriers are only allowed at the edges of aggregated channel bandwidth so that potential co-existence issue with adjacent systems can be handled with some flexibility. 
Table 6.x.1-1: E-UTRA CA configurations and bandwidth combination sets for CA_42F
	
	
	E-UTRA CA configuration / Bandwidth combination set

	E-UTRA CA configuration
	Uplink CA configurations

(NOTE 3)
	Component carriers in order of increasing carrier frequency
	Maximum aggregated 
bandwidth [MHz]
	Bandwidth combination set

	
	
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	Channel bandwidths for carrier [MHz]
	
	

	CA_42F
	CA_42C
	5,10,15,20
	20
	20
	20
	20
	100
	0

	
	
	20
	20
	20
	20
	5,10, 15, 20
	
	


6.x.2
Co-existence studies

No co-existence issue identified for CA_42F
6.x.3
∆TIB and ∆RIB values
No TIB and RIB are required for CA_42F intra-band contiguous CA.
--------------------------------------------------------End of Text Proposal---------------------------------------------------------------
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