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<start of the change>
8.1.2.6
Applicability of performance requirements for 4Rx capable UEs
8.1.2.6.1
Applicability rule and antenna connection for single carrier tests with 2Rx

For 4Rx capable UEs all single carrier tests specified in 8.2 to 8.8 with 2Rx are tested on any of the 2 Rx supported bands by connecting 2 out of the 4Rx with data source from system simulator, and the other 2 Rx are connected with zero input, depending on UE’s declaration and AP configuration. Same requirements specified with 2Rx should be applied.
For 4Rx capable UEs, if corresponding tests listed from the 4Rx test lists from Table 8.1.2.6.1-1are tested, the test coverage can be considered fulfilled without executing the corresponding tests listed from the 2Rx test lists from Table 8.1.2.6.1-1.
Table 8.1.2.6.1-1: Applicability rules for single carrier tests with 2Rx
	4Rx test lists
	2Rx test lists

	8.10.1.1.1 Test 1
	8.2.1.2.1 Test 1

	8.10.1.1.2 Test 1
	8.2.1.3.1 Test 1

	8.10.1.1.3 Test 1
	8.2.1.4.1B Test 1

	8.10.1.1.4 Test 1
	8.2.1.4.2 Test 1

	8.10.1.1.4 Test 2
	8.2.1.4.2 Test 3

	8.10.1.1.5 Test 1
	8.3.1.1A Test 1

	8.10.1.1.6 Test 1
	8.3.1.2 Test 1

	8.10.1.2.1 Test 1
	8.2.2.2.1 Test 1

	8.10.1.2.2 Test 1
	8.2.2.3.1 Test 1

	8.10.1.2.3 Test 1
	8.2.2.4.1B Test 1

	8.10.1.2.4 Test 1
	8.2.2.4.2 Test 1

	8.10.1.2.4 Test 2
	8.2.2.4.2 Test 3

	8.10.1.2.5 Test 1
	8.3.2.1B Test 1

	8.10.1.2.6 Test 1
	8.3.2.2 Test 2

	8.10.2.1.1 Test 1
	8.4.1.1 Test 1

	8.10.2.1.2 Test 1
	8.4.1.2.1 Test 1

	8.10.2.1.3 Test 1
	8.4.1.2.2 Test 1

	8.10.2.2.1 Test 1
	8.4.2.1 Test 1

	8.10.2.2.2 Test 1
	8.4.2.2.1 Test 1

	8.10.2.2.3 Test 1
	8.4.2.2.2 Test 1

	8.10.3.1.1 Test 1
	8.5.1.1 Test 1

	8.10.3.1.2 Test 1
	8.5.1.2.1 Test 1

	8.10.3.1.3 Test 1
	8.5.1.2.2 Test 1

	8.10.3.2.1 Test 1
	8.5.2.1 Test 1

	8.10.3.2.2 Test 1
	8.5.2.2.1 Test 1

	8.10.3.2.3 Test 1
	8.5.2.2.2 Test 1

	8.10.4.1.1 Test 1
	8.8.1.1 Test 1

	8.10.4.1.1 Test 2
	8.8.1.1 Test 2

	8.10.4.1.2 Test 1
	8.8.1.2 Test 1

	8.10.4.1.2 Test 2
	8.8.1.2 Test 2

	8.10.4.2.1 Test 1
	8.8.2.1 Test 1

	8.10.4.2.1 Test 2
	8.8.2.1 Test 2

	8.10.4.2.2 Test 1
	8.8.2.2 Test 1

	8.10.4.2.2 Test 2
	8.8.2.2 Test 2


8.1.2.6.2
Applicability rule and antenna connection for CA and DC tests with 2Rx

All tests specified in 8.2 to 8.8 with 2Rx with CA, TDD-FDD CA and DC are tested with 4 Rx capable UEs. 

Same applicability rules defined in 8.1.2.3, 8.1.2.3A, and 8.1.2.3B for CA, TDD-FDD CA and DC applied for different CA and DC configurations and bandwidth combination sets should be applied for 4 Rx capable UEs.

8.1.2.6.3
Applicability rule and antenna connection for single carrier tests with 4Rx

For 4Rx capable UEs all single carrier tests specified in 8.10 with 4Rx are tested on any of the 4 Rx supported bands by connecting all 4Rx with data source from system simulator.
8.1.2.6.4
Applicability rule for 256QAM tests
For 256QAM capable UE, if corresponding tests specified in 8.10.1.1.4 Test 2 and 8.10.1.2.4 Test 2 are tested, the test coverage can be considered fulfilled without executing the tests specified in 8.10.1.1.4 Test 1 and 8.10.1.2.4 Test 1. For a UE which does not have 256QAM capability, the test specified in 8.10.1.1.4 Test 1 and 8.10.1.2.4 Test 1 should be used.
<next change>
9.1.1.4
Applicability of performance requirements for 4Rx capable UEs

9.1.1.4.1
Applicability rule and antenna connection for single carrier tests with 2Rx

For 4Rx capable UEs all single carrier tests specified in 9.2 to 9.6 with 2Rx are tested on any of the 2 Rx supported bands by connecting 2 out of the 4Rx with data source from system simulator, and the other 2 Rx are connected with zero input, depending on UE’s declaration and AP configuration. Same requirements specified with 2Rx should be applied.

9.1.1.4.2
Applicability rule and antenna connection for CA and DC tests with 2Rx

All tests specified in 9.2 to 9.6 with 2Rx with CA and TDD-FDD CA are tested with 4 Rx capable UEs. 

Same applicability rules defined in 9.1.1.2, 9.1.1.2A for CA andTDD-FDD CA applied for different CA configurations and bandwidth combination sets should be applied for 4 Rx capable UEs.

9.1.1.4.3
Applicability rule and antenna connection for single carrier tests with 4Rx

For 4Rx capable UEs all single carrier tests specified in 9.X with 4Rx are tested on any of the 4 Rx supported bands by connecting all 4Rx with data source from system simulator.
<end of the change>
