3GPP TSG-RAN WG4 Meeting #80bis 
R4-1609064
Reno, CA, USA, 14 - 18 November 2016   
Agenda item:
5.2.3.2
Source: 
Intel Corporation
Title: 
Simulation results on 4-RX AP TM2 IRC Test 
Document for:
Discussion
1. Introduction
RAN4 has agreed to introduce IRC tests with 4-AP antenna port connection, legacy TM2 IRC test for 4-RX AP UE is replaced with a new 4-RX test. In RAN4#80bis, RAN4 has agreed to introduce performance requirements
Agreement: for 4Rx IRC tests,

· Weaker interference cell, i.e., cell 3 was removed from the test

· DIP value is [-2.23] dB for the first interference cell, i.e., Cell2.

And CR [1] has been provided for the test condition. In this contribution, we provide simulation results of RM2 IRC test.
2. TM2 IRC Performance test
In this contribuion, we provide 4-RX AP performances in Test 8.2.1.2.4 and Test 8.2.2.2.4 as [1].
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Figure 1 : Test 8.2.1.2.4 TM2 IRC test (FDD)
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Figure 2 : Test 8.2.2.2.4 TM2 IRC test (TDD)

3. Conclusions

In this contribution, we provide simulation results of TM2 IRC test based on CR [1].
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